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ANGLE GRINDER

METAL WORKING PRODUCT

ANGLE GRINDER 4IN CPL 
W9-100 6.350000/10
Comp. Code 10027061

Grinding disc Ø 100 mm

Rated input power 900 W

Output power 550 W

No-load speed 10500 rpm

Spindle thread M 10

Torque 2.5 Nm

Weight without mains cable 2 kg

Cable length 2.5 m

ANGLE GRINDER 4IN CPL
W750-100 603603010
Comp. Code 10464757

Grinding disc Ø 100 mm

Rated input power 750 W

Output power 475 W

No-load speed 11500 rpm

Spindle thread M 10

Torque 1.9 Nm

Weight without mains cable 1.8 kg

Cable length 2.5 m

ANGLE GRINDER 5IN W9-125 Q 
CPL 600374000
Comp. Code 10574645

Grinding disc Ø 125 mm

Rated input power 900 W

Output power 550 W

No-load speed 10500 rpm

Spindle thread M 14

Torque 2.5 Nm

Weight without mains cable 2.1 kg

Cable length 4 m

ANGLE GRINDER 7IN W24-180 
MVT 606466000
Comp. Code 10028089

Grinding disc Ø 180 mm

Rated input power 2400 W

Output power 1600 W

No-load speed 8450 rpm

Spindle thread M 14

Torque 14 Nm

Weight without mains cable 5.7 kg

Cable length 4 m

ANGLE GRINDER 9IN W24-230 
MVT 606467000
Comp. Code 10028090

Grinding disc Ø 230 mm

Rated input power 2400 W

Output power 1600 W

No-load speed 6600 rpm

Spindle thread M 14

Torque 17 Nm

Weight without mains cable 5.8 kg

Cable length 4 m

ANGLE GRINDER 7IN WE19-180 Q 
RT 601088000
Comp. Code 10142251

Grinding disc Ø 180 mm

Rated input power 1900 W

Output power 1240 W

No-load speed 8200 rpm

Spindle thread M 14

Torque 5 Nm

Weight without mains cable 2.7 kg

Cable length 4 m

FLAT HEAD GRINDER WEF9-125 Q 
613060000
Comp. code 10003366
Min. accessible angle 43°
Grinding disc Ø 125 mm
Rated input power 910 W
Output power 430 W
No-load speed 10000 rpm
Speed at rated load 8200 rpm
Torque 2 Nm
Spindle thread M 14
Weight without mains cable 2.1 kg
Cable length 4 m

ANGLE GRINDER 6IN WEPBA 
19-150 Q 613117000
D11 10479116

Grinding disc Ø 150 mm

Rated input power 1900 W

Output power 1220 W

No-load speed 9600 rpm

Spindle thread M 14

Torque 4.5 Nm

Weight without mains cable 2.8 kg

Cable length 4 m

ANGLE GRINDER 6IN 
WE17-150RT Q 60108700
Comp. Code 10140121

Grinding disc Ø 150 mm

Rated input power 1750 W

Output power 1070 W

No-load speed 9600 rpm

Spindle thread M 14

Torque 4.4 Nm

Weight without mains cable 2.5 kg

Cable length 4 m

ANGLE GRINDER 5IN WP 11-125 Q 
603624000
Comp. Code 10415314

Grinding disc Ø 125 mm

Rated input power 1100 W

Output power 700 W

No-load speed 11000 rpm

Spindle thread M 14

Torque 3.2 Nm

Weight without mains cable 2.3 kg

Cable length 4 m

Application Video
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STRAIGHT GRINDER GE 950 PLUS 
600618000
Comp. Code MB0003923

No-load speed 2500 - 8700 rpm

Rated input power 950 W

Output power 510 W

Speed at rated load 7200 rpm

Collar diameter 43 mm

Collet chuck 6 mm

Weight without mains cable 1.7 kg

cable length 4 m

STRAIGHT GRINDER W/COLLET 
GE710 6.616000
Comp. code MB0004051

No-load speed 10.000-30.500 rpm

Rated input power 710 W

Output power 430 W

Speed at rated load 24000 rpm

Collar diameter 43 mm

Collet chuck 6 mm

Weight without mains cable 1.6 kg

Cable length  4 m

BEVELLING GRINDER

DIE GRINDER

BEVELLING MACHINE 
KFM9-3 RF 601751700
Comp. code 10056030

No-load speed 11.500 rpm

Rated input power 900 W

Output power 470 W

Type of edges Chamfer & radius

Max.chamfer width 45° 6 mm / 1/4”

Max.chamfer height 45° 4 mm / 5/32”

Possible radii R2 / R3

Grading of cutting dept setting 0.1 mm 

Curves smallest internal Ø 13 mm

Weight without mains cable 2.5 kg

Cable length 4 m

METAL WORKING PRODUCT

BEVELLING MACHINE 
KFMV17-15F 601770500
Comp. Code 10626944

No-load speed 6200 - 12000 rpm

Rated input power 1700 W

Output power 880 W

Type of edges Chamfer

Chamfer Angles 0-90°

Max.chamfer width at 45° 216 mm / 13/16”

Max.chamfer height at 45° 15 mm / 19/32”

Grading of cutting dept setting 0,1 mm

Curves smallest inner Ø 100 mm  3  15/16"

Weight without mains cable 6.3 kg

Cable length 3.9 m

CUT OFF SAW
METAL CUTTING SAW 
CS22-355 601786000
Comp. Code 10541353

For grinding discs (Ø x bore) 355 X 25.4 mm

No-load speed 3700 rpm

Rated input power 2300 W

Max. cutting dimension

- round tube 132 mm

- Square tube 120 x 120 mm

- Rectangular tube 100 x 208 mm

Max. cutting capacity L-profile 150 x 150 mm

Dimensions of the base plate 456 x 256 mm

Transport height 394 mm

Weight 16.8 kg

Cable length 4 m

Application Video

Application Video
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METAL WORKING PRODUCT

MAGNETIC DRILL 32MM CPL 
MAG32 600635500
Comp. code 10006501

Torque 50 Nm 

Maximum drilling diameter

  - With core drill 32 mm 

  - With spiral drill 13 mm 

Max. drilling depth 50 mm 

Thread cutting  – 

Max. stroke 160 mm 

Dimensions of magnetic base 90 x 189 mm 

Rated input power 1000 W 

Output power 520 W 

No-load speeds 700 rpm 

Rated load speeds 450 rpm 

Bit retainer Weldon 19 mm 
(3/4") 

lowest/topmost position 343 mm/490 mm 

Weight 11.9 kg 

Cable Length 5 m 

MAGNETIC DRILL 50M CPL MAG50 
600636500
Comp. code 10006502

Torque 90 Nm/50 Nm

Maximum drilling diameter

  - With core drill 50 mm

  - With spiral drill 20 mm

Max. drilling depth 50 mm

Thread cutting M 16

Max. stroke 160 mm

Dimensions of magnetic base 90 x 190 mm

Rated input power 1200 W

Output power 620 W

No-load speeds 100 - 250 / 200 - 
450 rpm

Rated load speeds 250/450 rpm

Bit retainer
MK 2 holder
Weldon 19 mm 
(3/4")

lowest/topmost position 457 mm/610 mm

Weight 12.7 kg

Cable Length 5 m

MAGNETIC DRILL

SPEED DRILL 32MM B32/3 
600323000
Comp. code MB0003202

Max. torque 190 Nm/120 Nm/90 Nm

Drill diameter in

   - Steel 32 mm

   - Soft wood  70 mm

No-load speed 170/320/470 rpm

Rated input power 1750 W

Output power 1200 W

Speed at rated load 110/190/280 rpm

Collar diameter 65 mm

Drill spindle thread MT 3

Chuck capacity

Weight without mains 
cable 7.8 kg

Cable length 5 m

ELECTROMAGNETIC STAND M100 
27100.00
Comp. code MB0003540

Aperture 65 mm

Depth of feed 260 mm

Maximum height 650 mm

Magnetic force (maximum) 18000 N

Dimensions magnet base 110 x 220 mm 

Weight 22 kg

Application Video
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SANDING
BELT GRINDER

BENCH GRINDER BS200 PLUS 
604220000
Comp. Code 10507688
"Grinding discs 
(Ø x thickness x bore)" 200 x 25 x 32 mm

No-load speed 2980 rpm
Rated input power 600 W
Output power 450 W
Tilting movement 90°
Length of belt grinding arm 480 mm
Grinding belt width 50 mm
Grinding belt length 1000/1020 mm
Suction connection 33 mm
Weight 16.9
Cable length 1.8 m

BENCH GRINDER

BENCH GRINDER DS 200 PLUS 
604200000
Comp. Code 10508388

"Grinding discs 
(Ø x thickness x bore)" 200 x 25 x 32 mm

No-load speed 2980 rpm

Rated input power 600 W

Output power 450 W

Mains voltage 220 - 240 V

Weight 17.5 kg

Cable length 1.8 m

BENCH GRINDER 150MM DS150M 
604150000
Comp. Code 10486404

"Grinding discs 
(Ø x thickness x bore)" 150 x 20 x 20 mm

No-load speed 2980 rpm

Rated input power 370 W

Output power 260 W

Mains voltage 220 - 240 V

Weight 8.7 kg

Cable length 1.8 m

BENCH GRINDER 3 PHASE 
DSD200 604210000
Comp. Code 10497869

"Grinding discs 
(Ø x thickness x bore)" 200 x 25 x 32 mm

No-load speed 2980 rpm

Rated input power 750 W

Output power 570 W

Mains voltage 380 - 415 V

Weight 17.8 kg

Cable length 1.8 m

METAL WORKING PRODUCT

STAND FOR BENCH GRINDER 
623875000
Comp. Code 10550639
Dimensions of floor stand 
(mm) 350x290x840

Dimensions worktop (mm) 280x200x4

Application Video



6

CONCRETE WORKING PRODUCT

IMPACT DRILL 13MM SBE850-2 
600782510
Comp. Code 10099078

Rated input power 850 W

Output power 490 W

Maximum torque 36 / 14 Nm

Drill-Ø masonry 20 mm

Drill-Ø concrete 18 mm

Drill-Ø steel 13 / 8 mm

Drill-Ø soft wood 40 / 25 mm

Revolutions at rated load 640 / 1800 rpm

Maximum impact rate 58900 bpm

Gears 2

Chuck capacity 1.5 - 13 mm

Collar diameter 43 mm

Drill spindle with hexagonal 
recess 6.35 mm

Drill spindle thread 1/2 " - 20 UNF

Chuck clamping type Geared Chucks

Weight (without power cable) 2.6 kg

Cable length 4 m

IMPACT DRILL SBEV1100-2S 
600784500
Comp. code 10109261

Max. torque 42 Nm/15 Nm

Drill diameter in

Drill-Ø concrete 22 mm 

Drill-Ø steel 16 mm/10 mm 

Drill-Ø soft wood 40 mm/25 mm 

No-load speed 0 - 1100 /
0 - 3100 rpm 

Rated input power 1100 W 

Output power 580 W 

Speed at rated load 1100/3100 rpm

Maximum impact rate 58900 bpm

Collar diameter 43 mm 

Drill spindle thread 1/2 " - 20 UNF 

Chuck capacity 1.5 - 13 mm 

Drill spindle with hexagonal 
recess 1/4" (6.35 mm) 

Weight without mains cable 2.8 kg 

Cable length 4 m 

IMPACT DRILL 13MM SBE650 W/ 
MANSORY BIT 600742500
Comp. code 10399327

Max. torque 10 Nm // 88 in-lbs

Drill diameter in

Drill-Ø masonry 16 mm

Drill-Ø concrete 14 mm

Drill-Ø steel 13 mm

Drill-Ø soft wood 30 mm

Rated input power 650 W

Output power 320 W

Speed at rated load 1500 rpm

Maximum impact rate 44800 bpm

Collar diameter  43 mm 

Drill spindle thread 1/2 " - 20 UNF 

Chuck capacity 1.5 - 13 mm 

Drill spindle with hexagonal 
recess 1/4" (6.35 mm) 

Weight without mains cable 1.8 kg

Cable length 2.5 m

IMPACT DRILL

IMPACT DRILL WORK SET SBE650 
600742710
Comp. Code 10591344

Rated input power 650 W

Output power 320 W

Maximum torque 10 Nm // 88 
in-lbs

Drill-Ø masonry 16 mm

Drill-Ø concrete 14 mm

Drill-Ø steel 13 mm

Drill-Ø soft wood 30 mm

Revolutions at rated load 1500 rpm

Maximum impact rate 44800 bpm

Gears 1

Chuck capacity 1.5 - 13 mm // 
1/16 - 1/2 "

Collar diameter 43 mm / 1 
11/16 "

Drill spindle with hexagonal 
recess 6.35 mm / 1/4 "

Drill spindle thread 1/2 " - 20 UNF

Chuck clamping type Keyless chuck

Weight (without power cable) 1.8 Kg

Cable length 2.5 m / 8 ft
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CONCRETE WORKING PRODUCT

COMBINATION HAMMER

COMBINATION HAMMER CPL 
KHEV5-40 60076550
Comp. code 10423535

Drill diameter in

- Concrete with hammer drills 40 mm

- Masonry with core bits 105 mm

No-load speed 350 / 500 rpm

Rated input power 1150 W

Speed at rated load 350 / 500 rpm

Max. impact rate 2900 bpm

Max. single blow energy 8.7 J

Collar diameter 64.6 mm

Bit retainer SDS-max

Weight without mains cable 8.3 Kg

Cable length 6 m

COMBINATION HAMMER CPL 
KHEV11-52 6007675
Comp. code 10424085

Drill diameter in

- Concrete with hammer drills 52 mm

No-load speed 200 / 270 rpm

Rated input power 1500 W

Speed at rated load 200 / 270 rpm

Max. impact rate 2360 bpm

Max. single blow energy 18.8 J

Collar diameter 85 mm

Bit retainer SDS-max

Weight without mains cable 12.4 Kg

Cable length 6 m

COMB HAMMER 26MM 
KHE2645 CPL 601710500
Comp. Code 10474670

Max. single blow energy (EPTA) 2.9 J

Maximum impact rate 4300 bpm

Rated input power800 W 850 W

Drill-Ø concrete with hammer 
drills 26 mm / 1 "

Drill-Ø masonry with core bits 82 mm

Drill Ø steel 13 mm

Drill-Ø soft wood 30 mm

No-load speed 0 – 1150 rpm

Revolutions at rated load 850 rpm

Bit retainer SDS-plus

Collar diameter 50 mm

Weight (without power cable) 2.9 kg

Cable length 4 m

COMBINATION HAMMER KHE 
3560 Q 600811500
Comp. code 10700142

Drill-Ø concrete with hammer 
drills

32 mm / 1 1/4 "

No-load speed 0 - 810 rpm

Rated input power 1050 W

Output power 

Speed at rated load 810 rpm

Max. impact rate 4350 bpm

Max. single blow energy (EPTA) 4.2 J

Collar diameter 60 mm / 2 3/8 "

Bit retainer SDS-plus

Weight without mains cable 5 kg / 11 lbs

Cable length 3.9 m

Bit retainer SDS-plus 

Weight without mains cable 3.4 kg 

Cable length 4 m

CHIPPING HAMMER

DEMOLITION HAMMER CPL 
MHEV5 BL 600769500
Comp. code 10424079

Rated input power 1150 W

Max. impact rate 2900 bpm

Max. single blow energy 8.7 J

Bit retainer SDS-max

Weight (without power cable) 7.9 kg

Cable length 6 m

Sound Pressure Level 93 dB(A)

Sound Pressure Level (LwA) 104 dB(A)

DEMOLITION HAMMER CPL 
MHEV11BL 600770500
Comp. code 10423534

Rated input power 1500 W

Max. impact rate 2100 bpm

Max. single blow energy 18 J

Bit retainer SDS-max

Weight without mains cable 12.2 Kg

Cable length 6 m

Sound Pressure Level 90 dB(A)

Sound Pressure Level (LwA) 101 dB(A)

Application VideoApplication Video Application Video



8

CONCRETE WORKING PRODUCT

CONCRETE GRINDER VACUUM CLEANER

ANGLE GRINDER 5IN 
RSEV 17-125 603829510
Comp. code 10415323

Cup wheel 125 mm

No-load speed 2800 - 9600 rpm 

Rated input power 1700 W

Output power 1040 W

Speed at rated load 9600 rpm

Spindle thread M 14 

Weight without mains cable 2.7 Kg

Cable length 4 m 

VACUUM CLEANER ASR35 H ACP 
602059000
Comp. Code 10191010
Air output max. 4380 l/min
Vacuum 270 hPa (mbar) / 3.6 psi
Filter surface 8600 cm²
Input power max 1400 W
Container volume 35 l / 9 gal
Suction hose Ø 35 mm / 1 3/8 "
Hose length 4 m 
Weight 16 kg
Cable length  8 m

TILE CUTTER 1200WATT 
TC4110 604110180
Comp. code MB0003778

Diameter of cutting discs 110 mm

Adjustable cutting depth 34 mm

Rated input power 1280 W

TILE CUTTERWALL CHASER

WALL CHASER MFE 40 
604040500
Comp. Code 10183711
Adjustable cutting depth 10 - 40 mm

Possible groove widths 9 / 15.5 / 22 / 
28.5 / 35 mm

Cutting disc Ø 125 mm / 5 "
Rated input power 1900 W
Output power 1120 W
No-load speed 5000 rpm
Speed at rated load 4200 rpm
Torque 6 Nm
Weight (without power cable) 4.6 kg
Cable length 4 m

Application Video
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JIG SAW 65MM 650W STEB65 
601030500
Comp. code 10064647

Rated input power 450 W 

Output power 230 W

Maximum thickness of material in

- Wood 65 mm 

- NF metals 18 mm 

- Sheet steel 6 mm 

Swivel range from / to - 45 °/+ 45 ° 

Orbital motion levels 4

Strokes at no load 600 - 3000 rpm

Saw blade stroke 18 mm

Weight without mains cable 1.9 kg

Cable length 2.5 m

CIRCULAR SAW KS 66 FS 
601066000
Comp. code 10423674

Rated Input Power 1500 W

Output Power 840 W

Max. Cutting Depth at 90° 66 mm

Max. Cutting Depth at 45° 47 mm

Max. Cutting Depth with guide rail 61 mm

Saw Blade Ø x Drilling Ø 190 x 30 mm

Bevel Range from / to 0 / + 47°

No-load Speed 5000 rpm

Speed at Rated Load 3800 rpm

Cutting Speed at Rated Load 50 m/s

Weight without Mains Cable 4.9 Kg

Cable Length 4 m

CIRCULAR SAW KS55 600855000
Comp. code 10005085

Rated input power 1200 W 

Output power 670 W 

Max. cutting depth at 90°  55 mm 

Max. cutting depth at 45°  39 mm 

Saw blade Ø x bore Ø 160 x 20 mm 

Swivel range from / to 0 °/+ 47 ° 

No-load speed 5600 rpm 

Speed at rated load 4400 rpm

Cutting speed at rated load 47 m/s 

Torque 5 Nm 

Weight without mains cable 4 kg 

Cable length 4 m

WOOD WORKING PRODUCT

CIRCULAR SAWJIG SAW

MITRE SAW KGS 254 M 
613254000
Comp. Code 10599723
Dimensions 726 x 485 x 543 mm 
Support surface 345 x 760 mm
Maximum cutting width 
90°/45° 305 / 215 mm

Maximum cutting depth at 
90°/45° 92 / 47 mm

Cutting capacity 90°/90° 305 x 92 mm
Cutting capacity 45°/45° 215 x 47 mm
Turntable setting left/right 50 / 50 °
Saw blade tilt left/right 47 / 2 °
Saw blade 254 x 30 mm
Rated input power S1 
100% 1450 W

Rated input power S6 20% 1800 W
No-load speed 4500 rpm
Speed at rated load 3200 rpm
Cutting speed 60 m/s
Weight 16.1 kg 
Cable length 2 m 

MITRE SAW KS 216 M 610216000
Comp. Code 10599876

Dimensions 477 x 464 x 479 mm

Support surface 155 x 725 mm

Maximum cutting width 
90°/45° 120 / 80 mm 

Maximum cutting depth at 
90°/45° 60 / 45 mm

Cutting capacity 90°/90° 120 x 60 mm

Cutting capacity 45°/45° 80 x 45 mm

Turntable setting left/right 47 / 47 °

Saw blade tilt left/right 47 / 2 °

Saw blade 216 x 30 mm

Rated input power S1 
100% 1100 W

Rated input power S6 20% 1350 W

No-load speed 5000 rpm

Speed at rated load 3800 rpm

Cutting speed 57 m/s

Weight 8.7 kg

Cable length 2 m

TABLE SAW TS254 600668000
Comp. code 10010951

Dimensions L x W x H 740 x 750 x 355 mm

Table size (min/max) 970x995mm

Working height 850 mm/355 mm

Cutting height 90/45° 0-87 mm/0-54 mm

Maximum cutting width at 
parallel guide/rip fence 630 mm

Maximum material width 
at mitre Fence 200 mm

No-load speed 4200 rpm

Saw Blade Ø 254 x 30 mm

Saw blade swivel range -1.5 - 46.5 °

Rated input power S6 20% 2000 W

Output power S1 100% 1700 W

Weight 33.4 kg

Cable Length 3.1 m

TABLE SAW RECIPROCUTING 
SAW

CROSS CUT SAW

SABRE SAW SSEP1400 MVT 
606178500
Comp. code 10056029

Rated input power 1400 W

Output power 600 W

Strokes at no load 0 - 2800 rpm

Saw blade stroke 32 mm / 1 1/4 “

Pendulum Stroke Levels 3

Weight without mains cable 4.6 kg

Cable length 4 m / 157 1/2 “

Sawing wood 12.9 m/s²

Sound Pressure Level 93 dB(A)

Sound power level (LwA) 104 dB(A)

JIG SAW 100MM STEB 100 Q 
601110000
Comp. Code 10719888

Rated input power 710 W

Output power 470 W

Cutting depth

- Cutting depth wood 100 mm

- Cutting depth NF metal 25 mm

- Cutting depth sheet steel 10 mm

Pendulum stroke levels 4

Swivel range from / to - 45 / + 45 °

Strokes in idle 1000 - 3100 rpm

Saw blade stroke 22 mm

Weight (without power cable) 2.1 kg

Cable length 4 m

Application Video

Application Video

Application Video
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WOOD WORKING PRODUCT

BENCH 
THICKENESSER

BANDSAW 
PRECISION

PALM SANDER INTEC FSR200 
600066500
Comp. code MB0002967
Base plate 114 x 102 mm
Orbital frequency at no load 26000 opm
Rated input power 200 W
Output power 80 W
Orbital frequency at rated load 22000 opm
Orbit diameter 1.4 mm
Weight without mains cable 1.3 kg
Cable length 2.8 m

SANDER SRE3185 600442000
Comp. code 10064541
Base plate 92 x 184 mm
Orbital frequency at no load 8800-22300 opm
Rated input power 210 W
Output power 80 W

Orbital frequency at rated 
load 20400 opm

Orbit diameter 2 mm
Weight without mains cable 1.5 Kg
Cable length 4 M

ORBITAL SANDER  SXE3125 
600443000
Comp. code 10054753
Diameter of backing pad 125 mm
No-load speed 4000 -12000 rpm
Rated input power 310 W
Output power 135 W
Speed at rated load 8800 rpm
Orbit diameter 3 mm
Weight without mains cable 1.5 kg
Cable length 4 m

ORBITAL SANDER INTEC 
FSX200 609225500
Comp. Code MB0002968
Diameter of backing pad 125 mm
No-load speed 11000 rpm
Rated input power 240 W
Output power 90 W
Speed at rated load 9500 rpm
Orbit diameter 2.7 mm
Weight without cable 1.3 kg
Cable length 2.8 m

SANDER AND POLISHER

BELT SANDER BAE75 600375000
Comp. code MB0004060

Torque 12 Nm

Sanding belt 75 x 533 mm

Sanding belt supporting surface 85 x 150 mm

Rated input power 1010 W

Weight without mains cable 4.9 kg

Cable length 4 m

ANGLE POLISHER CPL PE15-20 RT 
615200000
Comp. code 10438471
Diameter of backing pad 180 mm / 7 " 
Rated input power 1500 W 
Output power 1000 W 
No-load speed 300 - 1900 rpm 
Speed at rated load 1720 rpm 
Torque 18 Nm 
Spindle thread M 14 
Weight without mains cable 2.4 kg 
Cable length 4 m 

BANDSAW PRECISION WNB 
BAS318 619009000
Comp. Code 10487605

Dimensions 665 x 980 x 1600 mm

Support surface 560 x 400 mm

Working height with stand 1000 mm

Sawing bench swivel range 0 - 45 °

Cutting height 170 mm

Passage width 307 mm 

Cutting speed 410 / 880 m/min

Saw belt length 2240 mm

Mains voltage 220 - 240 V

Rated input power 900 W

Output power 660 W

Weight 79 kg 

BENCH THICKENESSER DH330 
0200033000
Comp. Code 10076826

Dimensions 579 x 857 x 574 mm

Chip removal bench 
thicknesser 0 - 3 mm

Material thickness table
Cast aluminium 
/ special steel 
aluminium

Thickness table L x W 840 x 330 mm

Passage height/width 152 / 330 mm 

Feed rate 7 m/min

Diameter of blade shaft 47 mm 

Number of blades 2

Revolutions of blade shaft 9800 rpm

Mains voltage 220 - 240 V

Rated input power 1800 W

Weight 35 kg Also available-->10491698 BANDSAW PRECISION 
BAS261 619008000

Application Video
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ANGLE GRINDER

BAND FILE BFE9-20 SET 
602244500
Comp. code 10220944

Rated input power 950 W

Output power 510 W

Grinding belt width 6 - 19 mm

Grinding belt Length 457 mm

Useful length of grinding belt arm 90 mm

Weight without mains cable 1.8 kg

Cable length 4 m

FLAP TOOL KNSE9-150 SET 
602265500
Comp. code 10220943

Rated input power 950 W

Output power 510 W

No-load speed 900 - 3800 rpm

Disc diameter 150 mm

Weight without mains cable 2.7 Kg

Cable length 4 M

STAINLESS STEEL PRODUCT

BELT SANDER

ANGLE GRINDER 5IN 
WEV17-125Q INOX 600517000
Comp. code 10415316

Grinding disc Ø 125 mm

Rated input power 1700 W

Output power 1040 W

No-load speed 2000-7600 rpm

Speed at rated load 7600 rpm

Spindle thread M 14 

Weight without mains cable 2.5 Kg

Cable length 4 m 

FLAP TOOL MACHINE

PIPE BELT SANDER RBE15-180 
602243500
Comp. code 10109262

Rated input power 1550 W 

Output power 940 W 

Belt speed in idle 8.4 – 28 m/s 

Sanding belt dimensions 40 x 760 mm 

Max. pipe diameter 180 mm 

Wrap angle 270 ° 

Weight without mains cable 3.4 kg 

Cable length 4 m
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HOT AIR GUN 1600W 
HG16-500 601067000

HOT AIR GUN 2000W 
HG20-600 602066000

HOT AIR GUN 2300W 
HGE23-650 603065000

Comp. code 10436961 10436962 10436963

Volume of air 240 / 450 l/min // 8 / 16 cfm 150 / 300 / 500 l/min // 5 / 11 / 18 cfm 150 / 500 l/min // 5 / 18 cfpm

Air temperature 300 / 500 °C // 570 / 930 °F 80 - 600 °C // 176 - 1112 °F 80 - 650 °C // 176 - 1200 °F

Rated input power 1600 W 2000 W 2300 W

Weight without mains cable 0.6 kg 0.62 kg 0.7 kg

Cable length 2.2 m 2.2 m 4 m

BURNISHING MACHINE SE17-200 602259500
Comp. code 10135002

Rated input power 1700 W

Output power 1070 W

No-load speed 800 - 3000 rpm

Spindle thread M14

Abrasive tool diameter 100 - 200 mm

Abrasive media width 50 - 100 mm

Weight without mains cable 2.9 kg

Cable length 4 m

BURNISHING MACHINE 

HOT AIR GUN

STAINLESS STEEL PRODUCT

Application Video

Application Video
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CORDLESS 
HAMMER DRILL

CORDLESS PRODUCT

CORDLESS ANGLE GRINDER

CORDLESS GRINDER 
W18LTBL11-125 613052720
Comp. Code 10590115

Type of battery pack Li-Power

Battery pack capacity 2 x 5.2 Ah

Battery voltage 18 V

Disc-Ø 125 mm

No-load speed 10000 rpm

Spindle thread M 10

Weight without battery pack 1.8 kg

Weight with battery pack 2.5 kg

CORDLESS HAMMER KH18LTX 
(BT) 601714660
Comp. Code 10486403

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 5.5 Ah

Max. single blow energy (EPTA) 2.2 J

Maximum impact rate 4750 bpm

Drill-Ø concrete with hammer drill 24 mm

Drill-Ø masonry with core bits 82 mm

Drill Ø steel 13 mm 

Drill-Ø soft wood 30 mm

No-load speed 0 - 1280 rpm

Bit retainer SDS-plus

Weight without battery pack 3 kg

Weight with battery pack 4 kg

CORDLESS GRINDER 5IN WB18 
(BT) 613054660
Comp. Code 10479118

Type of battery pack LiHD

Battery pack capacity 2 x 5.5 Ah

Battery voltage 18 V

Disc-Ø 125 mm / 5 "

No-load speed 10000 rpm

Spindle thread M 14

Weight without battery pack 1.8 kg

Weight with battery pack 2.8 kg

CORDLESS GRINDER 
WB18LTXBL180 601735840
Comp. Code 10606198

Battery voltage 18 V

Disc-Ø 180 mm / 7 "

Max. cutting depth 60 mm

No-load speed 7500 rpm

Spindle thread  M 14

Weight without battery pack  2.2 kg

Package without battery pack, 
without charger

CORDLESS SABRE SAW

CORDLESS SABRE SAW 
SSEP18LTX BL 602258810
Comp. Code 10565659

Type of battery pack LiHD

Battery pack capacity 2 x 8 Ah

Battery voltage 18 V

Strokes in idle 3000 rpm

Saw blade stroke 32 mm

Weight without battery pack 3.9 kg

Weight with battery pack 4.6 kg

CORDLESS SABRESAW 
SSE18LTX(BT) 602266500
Comp. Code 10142249

Type of battery pack LiPOWER

Battery voltage 18 V

Battery pack capacity 2 x 2 Ah

Strokes in idle 0 - 3100 rpm

Saw blade stroke 13 mm

Weight without battery pack 1.4 kg 

Weight with battery pack 1.8 kg

Engineered for the 
ultimate.
Made for heavy duty – Metabo LiHDX batteries 
with tabless technology.

Application Video

Application Video

Application Video
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CORDLESS PRODUCT

CORDLESS IMPACT DRIVER / DRILL / TAPPER

CORDLESS IMPACT DRILL 
SB18LTXQI (BT) 602361650
Comp. Code 10449737
Type of battery pack Li-Power
Battery voltage 18 V
Battery pack capacity 2 x 5.2 Ah
Maximum torque (Soft) 65 Nm / 575 in-lbs
Pulse torque 65 Nm / 575 in-lbs
Maximum torque (Hard) 130 Nm / 1151 ft. lbs
Adjustable torque 1 - 20 Nm // 9 - 177 in-lbs
Drill-Ø masonry 16 mm / 5/8 "
Drill Ø steel 13 mm / 1/2 "
Drill-Ø soft wood 68 mm / 2.68 "
No-load speed 0 - 550 / 0 - 2000 rpm
Maximum impact rate 38000 bpm

Chuck capacity 1.5 - 13 mm // 1/16 
- 1/2 "

Weight w/o battery pack 1.8 kg
Weight w/ battery pack 2.5 kg

CORDLESS IMPACT WRENCH

CORDLESS IMPACT WRENCH 
SSW18LTX BL 1450 NM 
602401660
Comp. Code 10583820

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 5.5 Ah

Max. screw size M30

Max. no-load speed 1500 rpm

Maximum impact rate 2250 bpm

Maximum torque 1450 Nm

Speed/torque levels 12

Bit retainer 1/2"

Weight w/o battery pack 2.9 kg

Weight w/ battery pack 3.9 kg

CORDLESS IMPACT WRENCH 
SSW18LTX BL  1750 NM 
602402660
Comp. Code 10499039

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 5.5 Ah

Max. screw size M33

Max. no-load speed 1650 rpm

Maximum impact rate 2450 bpm

Maximum torque 1750 Nm

Speed/torque levels 12

Bit retainer Male square 
3/4"

Weight w/o battery pack 3 kg

Weight w/ battery pack 4 kg

CORDLESS IMPACT WRENCH 
SSW18LTX (BT) 300 NM 
602395800
Comp. Code 10200023

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 4 Ah

Max. screw size M18

Max. no-load speed 2650 rpm

Maximum impact rate 3750 bpm

Maximum torque 300 Nm

Speed/torque levels 12

Bit retainer Male square 
1/2"

Weight w/o battery pack 1.1 kg

Weight w/ battery pack 1.7 kg

CORDLESS IMPACT WRENCH 
SSW18LTX BL 800 NM 
602403660
Comp. Code 10551994

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 5.5 Ah

Max. screw size M24

Max. no-load speed 2575 rpm

Maximum impact rate 3300 bpm

Maximum torque 800 Nm

Speed/torque levels 12

Bit retainer Male square 
1/2" 

Weight w/o battery pack 1.95 kg

Weight w/ battery pack 2.9 kg

CORDLESS WRENCH 
SSW18LTX 550 
602404800
Comp. Code 10719638

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 4 Ah

Max. screw size M24

Max. no-load speed 2800 rpm

Maximum impact rate 3600 bpm

Maximum torque 550 Nm

Max. loosening torque 840 Nm

Speed/torque levels 12

Tool holder Male square 1/2"

Weight w/o battery pack 1.4 kg 

Weight w/ battery pack 1.9 kg

CORDLESS IMPACT DRILL 
SB18LTBL (BT) 602316800
Comp. Code 10221214

Battery pack type LiHD

Battery pack voltage 18 V

Battery pack capacity 2 x 4 Ah

Maximum torque, soft 34 Nm

Maximum torque, hard 75 Nm

Adjustable torque 0.7 - 8 Nm

Drill-Ø masonry 13 mm

Drill Ø steel 13mm

Drill-Ø soft wood 38 mm

No-load speed 600 / 0 - 2100 rpm

Maximum impact rate 31950 bpm

Chuck capacity 1.5 - 13 mm

Weight w/o battery pack 1.2 kg

Weight w/ battery pack 1.8 kg

CORDLESS TAPPER 
GB18LTX QI BT 602362660
Comp. Code 10511535
Type of battery pack Li-Power
Battery voltage 18 V
Battery pack capacity 2 x 5.5 Ah
Maximum torque (Soft)     65 Nm

Pulse torque 65 Nm

Maximum torque (Hard) 130 Nm
Adjustable torque 1 - 20 Nm
Max. thread diameter M12 (1/2" UNC/UNF)
Drill Ø steel 13 mm / 1/2 "
Drill-Ø soft wood 68 mm / 2.68 "
No-load speed 0 - 550 / 0 - 2000 rpm

Chuck capacity 1.5 - 13 mm // 1/16 
- 1/2 "

Weight w/o battery pack 1.8 kg
Weight w/ battery pack 2.5 kg

CORDLESS IMPACT DRIVER 
SSD18LTXBL(BT) 602396720
Comp. Code 10549049

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 5.2 Ah

Max. screw size M16

Max. no-load speed 2900 rpm

Maximum impact rate 4000 bpm

Maximum torque 200 Nm

Speed/torque levels 12

Bit retainerHexagon recess 1/4" (6.35 mm)

Weight with battery pack 1.4 kg

Weight w/ battery pack 1.9 kg

POWERMAXX CORDLESS 
IMPACT DRIVER SSD12 BL 
601115500
Comp. Code 10251391

Type of battery pack Li-ion

Battery voltage 12 V

Battery pack capacity 2 x 2 Ah

Max. screw size M14

Max. no-load speed 2500 rpm

Maximum impact rate 4000 bpm

Maximum torque 140 Nm

Speed/torque levels 2

Bit retainerHexagon recess 1/4" (6.35 mm)

Weight w/o battery pack 0.77 kg

Weight w/ battery pack 1 kg

Application Video

Application Video Application VideoApplication Video Application Video

Application Video
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BASIC SET 18V 2 X LIHD 4.0 AH 
685163000
Comp. Code 10412652

Battery pack voltage 12 V

Battery pack capacity 22 X LIHD4.0 AH

Weight 1.75 kg

BASIC SET 18V 2 X LIHD 5.5 AH 
685122000
Comp. Code 10552262

Battery pack voltage 18 V

Battery pack capacity 2 X LIHD 5.5 AH

Weight 2 kg

BATTERY PACK LIHD 18V 5.5 AH 
625368000
Comp. Code 10064683

Battery pack voltage 18 V

Battery pack capacity 5.5 Ah

Weight 980 g

CORDLESS 
IMPACT DRILL

CORDLESS 
GREASE GUN

CORDLESS RIVET CORDLESS DRIVER

CORDLESS 
JIGSAW

BATTERY PACK

CORDLESS IMPACT DRILL SB18 
SET 602245710
Also available 10597965 CORDLESS DRILL BS18Q 
SET 602217710

Comp. Code 10610405

Type of battery pack LiPOWER

Battery voltage 18 V

Battery pack capacity 2 x 2 Ah

Maximum torque, soft 24 Nm

Maximum torque, hard 48 Nm

Adjustable torque 0.5 - 4.5 Nm

Drill-Ø masonry 10 mm

Drill Ø steel 10 mm

Drill-Ø soft wood 20 mm

No-load speed 0 - 450 rpm

Maximum impact rate 24000 bpm

Chuck capacity 1 - 10 mm

Weight without battery pack 0.92 kg

Weight with battery pack 1.3 kg

CORDLESS PRODUCT

CORDLESS GREASE GUN FP 18LTX 
600789500
Comp. Code 10513989
Type of battery pack LiHD
Battery voltage 18 V
Battery pack capacity 2 x 2 Ah
Holder size 400 g / 14 oz

Discharge pressure 690 / 414 bar // 
10000 / 6000 psi

Discharge speed 290 / 100 g/min

Hose length 1200 mm / 47 1/4 "

Weight w/o battery pack 4 kg

Weight with battery pack 4.4 kg

CORDLESS JIGSAW ST18 130 
601054840
Comp. Code 10633442
Battery voltage 18 V
Cutting depth wood 130 mm
Cutting depth NF metal 35 mm
Cutting depth sheet steel 10 mm
Swivel range from / to: - 45 / + 45 °
Pendulum stroke levels 4
Strokes in idle 1000 - 3500 rpm
Saw blade stroke 22 mm
Weight without battery pack 1.5 kg

Package
without battery 
pack, without 
charger

QUICK CHARGER ASC145 EU 12-
36V 627378000
Comp. Code 10486402
Battery voltage 12 - 36 V

Mains voltage 220 V

Mains frequency 50 - 60 Hz

Max. charging current 8A

Output rating 145 W

Charging 
time

for 18 V/4.0 Ah 30 min
for 18 V/8.0 Ah 60 min

Weight 551 g

CORDLESS BLIND RIVET GUN 
NP18LTX (BT) 619002800
Comp. Code 10518718

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 4 Ah

Rivet Ø all materials 2.4 - 5 mm //
3/32 - 3/16 "

Max. rivet Ø in aluminium 6 mm / 3/16 "

Placement force 10000 N

Device travel 25 mm

Weight w/o battery pack 1.9 kg 

Weight w/ battery pack 2.4 kg

CORDLESS RIVET NUT NMP18 LTX 
BL 601788800
Comp. Code 10514064

Type of battery pack LiHD

Battery voltage 18 V

Battery pack capacity 2 x 4 Ah

Max. blind rivet nuts in aluminium M 10

Max. blind rivet nuts in steel M 8

Max. blind rivet nuts in stainless steel M 6

Placement force 15 kN

Device travel 10 mm

Weight without battery pack 2 kg

Weight with battery pack 2.5 kg

CORDLESS DRIVER HBS18LTX-
BL3000 620062500
Comp. Code 10573694

Type of battery pack LiPOWER

Battery voltage 18 V

Battery pack capacity 2 x 2 Ah

Tool holder Hexagon recess 
1/4" (6.35 mm)

Maximum torque, soft 10 Nm

No-load speed 0 - 3000 rpm

Weight without battery pack 1 kg

Weight with battery pack 1.4 kg

BATTERY PACK LIPOWER
18V - 4.0 AH 625027000
Comp. Code 10411733

Battery pack voltage 18 V

Battery pack capacity 4 Ah

Weight 685 g

Application VideoApplication VideoApplication Video

Application Video
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ADVANTAGES OF
METABO MACHINES *These symbols are not shown for all angle grinders, flat-head 

angle grinders and Inox machines, as almost all machines in 
this product group have these features.
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Metabo Marathon-motor
with patented dust protection for 
long service life

Metabo VibraTech (MVT)
vibration damping for convenient 
continuous mode

Drop security ring
steel ring to accommodate the carabiner 
secures the angle grinder against falling 
when working at great heights

IMPULS
for removal of damaged screws and 
for spot-drilling on smooth surfaces

Dust Protection
for clean, comfortable working: dust 
and chips are extracted immediately 
and efficiently

Motor brake
for quick stop of the saw blade in just 
3 seconds

IMPULS
selectable “Impuls” mode for precise 
driving in of protruding screws without 
having to remove he depth guide

Pendulum stroke for 
sabre saws and jigsaws
selectable pendulum stroke for optimum 
sawing performance in any material.

Wet & Dry
compact vacuum cleaner for liquids 
and dry solids with commercial 
registration

Guide rails FS
this tool can be used directly on the 
FS guide rails from Metabo

Precision Stop
electronic torque control with 
increased precision for precise, 
delicate working

Cross cutting rail KFS
fast, precise cross cuts thanks to easy 
coupling with a KFS Metabo cross 
cutting rail

Electronic safety shutdown
no kickback if the drill bit stops 
unexpectedly - for high user safety

Precision Cut Line (PCL)
precise shadow cutting line without 
re-adjustment thanks to cleverly 
positioned LED

Autostart
screwdriver starts automatically 
when pressed against a surface for 
comfortable, economical working

Combination hammer 
with 3 functions
hammer drilling, drilling and 
chiselling

Metabo Quick tool change
without key - quick, comfortable 
and safe

Electronic soft start
for smooth start-up

Vario-Constamatic (VC)-Full 
wave electronics
for working at customised speeds to suit the 
application materials, and speeds that remain 
almost constant even under load

S-automatic safety clutch
without key - quick, comfortable 
and safe

Auto-balancer
for minimal hand/arm vibrations 
and extended service life of grinding 
wheels and machine

Overload protection
protects the motor from overheating

Brushless Motor
unique Metabo brushless motor for 
quick work progress and highest 
efficiency for any application

Auto Clean Plus
saving in cost and time by means 
of automatic filter cleaning in 
continuous use

Chipping hammer 
chipping hammer with high-
performance hammer action for high 
material removal

Basic antistatic equipment 
prevents static charge of a vacuum 
cleaner when using appropriate 
accessories

Restart protection
prevents unintentional start-up after 
power supply interruption

FAST BRAKE
stops the slowing disc in 2 seconds for 
reduced risk of accidents

Quiet induction motor
maintenance-free and robust


