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PENETRANT LUBRICANT (WET FILM) 3

» LST » TKX®
Penetrant All-Purpose Lubricant

LPS® TKX® is an

End-User Education Tip all-purpose product

- Surface tension is the-’ that is ideal for =
measurement of liquid’s ducina th 2
ability to “bead” of form re ucbmg fde'ff ¢ <L
droplets. The higher the nun:j e{o é _Ie_lr(ci(r; !
surface tension, the more produc tusel ’ ('
likely the product will '5”? greatvalue (2]
bead-up on a surface allpurpose =]
and not penetrate. LST’s penetrant, lubricant -
: and corrosion
extremely low surface inhibit
tension results in instant ! |.or.
spreading, consistent Nonfood Compounds Program Listed
coating, and deep Category Code:H2 Registration
penetration. #059842 (aerosol), # 059843 (bulk)
Meets or exceeds these specifications: OteaiNo. Size Part No.
Fed.SpecVV-P-216CType | and A-A-50493 Type | L50000067 110z (312 grams) 02016
LSZ000001 1 gal. (3.78 litres) 02028
Nonfood Compounds Program Listed LSZ000002 5 gal. (18.93 litres) 02005
Category Code: H2 Registration
#059851(aerosol); #059823(bulk) LSZ000003 55 gal. (208 litres) 02055
o Features : Applications :
Features : Applications : - Displaces moisture - Bearings
- Frees frozen parts + Shafts + Equipment « Provides a non-drying, long lasting, oily film « Cables and chains
- Displaces moisture « Screws disassembly - High flash point of ~175°F (~79°C) « Castings
+ Low surface tension + Pulleys - Conveyors « Does not contain chlorinated « Dies and molds
« Loosens rust and corrosion  « Plumbing fixtures « Chains solvents or silicones « Forgings
- Flash point of 175°F (79°C) - Nuts - Bolts + Non-conductive + Gears
«+ Meets or exceeds these « Corroded fasteners « Bearings + Safe on most surfaces + Machined stock
specifications: - Hinges « NSF certified category code: H2 « Machinery
Fed. Spec. VW-P-216C Type | « Registration # 059842(aerosol), « Nuts and bolts
and A-A-50493 Type | Order No. Size Part No. r059§4§ (bulle | : Euﬁnps
. : - Inverta Spray Valve « Pulleys
NSF® registered H2 LS0000058 | 110z.(312grams) | 01916 « Value Performance . Saw blades
#059851(aerosol); 7 I | Springs
LS0000086 | 1 gal.(3.78 litres 01928 :
#059823(bulk) gal.{ ) . Stalled engines
+ Compatible with most LSZ000004 | 5 gal. (18.93 litres) | 01905 - Ways and guides
rubber and plastic surfaces - . Wheels
« Inverta Spray Valve LSZ000005 | 55 gal. (208 litres) | 01955

> CHAINMATE® p LPS2°
Chain & Wire Rope Lubricant Heavy-Duty Lubricant

ChainMate® will
lengthen reapplication
intrevals and reduce
maintenance.
ChainMate® penetrates
deep inside the
bushing to lubricate
the pins on a chain or

Qualified to: AirBus: TN A 007.10138
Section10.3.1 « Lockheed G39.04

Conforms to: Pratt & Whitney Canada
CPMC79256 rev.C - Mil-C-16173D
Grade 3 + Mil-C-81309D Type Il

Category Code H2

RegistrationNo.

# 129026 Aerosol
FEGTSTERED® # 059848 Bulk

y Features :
':gpt):e core of the wilg + Nondrying, oily film for long . Acceptgd by the Canadian Food
’ lasting lubrication Inspection Agency - Category n1
« Loosens rusted and frozen parts
L. « Protects against corrosion on steel Applications :
Features: Applications : parts indoors for up to one year + Bearings & valves
« Increases chain & wire rope life + Cranes « Displaces moisture + Cables &linkages
« Penetrates to the core of wire rope + Cutting tools . Excellent protection for « Dies, bits & fasteners
« Moly-fortified lubricant « Drag lines hand/machine tools « Engines & electric motors
« Performs under severe loads & + Drives « Does not contain chlorinated + Metal parts
in extreme temperatures « Forklifts solvents or silicones + Parts in storage
« Provides maximum lubrication & « Pins + Nonconductive + Production equipment
corrosion protection « Pulleys - Inverta Spray Valve + Pulleys &rollers
« Use with guards in place to « Rollers + Safe on most surfaces » Slides &tracks
eliminate costly downtime « Saws
« Reduces wear caused by - Sprockets Order No. Type Description
friction & corrosion + Wire ropes LS0000006 | 110z.(312grams) | 00216 LPS2° is an excellent
LS0000007 | 1 gal.(3.78 litres) 02128 protective coating for
Order No. Size Part No. LSZ000006 |5 gal. (18.93 litres) | 00205 hand and machine tools,
LS0000019 110z. (312 grams) 02416 LSZ000007 | 55 gal. (208 litres) | 00255 | P2"ts and equipment.
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LUBRICANT LUBRICANT (DRY FILM)
» MAGNUM > LPs1°

Premium Lubricant With PTFE

Magnum is specially
formulated with
PTFE additives

that minimize
friction and extend
equipment life.

Nonfood Compounds Program Listed
Category Code: H2 Registration
#128980 (aerosol); #128981 (bulk)

Features :

Extends equipment life
Displaces moisture

Protects against rust and corrosion
Does not contain chlorinated solvents
Safe to use on most surfaces

NSF® H2 registered #128980 (aerosol);

#128981 (bulk)
Flash point of 175°F (79°C)
Inverta Spray Valve

Applications :
Excellent for heavy load applications .
PTFE additives improve performance .

Bearings and valves
Cables and linkages
Dies, bits and fasteners

Engines and electric motors

Hoists, lifts and draglines

Premium Lubricant

Order No.

Size

Part No.

LS0000004 | 110z.(312 grams) 00116

LS0000005 1 gal. (3.78 litres) 01128

LS0000071 | 5 gal.(18.93 litres) 00105

LS0000081 | 55 gal. (208 litres) 00155

Qualified to:  Rolls Royce EngineOverhaul
Process 340 - Air Nippon Maintenance
Manual75-31-02

Conforms to:  Mil-C-23411A

« Partsin sto

« Metal parts and hand tools

rage

« Production and

Transportation equipment

Pulleys and rollers
Slides and tracks

and

whe
may
and

Order No. Size Part No.
LS0000057 110z. (312 grams) 00616
» DRY FILM PTFE
Lubricant
Dry Film PTFE

Lubricant provides
excellent lubrication

is ideal for

releasing molded
parts in applications

re painting
be necessary
silicone is

undersirable.

Qualified to:

Learjet M3735-01-98-0042

Features :
« Provides excellent lubrication

- ldeal for releasing molded parts

« Excellent for high temperature
applications up to 500°F (260°C)

Dry, thin film will not attract dust or dirt

Appl
« Ch
Co

ications :
utes & slides
nveyor belts

Injection molding
Locks & catches
Metal extrusions

Features :

« Provides a dry, thin lubricating film

« Resists oil, dust and dirt build-up

« Fast acting penetration

« Displaces moisture

« Loosens rusted or frozen parts

- Provides a short term, light, corrosion
resistant barrier

« Nonconductive

« ldeal for delicate mechanisms

« Used worldwide in aviation

- Safe on paint and most plastics

Inverta Spray Valve

» FORCE 842°
Dry Moly Lubricant

LPS1© displaces moisture,
making it ideal for

drying out electrical/
electronic components
and lubricating delicate
mechanisms.

Category Code H2
Registration No.:

# 059847 Aerosol
REGISTERED # 129040 Bulk
Applications :

Conforms to:  Mil-L-46147AType |l

FederalTest Method No.791, Method 4001
Salt Spray Corrosion Protection

Features :

« Works under extreme temperatures
(842°F) & pressures (100,000 psi)
Resists dirt & dust

- Cables

Circuit breakers

- Electric motors

« Electronic connectors
+ Generators

+ Hinges

+ Ignition systems

« Locks

+ Micrometers

+ Molds

« Nuts and bolts

+ Precision open gears

LPS® Force 842°°

is designed for
applications in dusty
environments where
an oily film lubricant
would attract dust and
create an abrasive mix.
Force 842°° is ideal for
break-in lubrication
applications, and for
preventing sliding or
threaded parts from
seizing together.

Applications :

Aircraft landing gear
Brake adjustment screws
Forklift channels

il « Provides a quick drying, thin film . Ei
+ Does not contain silicone or . silicone rubber - High adhes(?on ying : Fire doors.
chlorinated solvents . Tanks & bins . Oven chains & cables
. Safe on most surfaces . + Use for assembly & break-in « Oven dolleys
« Thermoplastics lubrication Overhead il
« Thermosets « Prevents seizures Plverf eahcrakne. rafis
« Window guides « Water and chemical resistance an INg NOOKS In ovens
« Sliding surfaces
Order No. Size Part No. + Rollers
LS0000089 110z. (312 grams) 02616 Order No. Size Part No.
LSZ000008 5 gal. (18.93 litres) 00605 LS0000018 110z. (312 grams) 02516
152 CHEMICAL PRODUCT <'Ka .
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GREASE

D RED & REDI
Multi-Purpose Red Grease

L L
i ‘ )

Red & Redi’s exceptional adhesive and cohesive properties resists throw-off
at hogh speeds. A specially formulated additives package in Red & Redi
provides extreme pressure and anti-wear properties.

Features : Applications :

« Delivers excellent lubrication « Automotive

« Prevents rust, corrosion and « Aviation
oxidation « Cables

« Remains effective at - Cams and pistons
extremely high temperatures + Chains
450°F (232°C) - Guide rails

« Reduces friction and vibration « Latches

« Resists shock « Marine

« Red color allows easy visual
inspection

Penetrates quickly

« Non-melting

+ NLGI Grade 2

Exceptional adhesive and
cohesive properties, resists
throw-off at high speeds

+ Open gears

+ Overhead door tracks
« Packaging

- Slide conveyors

Order No.

Part No.
5816

Size
110z. (312 grams)

LS0000093

» THERMAPLEX ® FOODLUBE
Bearing Grease

Foodlube is designed
for bearing lubrication
in which incidental
contact with food may
occur.

®

REGISTERED

Registration No. 117848
Category Code H1

Features : L

« Excellent for use in food Appllcaf:ons: )
processing plants + Blending machines

- NSF® Registered #117848 « Carton erectors
Category H1 + Feed belts

- Uses only FDA listed ingredients  + Filling equipment

« Agriculture Canada approved » Frequent wash

« Extends relubrication intervals Down area

- Resists water washout Labeling stations
« Excellent corrosion protection - Wrapping equipment
« Does not contain solvents

or silicone Order No. Size Part No.
+ Nontoxic, nonstaining, LS0000099 | 14.1 0z.(340 grams) | 70114

& nonemulsifying 152000009 |  35Ib.(5 gal 10106
« “Product of the Year” (5 gal)

winner for Lubricants LSZ000010 | 1201b.(16gal) | 70135

World Magazine LSZ000011 400 Ib. (55 gal.) 10155

» WHITE LITHIUM
Multi-Purpose White Grease

%
White Lithium contains corrosion inhibitors that protect metal in any

weather. It's tough, viscous film provides maximum surface coverage and
protection.

Features : Applications :

« Contains PTFE additives for + Automotive
superior lubrication « Aviation

« Rapidly forms into a pure + Cables
white grease + Cams and pistons

+ Heat and water resistant « Chains

+ NLGI Grade 2 « Guide rails

+ Produces a long lasting, . Latches
protective film against rust . Marine

and corrosion
« White color allows easy visual inspection
- Does not contain any

chlorinated solvents

« Open gears

+ Overhead door tracks
« Packaging

« Slide conveyors

Order No.
LS0000092

Part No.
3816

Size
10 oz. (284 grams)

» THERMAPLEX °® AQUA
Bearing Grease

Aqua is formulated to withstands the effects of running water. It protects
bearings against corrosion and provides long lasting lubrication even
when fully submerged in fresh or salt water.

Features : Applications :
« Excellent resistance to fresh or - Bottling equipment - Pistons
salt water « Bushings + Rails
- Resists water wash out « Cables - Rings
- Greater degree of bearing « Chains + Seals
protection « Door hinges « Slides
« Superior adhesion properties « Food machinery « Sprockets
« Excellent corrosion resistance « Forklifts + Valves
- Significant load carrying ability -+ Open gears + Wire rope
+ Reduces wear
« Reduces grease consumption
+ “Product of the Year” winner
for Lubricants World Magazine
Order No. Size Part No.
LS0000078 14.1 oz. (340 grams) 70514
LSZ000012 35 |b. (5 gal.) 70506
LSZ000013 120 1b. (16 gal.) 70535
LSZ000014 400 Ib. (55 gal.) 70555

1
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GREASE
» THERMAPLEX ® MULTI-PURPOSE » THERMAPLEX ® HI-TEMP
Bearing Grease Bearing Grease

Multi-Purpose is specifically developed to outperform conventional
bearing grease and extend re-lubrication periods.

Features :

Ideal for lubricating all types of bearings
Extends relubrication periods

Prolongs bearing life

Applications :
+ Cement mixers
+ Conveyors

) . « Elevators
« Excellent load carrying properties G -
« Good corrosion resistance A cctors
» Motors

Reduces grease consumption
“Product of the Year” winner for
Lubricants World Magazine

Tray loaders
Ventilator fans

Hi-Temp is designed to remain stable and resist carbonization at
extremely high temperatures.

Features : Applications :

«+ Reduces the risk of bearing failure at + Aluminium castings
high temperatures + Boiler room equipment

« Resists carbonization at high temperatures . Cement kiln fans
Extends relubrication periods . Crucibles

« Excellent vibration resistance . Engine room equipment

« Very high dropping point

+ Processing ovens
+ Shrink wrappers

.

Reduces grease consumption
Reduces the need for multiple greases
“Product of the Year” winner for
Lubricants World Magazine

.

Order No. Size Part No. Order No. Size Part No.
LS0000088 14.1 oz. (340 grams) 70614 14.1 oz. (340 grams) 70214
LSZ000015 35 lb. (5 gal.) 70606 LS0000079 35 Ib. (5 gal.) 70206
LSZ000016 120 1b. (16 gal.) 70635 LSZ000018 120 1b. (16 gal.) 70235
LSZ000017 400 Ib. (55 gal.) 70655 LSZ000019 400 Ib. (55 gal.) 70255

CORROSION INHIBITOR
» PROCYON p LPS 3°®
Corrosion Inhibitor Premier Rust Inhibitor

LPS® Procyon is
ideal for displacing
moisture and
leaving a hard
protective film on
aircraft frames and
other equipment.

Q udlified to:
+ Boeing BMS 3-29 « Gulfstream GAC115AD
« Bombardier CMS 565-06 Type Il « Lockheed Martin Penetrating
- De Havilland F 13 Grade 4 CPC 2a
« EmbraerType A2
Features : Applications :
« Durable, hard, transparent, dry film « Aircraft fuselages

Multi-year protection of metal surfaces . Bare metal
2500 + hours salt spray resistance Cargo sections

on aluminium o Metal parts & machinery
Resists dirt build-up, dripping and

: > - 1IPE Storage
puddling during application . Offshore drilling
- Penetrates and displaces water Equi
quipment

Inspectable and removable film
Sprayable protective coating
Excellent for use in areas with a high
corrosion risk such as lower cargo

Outdoor electrical
Connections
Outdoor equipment/tools

LPS3° leaves a soft, self-healing,
waxy film that resist moisture
and inhibits corrosion on
alumunium for more than

1,500 hours.

Qualifiedto:  BMS 3-23 G Type I, TN
A.007.10138Type 1 Grade 2
DMS 2150, Lockheed G39.2004
Conforms to: Mil-PRF-16173E Grade 2
ASTM F-945,PWA 36604

Nonfood Compounds Program Listed
Category Code: H2 Registration
#129027 Aerosol, #059849 Bulk

Features : Applications :
« Forms a transparent, soft, - Aircraft fuselages

waxy film for protection - Battery terminals

and lubrication . Cables, chains, & pulleys
« Inhibits rust and corrosion; . Cargo sections

protects steel parts indoors . Elevators

for up to 2 years

Inhibits exfoliation and filiform
corrosion of aluminium
Penetrates to displace
moisture

Does not contain chlorinated
solvents or silicone
Nonconductive

Easily removed with LPS
degreasers

« Metal parts

« Offshore drilling equipment

« Outdoor electrical connections
« Outdoor equipment & tools

« Overseas storage or shipments

« Pumps & hose assemblies
Interior sections of vehicle doors

.
.

.

sections and wheel wells » Underground installations IS\afe on Z‘g“ i‘“rfé‘cesd_ Order No. Size Part No.
. Resists water, acids, alkali, 5 + Accepted by the Canadian
salt spray and other Order No. Size Part No. Food Inspection Agency - LS0000009 | 110z (312grams) | 00316
corrosive elements 10 0z. (284 grams) | 04216 Category n1 LSZ000021 | 20fl. Oz. (591ml) | 00322
« Contains no chlorinated LS0000069 1 gal. (3.78 litres) | 04228 LS0000010 | 1 gal.(3.78litres) | 03128
-‘Lolvenés or silicones LS0000065 | 5 gal. (18.93 litres) | 04205 LS0000008 |5 gal. (18.93 litres) | 00305
* rowodor LSZ000020 | 55 gal. (208 litres) | 04255 LSZ000022 | 55 gal. (208 litres) | 00355
154 CHEMICAL PRODUCT /////%Kawan,La .
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CORROSION INHIBITOR ANTI-SEIZE
p COLD GALVANIZE » COPPER
Corrosion Inhibitor Anti-Seize

LPS® Cold Galvanize

is one of the best zinc
primers on the market
for protecting against
corrosion. Its high
zinc precentage, low
solvent and strong
resin contents make it
y the perfect product as
a first line of defense
against corrosion.

LPS® Coppe Anti-
Seize is formulated
without graphite
inavery stablealu-
munium complex
grease base that is
easy to work with.
It will not seperate
and clump at the
bottom.

ANTI-SEIZE

Applications :
. Conforms to: MIL-PRF-907E .
fe:;l;:)‘/es .ure zinc-rich, galvanize coatin Conforms to: - Mil-P-21035 : Bushlngs
Dot pur, ZIne T 92 VAN 9 ASTMA-780-93A Features : * Chains
+ rerformsike a dOt Ipga vamzi to « Prevents seizure up to 1800°F + Engines
prevent rust and corrosion on a s 982°C . Flanges
types of metals for up to three years Ap ?hcatlop s - . (Lead fr)ee . Furn?aces
- Provides a tough, flexible coating * Air conditioning parts : :
€ , ! . S - Protects against seizure, heat-freeze, + Heat exchangers
that will not crack or peel even in Chain link fences : : .
t heat Id . Ducts galling, rust and corrosion . Manifolds
extreme heat or co . Heating parts « Brushes easily + Nuts/bolts
+ Driesin 3-5 minutes ng parts. - Highly adhesive on both wet and . Reactors
« Withstands water temperature up + Machine housing dry surfaces
to 212°F (100°C) and continuous dry + Material handling equip + Will not run, drip or settle out + Screws
heat up to 750°F (400°C). ment . Conforms to MIL-PRE-07E « Studs
+ Works as a paint primer over rust + Newly welded surfaces « Ideal for use on stainless steel and . ?p;-
: + Outside storage tanks for joining dissimilar metals + lurbines
Order No. Size Part No. [N Pipes . Copper color « Valve stems
LS0000013 | 14 0z. (397 grams) 00516 « Plumbing .
LS0000014 | 1gal.(3.78litres) | 05128 | - Pulley &chain cover Order No. Size Part No.
« Structural steel LS0000068 1/2 1b. (227 grams) 02908
ANTI-SEIZE LSZ000023 1 Ib. (454 grams) 02910
LSZ000024 12 oz. (340 grams) 02916
p FOOD GRADE
Anti-Seize
» NICKEL
Anti-Seize

Conforms to: MIL-PRF-907E

Nonfood Compounds Program Listed
Category Code: H1 Registration

# 143035

Fegtures: . . heat.f Applications : LPS® Nickel Anti-Seize is an extreme temperature lubricant for use in
+ Protects against seizure, heat-freeze, : Bo'ts. . hostile environments, extreme temperatures and on stainless steel

galling, rust and corrosion - Bottling machinery equipment
+ Conforms to FDA Regulation 21 CFR . Chain drives ’

178.3570 for Incidental Food Contact . Conveyor & oven bearings  Features :
+ NSF Certified H1: Registration #143035 | Gaskets . Contains no lead, copper or graphite
- Great for food.pro.cessmg and food . Motors . Prevents seizure up to 2600°F (1427°C) Conforms to: MIL-PRF-907E

2ancﬁ|mg i‘ppl.lcggfl):n(s54oc) + Nuts « Protects against rust and corrosion Applications :

toeqvgg%(}r: (Igngz'oc) - Packaging machinery « For use in hostile environments and ] ’:I’B'Lshings : . Nuts/bolts

- Pipe fittings extreme temperatures ;
+ Meets MIL-PRF-907E . . Acid resistant + Chains - Reactors
« Non-staining + Press fit assemblies ; + Engines « Screws
o . Pumbp gears - Strong resistance to water washoff 9

- Lowers friction; reduces wrench torque pg . Brushable to -18°F (-27°C) . Flanges . Studs
+ Contains no metals . ) Scr.ews ) « Will not run, drip or settle out « Furnaces « Taps
« Not affected by contraction, - Stainless steel fittings . Conforms to MIL-PRF-907E - Heat exchangers « Turbines

expansion or vibration + Valve assemblies . Silver color .« Manifolds . Valve stems
« Odorless « Worm gears
« Water resistant :
« May be used with potable water s ediint Biz8 R

d . LS0000096 1/2 1b. (227 grams) 03908
Order No. Size Part No. 152000025 1 Ib. (454 grams) 03910
LS0000094 1/2 1b. (227 grams) 06508

www.kawanlama.com CHEMICAL PRODUCT 155
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FOOD GRADE LUBRICANT

LpS

» FOOD GRADE
Machine Oil

Nonfood Compounds
Program Listed
Category Code: H1
Registration # 12900

LPS® Food Grade
Machine oil is a
great all-purpose
penetrant,
lubricant and
corrsion
inhibitor for use in
food processing
plants.

Conforms to:

FDA Regulation21 CFR 178.3570
for incidentalfood contact

CanadianFood InspectionAgency
(CFIA) approved

Features :

« NSF®H1 registered #129000 for

use in meat and poultry plants

Meets FDA Regulation
21-CFR-178.3570

for incidental food contact
Penetrates to loosen frozen
nuts and bolts

Provides excellent lubricity
Does not contain silicone

squeaking

Non-staining lubricant
Canadian Food Inspection
Agency (CFIA) approved
Inverta spray valve

Order No.
LS0000090

Colorless, odorless and non-toxic
Eliminates sticking, binding and

Size

11 0z. (312 grams)

Applications :

« Bottling equipment
+ Casters

Channels

Chutes

Conveyors

Cutting equipment
Filling equipment
 Food processing
Equipment

Food service carts
Food racks

Slicers

Sliding tracks
Rubber mounts
Weather stripping
Window channels

.

.

.

.

.

Part No.

01316

» CHAIN LUBRICANT
Food Grade

LPS® Chain Lubricant Food Grade
is ideal for applications on chains
in food processing plants. Its
clinging action

allows the products to stick to the
chain. LPS® Chain Lubricant Food
Grade slowly penetrates inside
the bushings to reach the pins
without slinging off, even when
applied from a

>

FOOD GRADE
Silicone Lubricant

LPS® Food Grade
Silicone Lubricant

is ideal for sliding
applications where
food items or wood
have to slide on metal
surfaces. It can also be
used as a mold release
in which it penetrates
deeply into the small
details of the mold

to allow perfect and
long lasting release.

Nonfood Compounds Program Listed
Category Code: H1 Registration
# 113815

Features :

NSF © registered H1# 113815
Meets FDA Regulation 21 CFR

178.3570 for Incidental Food Contact

Provides excellent lubrication
Great for food processing and food
handling applications

Ideal for releasing molded parts
Dry film won't attract dust or dirt
Excellent for high temperature ap
plications up to 500°F

Does not contain chlorinated solvents

Canadian Food Inspection Agency
(CFIA) approved

Applications :

« Blow molders

« Bottling machines
« Chutes

« Compression molders
- Conveyors

« Food racks

« Injection molders
- Plastic gears

« Rubber mountings
« Slides

Order No. Size Part No.
LS-84 10 oz. (284 grams) 01716
» BELT DRESSING
Lubricant For Food Grade Industry
LPS® Belt Dressing
extends the life
of drive belts by

improving traction
and allowing runs
under reduced belt
tension. It dires
quickly and leaves
a thin tacky residue
that will improve
the belt traction.

Nonfood Compounds Program Listed
Category Code:H1 Registration # 134508

distance.
N Features : Applications :
FEoTorEmED” 22?;2;?3225:;132899 « Prevents belt slippage on flat, round . Appliance
and V-belts . o Drive belts
Features : Applications ; . Ex.tepds belt life & pulley bgar!ng life - Bearings
- . . « Eliminates squeaks from slipping belts « Bushings
+ Excellent for applications « Bottling + Food processing . Water resistant ushing
involving incidental food Equipment Equipment + Flat belts
contact on food processing Bushi Food i » Evaporaicqtst + Polishing belts
equipment + bushings + roodservice « Does not contain chlorinated . Round belts
. D%espnot contain silicone ) Cast_ers Carts solvents that deteriorate drive belts + Sanding belts
. NSF® registered + Chains - Food _racks « May be used in wet, outdoor Tooth 3 bel
HI # 13%899 « Channels « Machines conditions + Toothed belts
. Foaming action provides . Conveyors « Pins « Meets FDA Regulation 21 CFR * V-belts
g np « Drives + Rollers 178.3570 for Incidental Food Contact
extra penetration & e - . -
lubrication « Filling - Sliding tracks + Canadian Food Inspection Agency
« Oily, wet film extends Equipment (CFIA) approved
. CR:ZISchsefriction & wear Shdenol SiZ8 UL, o — -
LSZ000026 | 12 oz. (340 grams) | 06016 LS0000066 110z. (312 grams) 02216
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FOOD GRADE LUBRICANT

ELECTRICAL CLEANER

LpS

» HEAVY-DUTY SILICONE
Lubricant

LPS® Heavy-Duty
Silicone is ideal
for lubricating
surfaces such

as rubber and

| plastics, where

{ petroleum
products can not
be used.

Conforms to:
21 CFR-178.3570 for Incidental Food Contact

Features :

Nonfood Compounds Program Listed
Category Code: H1 Registration
#059820(aerosol); #059821(bulk)

Silicone rich formula that lubricates and

protects rubber, plastic and metal parts

Water-based

Safe on most surfaces

Does not contain chlorinated solvents
Provides excellent lubricity

Ideal for surfaces like elastomers and

plastics where petroleum based
lubricants are unsuitable

Eliminates sticking, binding, squeaking
Forms a clear, dry film upon

extended drying

Colorless, odorless and non-toxic

Applications :

Belts

Casters
Conveyors
Guide rails
Mixers

Molds

Plastic gears
Rubber bushings

+ Rubber mountings
« Slicers

Slides
Window channels

Order No. Size Part No.
LS0000017 13 0z. (368 grams) 01516
LS0000080 5 gal. (18.93 litres) 01505

ELECTRICAL CLEANER
p NOFLASH

Electro Contact Cleaner

NoFlash® can be used on
energized equipment when

>

CFC FREE
Electro Contact Cleaner

CFC Free s ideal
for applications on
de-energized
equipment when a
plastic safe, fast
evaporation, flux
remover/contact
cleaner is required.

ELECTRICAL CLEANER

Nonfood Compounds Program Listed
Category Code: K2 Registration # 059813
(Aerosol); # 059814 (Bulk)

Features :

Ideal for electrical/electronic

and fine parts

Cleans and degreases delicate
precision mechanisms
Penetrating action removes oil,
grease, dirt, flux and other
contaminants

Does not contain chlorinated
solvents

Fast evaporation

No residue & safe on plastics
Meets or exceeds: McDonnell Douglas
CSD #1; AMS 1525B; ASTM F-519,
Type 1c; MIL-PRF-29608

Inverta Spray Valve lets you spray
in an upright or inverted position

Applications :

Cables

Circuit breakers
Electric motors
Electronic connectors
Generators

Hinges

Ignition systems
Locks

Micrometers
Precision open gears
Power tools

Relays

Sliding mechanisms
Switch gears

» PSC

Order No. Size Part No.
LS0000030 110z. (312 grams) 03116
LS0000029 1 gal. (3.78 litres) 03101
LSZ000027 5 gal. (18.93 litres) 03105
LSZ000028 55 gal. (208 litres) 03155

Plastic Safe Cleaner

Specifications:
Boeing D6-17487 Rev.P
McDonnell Douglas CSD #1

a nonflammable, fast

evaporating electrical
contact cleaner is neede
and no sensitive plastics are
present.

PSCis formulated
to clean energized

electrical parts without

harming plastics. It
also cleans electrical
assemblies made of

Nonfood Compounds Program Listed
Category Code: K2 Registration # 131303

plastics and metal
without leaving a
residue.

Nonfood Compounds Program Listed
Category Code: K2 Registration #129002

Features :

« Non-flammable precision cleaning
« Unique alternative to HCFC cleaners
« Does not contain chlorinated solvents

« Non-conductive
- Fast evaporation
« Quick penetration
« No residue

« Safe to use on most surfaces, test
for compatibility on ABS, acrylics,
polystyrene and polycarbonate
Inverta Spray Valve lets you spray in
an upright or inverted position

« VOC compliant in California

Applications :

Cables

Circuit breakers
Electric motors
Electronic connectors
Generators

Hinges

Ignition systems
Locks

Micrometers
Precision open gears

« Power tools
Order No. Size Part No. ° Rﬁ:jéys -
LS0000035 | 150z (425 grams) | 04016 |  -hding mechanisms

- Switch gears

Features :

Electrical contact cleaner
Cleans electrical parts
without harming plastics
Non-flammable

Plastic safe

Fast evaporating

Applications :

Connectors

Electrical contacts
Magnetic heads
Office equipment
Printed circuit boards

N « Printers
Non-conductive . Relavs
Replaces HCFC 141b contact cleaners s
R « Solenoids

No residue Switch
Conforms to CARB (California Air + switches L
Resources Board), OTC (Ozone Transport . TeIeFommunlcatlons
Commission) and LADCO (Lake Michigan equipment
Air Directors Consortium)

Order No. Size Part No.

LS0000076 15 o0z. (425 grams) 04620
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INDUSTRIAL DEGREASER (SOLVENT-BASED) INDUSTRIAL DEGREASER (WATER-BASED) 3

»> PRE SOLVE® ORANGE DEGREASER P> PRECISION CLEAN, Multi-purpose Cleaner/degreaser
Solvent-Based Water-Based
PreSolve® tackles the toughest
degreasing applications quickly.
Is it especially suited for removing
grease, adhesive, tars, oils. PreSolve®’s
controlled evaporation is ideal for
applications on heavy oil based
residue where the longer contact time
allows the product to soften up the
thick contaminant for easy removal.
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Nonfood Compounds Program Listed Y . ] . _ . 0o
Category Code: C1 Registration # 129025 Precision Clean is an ideal water-based degreaser for removing soil, dirt,

(Aerosol); # 059830 (Bulk) light oils and other carbon-based residues. It can be diluted many times for
applications in pressure washer, part washer and ultrasonic baths.

Features : Applications :

+ Removes adhesives, grease, Air compressors
wax, tar and dirt Alternators

« High performance industrial

Features :
« Super industrial strength removes

| hich cl * Bearings tough stains and soils
cleaner which cleans on cc?ntact + Chains & cable connections 9 .
- Fast acting, deep penetration c - Water-based and Biodegradable
- Natural based : Dljanels . « Alkaline formula inhibits flash rusting
« Does not contain chlorinated : Elfcssi:nmg(;?jrss « pH concentrate = 13; pH ready-to-use
solvents . =125
« Flash point above 100°F (38°C) - Fork |{ft5 ) « Does not contain butyl, chlorinated or . .
« Non-conductive + Gasoline engines petroleum solvents, bleach, ammonia Registration No.059854
« Low residue + Gears or abrasives Category Code C1
« Safe on all metals and most + Generators + Rinses clean

Safe on all surfaces except magnesium
Three formulations available: Aerosol,

High voltage cables
Power and air tools

plastics
+ Meets or exceeds these
specifications: McDonnell

« Printing presses Concentrate and Ready-to-use
Douglas CSD#1, AMS 1525B . Pulleys .

« Inverta Spray Valve lets you spray . Terminals/switches Order No. Size Part No.
in an upright or inverted position LS0000097 1/4 gal. (1 litre) -
Order No. Size Part No. LS0000022 1 gal. (3.78 litres) 02701

LS0000024 15 oz. (425 grams) 01420 LS0000023 5 gal. (18.93 litres) 02705
LSZ000029 1 gal. (3.78 litres) 01428 LS0000098 55 gal. (208 litres) 02755
LS0000073 5 gal. (18.93 litres) 01405 152000031 ~00ml Readv o U
m -
LSZ000030 55 gal. (208 litres) 01455 €ady to Use
» INSTANT SUPER DEGREASER Applications Dillution chart :

Solvent-based Precision
T Instant Super Degreaser is a fast- Clean

Water Equipment App lications

acting, heavy duty safety solvent Carbon Blocks, Engines, Exhaust
that is ideal for degreasing 1 4 Parts Washers | Hoods, Forklifts, Graffiti, Marine,
parts and equipment. It is ideal Tanks, Varnish
for appl.ications requiring an Compressors, Food Processing
aggressive, fast evaporating, 1 5 DipTanks | Equipment, Floors, Hoists, Lifts,
nonflammable industrial Printing Presses, Tools
d that is not chlorinated. -
cgreaser that Is not chiorinate Drill Presses, Oily Parts, Pulleys
1 7 Tumblers p
and Wires
SPECIFICATIONS: 1 10 | Ultrasonic Cse‘f‘”".‘g E'Wtr'ca;fa"s 4
T ATbUsABR 90120 (Deionized Water Rinse/dry)
Boeing D6 - 17487 Rev.P Nonfood Compounds Program Listed 1 4-20 Steam Cleaner Engines Parts
McDonnell Douglas CSD #1 . # 120006 (B 02 : Sprayer Floors, Leather and
Canadian Food Inspection 1 60 Trigger Fabrics, Tile, Walls, Wood
Agency (CFIA) approved I L d
Applications : 1 40-80 Pressure Cleaning Parts, Floors, Trucks,
Features : + Air compressors - Forklifts Washer Floors, Bathrooms, Walls
+ Heavy-duty performance + Bearings - Gears ) Appliances, Formica, General
. Power blast spray . Cables - Generators 1 100 | Trigger Sprayer Cleaning of Glass, Walls
+ Removes oil, grease, dirt and tar + Chains + PowerTo Aircraft exteri
+ Non-flammable - Cranes « Terminals Jerant ex er|r .
. Non-chlorinated « Electric motors Engines, Fuselage, Pylons, Wings,
« Non-conductive 1 10-15 Machine Seat Shop, Hydraulic,
- Fast evaporating Order No. Size Part No. Engine and Brake Shops
- No rinsing LS0000015 | 20 oz. (567 grams) | 00720 1 25 Landing Gear, Thrust Reverser
+ No residue Buckets
« Safe on most metals LSZ000032 | 5gal.(18.93 lit 00705
. (as per MILT-81533A) 07, 1833 e ! 310 APU, Wheel Wells
LSZ000033 55 gal. (208 litres) 00755
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GREASE CLEANER SPECIALITY MRO 3

D> CLEAR PENETRATING GREASE D ANTI-SPATTER
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With its slow evaporation rate, LPS® Anti-Spatter remains active and visible
for a long time which helps protect against overspray. LPS® Anti-Spatter
does not contain any chlorinated solvents that are commonly used in
today’s anti-spatter formulas.

Features :

Unique water-based formula that prevents weld

spatter from sticking to metal

Non-toxic, nonflammable

Oversized, E-Z Spray Nozzle is ideal when wearing welding gloves
Does not contain chlorinated solvents

Does not contain silicone

Paint compatible

Nonfood Compounds Program Listed
Category Code: H1 Registration #143804

Features: Applications : - Eliminates the need for chiseling, grinding, or brushing after welding
« Clear lubricating gel « Bottling equipment
+ High adhesive strength + Bushings R
« Quick penetrating action « Cables Order No. Sias b
« Temperature range 0°F (-18°C) to « Chains LS0000059 13 oz. (368 grams) 02116
400°F (204°C) « Door hinges
« Resists water washout + Food machinery |-i_l
- Protects against corrosion - Fork lifts » PREMIUM LEAK DETECTOR
- PTFE additives for superior lubrication « Open gears
+ NLGIGrade 1.0-1.5 « Pistons
« NSF® registered H1 #143804 « Rails -
for incidental food contact « Rings
« Seals
Order No. Size Part No. « Slides
LS0000103 | 110z (312 grams) | 06716 + Sprockets
- Valves
« Wire rope

D RTV CLEAR SILICONE
Adhesive and Sealant

With its slow evaporation
rate, LPS® Anti-Spatter
remains active and visible
for a long time which
helps protect against
overspray. LPS® Anti-
Spatter does not contain

any chlorinated solvents X . X Applications :
that are commonly used  ldentifies gas and air leaks associated . Ajr Jocks
in today’s anti-spatter with pressurized systems and gas « Air pipes
formulas. pressure testing for the + Airtools

+ Air hose

telecommunications industry.

» Compressor
Features : Applications : Features - Fittings and connectors
« Waterproofs, seals, bonds, insulates « Bonding plastic 25 . . + Gas appliances
and protects Materials to metal * Iden = Juickly + Lead cable sheath
. Cures at room temperature + Bubbles When Exposed To Gas Leaks
p « Compressors Meets Or E ds Strict Tel + Natural gas meters
- Forms a watertight seal that is ideal for . Ductwork * VeeLS Or By - | =<0 . Pneumatic pipe and ducts

Performance Specs
« No Ethylene Glycol
Nontoxic, Nonhazardous
All-weather Formula

ductwork and electrical applications
Can be used on metal, plastic,
Wood and glass

Can be applied to horizontal or

Electrical equipment
+ Gasket making
«+ Gear boxes

Propane tanks
Polyethylene cable sheath
Refrigeration equipment

Vertical surfaces + Hvac ) + Nonflammable + Sleeves & splice cases
+ Ideal for gasket making + Industrial - Available In Ready-to-use And
- Not affected by vibration « Screwless brackets Concentrated Formula
+ Nonflammable and nontoxic
Order No. Size Part No.
Order No. 5 Part No. LS0000100 1 gal. (3.78 litres) 61006
LS0000087 7.25 0z. (205 grams) 03712
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GENERAL REPAIR EPOXY Devcon

P> Plastic Steel Putty (A)

P> Plastic Steel Liquid (B)
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Lu Commercial Application:
[ — {om \plication:
i Commercial Applications: = - IBafse%Chtem'“' Industry
é . Bafse & chemical industry S Nt o o
« Infrastructure
% « Natural resources A pourable steel-filled epoxy that provides accurate detail reproduction
] R . Benefits : in making holding fistures, light gauge foming dies, and molds. Can be
(U] eatures'.' enefits : drilled, tapped, and machined.
« The original metal filled epoxy  « Bonds to most metal,
putty used for hundreds of concrete and some plastics gfaﬁ"gﬁ :d liquid b " dels f te detail
: p : . eel-filled liquid epoxy can be cast over models for accurate detai
routlnema|ntena.nce.,productlon Cures at room temperature an'd reproduction when making holding fixtures, light-gauge forming dies and
and tooling applications forms a tough, durable metallic mass ,ou1ds
« Patch and repair areas where « Can be drilled, tapped,
welding or brazing would be machined or painted Benefits: . .
undesirable or  impossible . Excellent resistance to oil, gasoline, * ldeal levelling compound for machinery and equipment

« Hardens in about 1 hour
« Can be machined to close tolerances
« Low viscosity and high compressive strength

water and many chemicals

Order No. Type Description - Qualifies under MMM-A-1754
D50000001 10110 Plastic Steel Putty (A) 1lb
D50000066 R1-56 Plastic Steel Putty 70gr Order No. Type Description

D50000002 10210 Plastic Steel liquid (B) 11b

P> Plastic Steel 5 Minute Putty (SF)

D> Stainless Steel Putty (ST)
Feature:

Fast- curing, steel-filled epoxy for Feature :

dependable emergency repair in less Stainless Steel-filled epoxy putty
than 1 hour for patching, repairing and
rebuilding stainless steel food
processing equipment

Commercial Application:
« Base & chemical industry
« Infrastructure

« Natural resources

Benefits :

Acceptable for use in meat and
poultry plants

Non Rusting

Commercial Application: Bonds to ferrous and non-fer-
« Base & chemical industry rous metals

« Infrastructure NSF Certified for portable water
« Natural resources applications

Benefits :

« Hardensin 1 hour

« Mixes, applies and cures at temperatures as low as 40°F
- Cures to a tough, steel-filled material

« Can be machined, drilled, tapped or sanded

Order No. Type Description
D50000005 10270 Plastic Stainless Steel Putty 11b

Order No. Type Description
D50000003 10240 Plastic Steel 5 Minute Putty 1lb

»> Titanium Putty
P Aluminium Putty (F)

§ Commercial Applications:

« Infrastructure

« Industrial natural
Resources

+ Base & chemical industry =
Features :

« High technology

Commercial Applications:
« Base & chemical industry
« Infrastructure

Housing bore is re-sized

Features : « Natural resources using Titanium Putty « High strength titanium reinforced epoxy

« Aluminium-filled epoxy putty for dependable non-rusting repairs to + Engineered for machinery / equipment
aluminium catings, machinery and equipment, widely used in HVAC : = requiring precision machining
applications . Benefits :

«+ Bonds to aluminium and many other metals . Excellent temperature resistance

« Fill porosity in aluminium castings (350°F)

Benefits :

« Repair air conditioning system components

« Excellent resistance to chlorofluorocarbons

« Can be machined, drilled or tapped using conventional metalworking tools

+ High compressive strength (18.800 psi)

« Resistance to chemicals and most
acids, bases, solvents and alkalis

+ Qualifies under Mil Spec DDD-C-24176

Leading edges of defuser
fines are rebuilt using

+ Qualifies under DOD-C-24176B (SH) Type Il Titanium Putty (SH), Type 1 &I
Order No. Type Description Order No. Type Description
D50000006 | 10610 Aluminium Putty 1lb D50000007 10760 Titanium Putty 1lb
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GENERAL REPAIR EPOXY

P Aluminium Liquid (F-2)

Benefits :

+ Can be machines, drilled, or tapped

» Low viscosity provides accurate
reproduction of mould details and
delicate or intricate parts

Feature:

Aluminium-filled pourable epoxy
for making moulds, pattern and
holding fixtures

Commercial Applications:
« Base & chemical industry
« Infrastructure

- Natural resources

Order No.
D50000046

Description
Aluminium Liquid (F-2)1lb

Type
10710

»> Bronze Putty (BR)

Feature:

Bronze-filled epoxy putty for
repairing bronze and brass bushing,
shaft, casting and parts

Commercial Application:
« Base & Chemical Industry
« Infrastructure

« Natural Resources

Benefits :

« Repairs and rebuilds areas where brazing would be undersirable or impossible
- Bonds securely to bronze alloys, brass, copper and ferrous metals

« Uses conventional metalworking tools to machine, drill, tap or grind

Order No. Type Description
D50000004 10260 Bronze Putty 1lb
PRECISION REPAIR EPOXY

P Ceramic Repair Putty

Badly corrode area deeper than 0.3mm of these pipe sections are using
Ceramic Repair Putty before applying Brushable Ceramic

Feature : Benefits :
+ Smooth, trowelable, « Excellent temperature resistance
alumina-filled epoxy compound (350°F)

for rebuilding and protecting
processing equipment exposed
to corrosion, erosion, cavitation,
chemicals and acids.

« Excellent for filling voids and
rebuilding metal castings

+ High volume filler for corroded,
eroded, cavitated surfaces deeper

Commercial Applications: than 0.3 mm
: ?niijs%rﬁiteﬂ?:al industry « Qualifies under Mil Spec OOD-C-
« Natural resources 241768 (SH) Type |, Il
Order No. Type Description
D50000009 11700 Ceramic Repair Putty 3lb

» Fasmetal™ Putty

Order No.
D50000029

Description
FasMetal

Type
10780

Features :

« High performance, alumina-filled epoxy for making fast, dependable
emergency repair to leaks in pipes carrying ores, coal, cement, sand and
gravel

« Full cure in 6 hours

« Sets upin 5 minutes

Commercial Applications:
- Base & chemical industry
- Infrastructure

« Natural resources

Benefits :

« Hardens in 1 hour

« Economical and convenient

- Applies in temperature as low as 40°F

Working conditions : Ideal applications temperature is 55°F to 90°F. In cold
working conditions, heat repair area to 100-110°F immediately prior to
applying epoxy to dry off any moisture, contamination, or solvents, as well
as to assist epoxy in achieving maximum adhesion properties.

»> Brushable Ceramic

Pump housing is coated with two coats
of Brushable Ceramic

Cooling water system is rebuilt using Ceramic
Repair Putty, Then protected with two coats of
Brushable Ceramic

Order No.

Description

Type

D50000010 11760 Brushable Ceramic Red 2lb

D50000011 11765 Brushable Ceramic Blue 2lb

D50000072 95651 Brushable Ceramic Blue 1gal

D50000075 95661 Brushable Ceramic Red 1gal

D50000071 95654 Brushable Ceramic Blue 4 gal

D50000097 11770 Brushable Ceramic White 2lb (Food Grade)
Feature :

Low viscosity, alumina-filled, brushable epoxy compound, when applied
to a 15-20 mil coating, provides a smooth, protective barrier against wear,
abrasion, corrosion, erosion, and chemical attack

Benefits :

« Temperature range up to 350°F

- Low friction surface reduces turbulence, wear and cavitation

« Outstanding chemical resistance to acids, solvents and alkalis

« White is NSF certified for use in portable water applications

» Red and white formulas are acceptable for use in meat and poultry plants

Commercial Applications:
- Base & Chemical Industry

- Infrastructure

- Natural Resources

GENERAL REPAIR EPOXY

&l
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RUBBER REPAIR & URETHANE CASTING SYSTEM

D Flexane 80 Putty

Commercial Applications:
« Base & chemical industry
« Infrastructure

« Natural resources

Features :

« Trowelable, 100% solids, tear-resistant urethane compound used
to line and repair process equipment exposed to impact abrasion,
vibration, expansion and contraction

« Cures to a tough medium-hard rubber (Hardness Shore A 87)

Benefits :

- Easy to mix and trowels on smoothly

« Service temperature to 180°F in dry environments and 120°F in wet
environments

« Bonds to metal, concrete, rubber, wood and fibreglass surface

« Flexane primers are recommended for maximum adhesion to metal,
rubber and concrete surface

Order No.
D50000014

Description

Type

15820 Flexane 80 Putty 1lb

D Flexane Primer

4 :
| FL-10 Primer,

“iTes Fgang® o Mcht

Features :

+ Required for bonding of all Flexane

« Provide maximum adhesion of Flexanes to metals, concrete, rubber,
wood, fibreglass and also Flaxane itself

Order No. Type Description
FL-20 Primer for Rubber, wood,
D50000016 15985 fibreglass and concrete 40z
D50000015 15980 FL-10 Primers for All Metals 4oz

D> Flexane Accelerator

Features :

« For shortening the cure time of all Flexanes, even in temperature as low
as 32°F (0°C)

+ 1/2 teaspoon (2 gm) reduces the cure time of 1 Ib of Flexane by 50%

« Also recommended for maintaining functional cure schedule when using
Flex-Add Flexane Primers

D> Flexane 80 Liquid

Features :

- Castable, non shrinking, medium-viscosity (10.000cps) urethane
compound for making rugged, flexible moulds, forming dies, cast parts,
non scratching holding fixtures and abrasion, noise resistant linings, as
well as encapsulating parts

« Two component compound mixes and pourse easily

« Cures at room temperature to a semi rigid rubber material

Benefits :

« Makes precision moulds that faithfully reproduce detail
« Will not change shape while curing

- Returns to its original shape after 350% elongation

« Ten hour demoulding time

Order No.
D50000022

Description
Flexane 80 Liquid 11b

Type
15800

D> Flexane Brushable

Features :
« High performance, brushable urethane coating that cures to a medium
hard rubber (Hardness Shore A 86) for protection against wear due to

abrasion and impact
« Apply in thicknesses of 50mils in one application
- Protects hoppers, chutes, pump impellers, feeder bowls and fans

Order No. Type Description
D50000045 15350 Flexane Brushable 1lb
» Flex-ADD

Features :

- Flexibilizer used with Flexane 80 liquid to produce a lower durometer
castable urethane

« Custom-mix urethane for specific hardness (durometer)

Benefits :
« Match existing hardness of rubber for rubber roll repair
« Lower durometer allows moulds to be more flexible for easier demoulding
Order No.
D50000039

Description
Flex-ADD 8oz

Type
15940

» Flexane 94 Liquid

Features :

- Castable, non shrinking,
low-viscosity (6000pcs) urethane
compound that cures to a rigid
rubber material (Hardness Shore
A97)

For application requiring a
shorter demolding time (5 Hour)
More rigid material than Flexane
80 liquid

Benefits :

« Makes flexible molds and non-scratching holding fixtures

« Pour and mold cast rubber replacement parts that may have been
discontinued

Order No. Type Description Order No. Type Description
D50000038 15990 Flexane Accelerator D50000044 15250 Flexane 94 Liquid 11b
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#1 Commercial & Industrial Supply Company



EMERGENCY REPAIR EPOXY

Devcon

v

» Zip Patch

Features :

- High-technology, adhesive-impregnated, patching system that cures at
room temperature

- Hardens to a tough, durable, waterproof finish in minutes

« Minimal surface preparation

Benefits :

- Easy-to-use, fast setting patch kit

« Makes permanent, waterproof field repairs to pipes, tanks and containers

- Excellent adhesion to iron, steel, fibreglass, aluminium, wood, ceramics,
composites, acrylics, PVC and most other plastics

Order No.
D50000061

Descrip’

Type n
Zip Patch 4"x 9"

11500

D Underwater Repair Putty

Features :

« High performance technology for repairing, patching and rebuilding
equipment in habitually wet environments, even under water

« Eliminates the need for substrate to be thoroughly dry before repair

Benefits :

- Invaluable for use in pulp and paper mills, waste water treatment plants,
and marine environments

- Penetrates wetness to bond securely to steel, iron, aluminium, brass,
bronze, concrete, wood, and some plastics

« Non-rusting : Easy to mix and apply

« Cures in temperature down to 40°F

Order No.
D50000012

Type Description

11800

Underwater Repair Putty 1lb

p Cleaner Blend 300

Feature :

Safe, multipurpose, non-trichloroethane-
base degreaser for use on heavy grease and
oil deposits on metal, as well as excellent
general-purpose degreaser

Benefits :
+ Needs norinsing -« Base & chemical industry
+ Fast evaporating - Infrastructure

« Ideal for dip tanks < Natural resources

Repair areas being chemically cleaned
using Cleaner Blend 300

Order No.
D50000017

Description
Cleaner Blend 300 1PT

Type
19510

Commercial Applications:

» Magic Bond

Commercial Application:
« Base & chemical industry
« Infrastructure

« Natural resources

Features :

« Two-part epoxy putty stick seals leaks and repair gouges in steel,
aluminium, wood, fibreglass, concrete and ceramics. Cures rock-hard and
can be painted, sanded, machined, tapped or drilled when fully cured.

« For plumbing repair and marine use

Benefits :

« Waterproof formula cures well under water and remains sealed long-term
« Mixes quickly, hardens in 30 - 40minutes

« Also available in NSF formula

« When two-color stick mixes to uniform colour, it is thoroughly mixed

Order No.
D50000019

Description

Type
11600

Magic Bond Epoxy Putty 40z

ABRASION-RESISTANT WEARING SYSTEM
» Wear Guard (High Load)

Commercial Application:
M « Base & chemical industry
« Infrastructure

« Natural resources

Features :

« High-alumina, ceramic bead-filled epoxy system for out standing
abrasion resistance to processing equipment

- Handles Particulate greater than 1/8“

« Ideal for repairing scrubbers, as handling system, pipe elbows, screens
and chutes

Benefits :

« Operational temperature resistance to 300°F

- Exceptional resistance to a wide range of range of acids, bases, saturated
salt solutions, oils and many other chemicals

- Trowels into overhead or vertical surface without sagging

Order No.
D50000008

Description
Wear Guard (High Load) 30lb

Type
11490

Features :

« Micro high alumina, ceramic bead-filled, high density epoxy system for
equipment protection

« Handles particulate smaller 1/8“

- Withstands operating temperature as high as 300°F

Benefits :

«» Can be Troweled to form a smooth surface

« Excellent for dust particulate applications, slurry pumps, scrubbers,
screens and screw conveyors

« Outstanding resistance to a wide range of chemicals

Order No. Type Description
D50000018 11470 Wear Guard (Fine Load) 30lb
D50000030 11450 Combo Wear FC 9lb
D50000062 10050 Carbide Putty 3lb
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ABRASION-RESISTANT WEARING SYSTEM

FLOOR REPAIR

P Wear Guard (High Temp)

Features :

« High Temperature and high density, ceramic bead-filled epoxy system for
maximum wear and abrasion resistance in processing equipment

« Heat cure, trowelable system gives up to 30% improvement over
conventional wear compounds

« Withstands continuous service temperature to 450°F

Benefits :

» Unmatched resistance to many acids, bases, salts and solvents

« Excellent abrasion resistance to all sizes of materials and particulate in
high heat applications such as exhausters, pulverizes and cyclones

Order No. Type Description
D50000042 11480 Wear Guard (High Temp) 30Ib
D50000085 11460 Wear Guard (High Impact) 30lb

» Epoxy Coat 7000AR

Feature :
+ 100% solids epoxy novalac system
Designed to protect surfaces from severe acid and chemical attack.

Benefits :
« Self-leveling for easy application
« Extremely durable and chemical resistant

Commercial Applications:
« Base & chemical industry
« Infrastructure

« Natural resources

Order No.
D50000032

Description
Epoxy Coat 7000AR 2gal

Type
12750

D Floor Grip

Commercial Applications:
« Base & chemical industry
« Infrastructure

« Natural resources

Features :

Heavy-duty epoxy compound with silicone carbide granule, for an
exceptional non-skid surface on walkways, ramps, loading docks and
stairs. It is brushed or rolled on, and then silicon carbide granules are
broadcast over the surface to provide a superior non-skid finish

Interior or exterior surface

Benefits :

« Bonds to damp surface and exhibits excellent adhesion to concrete, brick,
steel and aluminium

« Can be applied at temperature as low as 40°F

+ Acceptable for use in meat and poultry plants

Order No.
D50000033

Type Description

13090 Floor Grip 2gal

P Epoxy Concrete Sealer

Features :

« 100% solids epoxy that provides a durable, chemical resistant coating.
can be a primer system for damp surface

« Self levelling, easily applied with a brush, roller or squeegee

« Acceptable for use in meat and poultry plants

Benefits : Commercial Applications:

« Outstanding resistance to many chemicals + Base & chemical industry
including acids, alkalis, oils, gasoline and fuel jet « Infrastructure

« Can be applied at temperature as low as 40°F - Natural resources

Order No.
D50000079

Type Description

12560 Epoxy Concrete Sealer 2gal
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.. America’s #1 brand'2
" of Heavy-Duty hand

~ cleaner, is available

in a wide variety

of formulas to get
hands clean and help
keep skin healthy.
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GOJO® HEAVY DUTY HAND CLEANER
P GOJO Cherry Gel Pumice Hand Cleaner

New, gel-style heavy duty hand
cleaner with pumice scrubbers
quickly cleans heavy dirt, grease
and oil. Contains skin conditioners
and is pH balanced to promote
skin comfort. Provides a quick, easy
and complete rinse and leaves skin
feeling refreshed. Pleasant cherry
fragrance eliminates soil odors and 1 Gallon 14floz
leaves hands smelling clean.

Quick action lotion formula with
pumice scrubbing particles for
cleaning a broad range of industrial
soils, medium dirts and grease
including inks/printing inks. Orange
citrus scent.

1 Gallon 10fl oz

Order No. Description

Order No. Description GJ0000001 | 0955-04 GOJO Natural Orange Pumice 1 Gallon Pump Dispenser
2358-02 GOJO Cherry Gel Pumice Hand Cleaner GJ0000002 | 0957-12 GOJO Natural Orange Pumice 14 fl oz Squeeze Bottle
GJ0000005 . .
1 Gallon with Pump Dispenser
GJ0000006 2354-08 GOJO Cherry Gel Pumice Hand Cleaner |  p GOJO® Créme-Style Dispenser
10 fl 0z Squeeze Bottle Durable, High-Capacity Dispensing
> oD . Rugged, High-Capacity PRO Series dispensers offer unmatched
GOJO®Pro™ 2000 Dispenser - Black performance. SANITARY SEALED™, refills are easy to load, store and EI

Durable, High-Capacity Dispensing handle. A fresh dispensing can significantly reduce total cost per wash.

Rugged, High-Capacity PRO Series dispensers offer unmatched per-
formance. SANITARY SEALED™, refills are easy to load, store and handle.

GOJO® Créme-Style Dispenser
A fresh dispensing can significantly reduce total cost per wash. ¢ P

+ GOJO® Créme-Style Dispenser
Gravity fed dispenser
» Works with smooth and pumice formulas

GOJO® PRO™ 2000 Dispenser - Black
« Large display window shows the refill inside
+ Made of high-impact ABS plastic with black

textured finish - 4
« ADA compliant, one-hand push operation :
« Lifetime guarantee —_— i 7‘
GOJO i
— ==
N & == i 4]
= ]
; (— . T
i m
E ml'g t | === 4.51b 4.51b
= A= GOJO® GOJO°®
T B s Original Formula™ Créme Style Lemon Pumice Hand Cleaner
gt il Crémecontainssoothingemollients.  Créme formula with fresh lemon
For removing heavy grease, tar and fragrance and pumice scrubbers.
PRO™ 2000 - 2000 mL Refill PRO™ 2000 - 2000 mL Refill oil. Rub, then wipe clean with a For removing grease, tar and oil.
towel or rinse off. Use with or without water.

« GOJO SANITARY SEALED™ « Pumice scrubbers combined with gel,

refills lock out germs balance cleaning performance and skin Order No. Description

: Fr.e:‘h dis:enélilng valve Eerel to hands f leaning: GJ0000010 1204-01 Creme Style Dispenser Cartridge Dispenser - Black
‘Q’e'%":’z; gsy 0 load : d(lZ?,?t?aanﬁSy O‘zjrrer]a:rf;s?s:;'lﬁ'e ik GJ0000009 | 1115-06 GOJO Original Formula Creme Style 4.5Ib Cartridge
store and handle . Easy to use and spread across GJ0000011 | 0915-06 GOJO Lemon Pumice Hand Cleaner 4.5lb Cartridge

- Portion control helps hands and arms . .

GOJO Scrubbing Wi
reduce waste - Leaves skin feeling refreshed > Hattgitiy Heavy duty hand cleaning. Dual textured
towel with a scrubbing side to loosen soil
Order No. Description and a smooth side for quick dirt absorption
GJ0000004 7200 - 01GOJO Pro™ Series 2000 mL Dispenser Portable, convenient and easy to use. Contains

skin conditioners Formulated to help prevent
7255-04 GOJO Natural Orange Pumice PRO dryness and irritation.

2000 - 2000mL Refill

7290-04 GOJO Cherry Gel Pumice Hand Cleaner
Pro 2000 - 2000 mL

GJ0000003

Order No. Description
6396 - 06 GOJO Scrubbing
Wipes 72 - Count Canister

GJ0000008 GJ0000007
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STEEL TIP PAINT MARKER

m

Brand

INK MARKER

» 26083 DALO® Marker

The DALO® marker stands out
for its distinctive medium and
broad oil based paint
markings. Its stainless steel
ball valve action tip writes
through oil, grease and
underwater without losing
legibility or brightness even in
extreme conditions.

Typical Applications :
« Structural steel

« Steel stockholders

« Construction sites

« ldentifying rusty/oily/
greasy tools

Identifying parts that are
stored outside

Features :

«+ Write sharp, defined, bright marks on any surface including metal,
plastic, glass, concrete, rubber and more

« Ergonomically correct marker that enables you to mark at all angles,
even upside down

« Marker retains its shape unlike tube-style markers

- Paint flow is controlled by the pressure bulb at the end of the barrel

« Drying Time: 25 - 35 minutes

Order No. Product

DI10000002 Dalo steel tip paint marker white

STEEL TIP PAINT MARKER

D 16063 TEXPEN® Marker

The TEXPEN® stands out for its
distinctive fine, medium and
broad oil-based paint markings.
Its stainless steel-ball valve action
tip writes through oil, grease and
underwater without losing
legibility or brightness even in
extreme conditions.

Typical Applications :
« Structural steel

« Steel stockholders

» Construction sites

« Identifying rusty/oily /
greasy tools

Identifying parts that are
stored outside

Features :

«+ Write sharp, defined, bright marks on any surface including metal,
plastic, glass, concrete, rubber and more

« Ergonomically correct marker that enables you to mark at all angles,
even upside down

« Marker retains its shape unlike tube-style markers

« Paint flow is controlled by the pressure bulb at the end of the barrel

« Drying Time: 25 - 35 minutes

Order No.

Product

D> 44203 - TUFF GUY™ (formerly action marker® HD)

The DYKEM® TUFF GUY™ is a heavy
duty, truly permanent ink marker
which features a non-xylene based
formula. This valve-action marker is
ideal for permanent identification of
parts or accessories. The clear, crisp
marks resist fading even when
subjected to varying, extreme
climates. TUFF GUY™ won't rub off
slick surfaces like plastics and shrink
wrap.

Typical Applications :
« Shrink wrap and plastics

« Machine shops

Order No. Product
DI0000010 TUFF GUY™ (Formerly Action Marker® HD)
SPECIALITY MARKER

D> 44541 Bleed Thru

o

DYKEM® BLEED-THRU™ is a fast drying ink marker that writes on almost
any surface. It is ideal for fabricating structural steel or layout work where
marks are required to bleed through a primer coat covering the marks.
Marks bleed through when painted over with oil/solvent based paints
and primers. Makes permanent marks on plastic, metal, glass, ceramics,
and most non-porous surfaces. It can be used to permanently identify
inventory, assemblies, machines, or finished products while resisting most
work related abuses or compounds.

Typical Applications :
« ldeal for fabricating structural steel or layout work where marks are

required to bleed through a primer coat covering the marks

Features :

« Can be used for identification purposes

« Heavy duty aluminium body with large ink capacity
Chisel tips are replaceable to assure complete use of
paint in each marker

Valve action mechanism prevents ink in barrel from drying
when cap is left off

Through when painted over with oil/solvent

based paints and primers

Permanent marks on most surfaces.

Fast drying permanent ink marks on almost any surface

DI0000007 Texpen Steel Tip Paint Marker Yellow Order No. Product
DI0000001 Bleedthru Black Medium Tip
166 CHEMICAL PRODUCT ///%K van .
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TAMPER PROOF TORQUE MARK IDVWIHEM

Brand

TEMPORARY/REMOVABLE MARKERS

p 83314 Cross-Check™

Features :
» Tamper Proof Torque Mark
- Safe for most surfaces
« Highly visible- all colors are
fluorescent
« Excellent adhesion
+ Visually detects loose
nuts & bolts
« Provides warranty protection
» Visually detects loose
nuts and bolts

Typical Applications :
« Quality control and

warranty work

DYKEM® Cross-Check™ provides a convenient visual method for
identification of vibratory loosening or tampering in nuts, bolts, fasteners,
and assemblies. Provides warranty protection against tampering Marks
will be easily broken if parts are tampered with or become loose. Highly
visible under ambient light and fluorescent under UV light Excellent
adhesion to metal and other substrates.

Order No. Product
DI0000009 Dykem Cross Check
SPECIALITY MARKER

» High Temp 44

DYKEM® High Temp markers are specifically formulated for marking surfaces

that are exposed to extreme high temperature environments. Marks should

be made at room temperature and can be applied to almost any non- porous

surface such as metal, glass, and ceramic. When marking on ceramics, the
marks will become permanently fused to the surface after heat is applied
Certain colors can withstand temperatures up to 2000°F (1093°C).

High Temp 44: Designed with a valve action mechanism that allows the
marker tip to be re-inked, even when the cap is left off. Marker barrel is
threaded so it can be secured in a jig or apparatus for continuous marking
applications. Unique cap design features a clip that prevents the marker
from rolling and can easily be secured to a clip board or in your pocket

Typical Applications :
« Components exposed to high temperatures

« ldeal for marking glass, metal and ceramics
« Electronics industry

Order No. Product

DI0000003 High temp 44 medium tip yellow

DI0000004 High temp 44 medium tip white

DI0000005 High temp 44 medium tip black
Features :

« Drying Time: 45 seconds - 1 minute
« ldeal for marking on glass, metal and ceramic
« Each color represents a temperature range

> 91108 RINZ OFF®

RINZ OFF® markers are
perfectfortemporary writing
on non treated, non-painted
metal surfaces which require
ink that can be removed with
water.

Typical Applications :
« Quality control

« Work in - progress
« Automotive industry

Features :

« Ideal for quality control

« Interchangeable and replaceable tips make the pen more practical and
long lasting

« No“ghosting” occurs when removed marks are painted over

+ Drying Time: 25 - 35 seconds

Order No.
DI0000008

Product
Rinz Off Water Removable Green

D> SAFE-MARK™ All Purpose NSF Certified Marker

Q= = VA @; )

Features :

NSF certified permanent ink marker (registration no. 140065)

for nonfood compounds category R1

- General purpose, quick drying permanent ink marker

- Designed for marking on food contact surfaces used in processing,
transporting, or holding food products, such as parts of machinery or
equipment where meat or poultry would be in repeated
or continuous contact

« Marker can be used to identify storage bins, trays, dies and molds, tools,

and processing equipments

Marks withstand temperatures spanning -20°F to 475°F

Marks also withstand sterilization processes of 250°F at 15 psi for 20
minutes

Ideal to use on metal, glass, plastic, cardboard, rubber, shrink film,
stretch wrap, or just about any surface

Valve action mechanism prevents ink in barrel from drying when
the cap is left off

The marker features a threaded barrel that allows the marker cap
to be screwed onto the back of the marker barrel preventing

it from falling off during use

The “bulk”ink version can be used as a stenciling or stamping

ink for non food items

Does not contain any reportable amounts of Xylene.

Food-Safe Marker

Order No.
DI0000006

Product
Safe mark NSF

CLEANER

&l
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ABOUT SIMPLE GREEN®

Simple Green®

Sunshine Makers Incorporated™

CLEANER AND DEGREASER

simple green

P> All Purpose Simple Green
Features & Benefits :

« Non-toxic and biodegradable

« Non-abrasive and non-flammable
« A4, A8, and B2 USDA ratings

« Mild 9.3-9.5 pH

« Sassafras scent

Product Applications :

» Building and grounds
maintenance

« Janitorial cleaning: floors, walls,
counters, doors, concrete, tile,
stainless steel, etc.

« Surface paint prep

» Manufacturing and MRO cleaning

« Clean and deodorize grease filters
& traps

INDUSTRIAL CLEANER-DEGREASER

»> Crystal Simple Green (Industrial Ceaner)

i

Features & Benefits :

« Non-toxic and biodegradable
« Industrial formulation

« No color and no added scent
« Non-flammable

+ A4 and A8 USDA ratings

Product Applications :

» Equipment and machinery degreasing

« Food processing and handling facilities

- Janitorial cleaning: floors, walls counters, doors,
concrete, tile, stainless steel, etc

« Clean and deodorize grease filters & traps

Order No. Type Description Order No. Type Description
SD0000001 13005 Concentrate Cleaner All Purpose 1 Gal SD0000004 19128 Crystal Industrial Cleaner 1 Gal
SD0000002 13006 Concentrate Cleaner All Purpose 5 Gal SD0000005 19005 Crystal Industrial Cleaner 5 Gal
SD0000003 13008 Concentrate Cleaner All Purpose 55 Gal SD0000006 19055 Crystal Industrial Cleaner 55 Gal

AIRCRAFT & PRECISION CLEANER

P Extreme Simple Green

Features & Benefits:

« Non-toxic and biodegradable

+ Non-abrasive and non-flammable

- Non-corrosive

« Residue-free rinsing

« Meets Boeing spec D6-17487 rev.
P and Pratt & Whitney PWA 36604
rev. C&D

LIME SCALE REMOVER

Product Applications :

« Engines, aircraft, vehicles

« Metals, plastics, high-tech alloys, part washing

- Janitorial cleaning: floors, walls, counters,doors, concrete, tile, stainless
steel, etc

- Heavy-duty cleaner and degreaser

Order No. Type Description
SD0000010 13406 | Extreme - Aircraft & Precision Cleaner 1 Gal
SD0000011 13405 | Extreme - Aircraft & Precision Cleaner 5 Gal
SD0000012 13455 | Extreme - Aircraft & Precision Cleaner 55 Gal
CLEANER AND DEGREASER

» Lime Scale Remover

Features & Benefits:

« Dissolves soap scum, hard water
stains and mineral deposits

- Non-abrasive and non-flammable

« Non-fuming, buffered acid

« No bleach, ammonia or
phosphorous

Product Applications:

« Descale: Hvac Components, Pipes,
Sprinklers, Humidifiers, Spas, Spray
Rack Systems, Etc

 +Removes Soap Scum From:
Bathroom/kitchen Fixtures And
Surfaces

Order No. Description

Type

»> Simple Green Disinfectants Pro 5

d PRO 5° Features & Benefits:

- One-step disinfectant, virucide,
fungicide, mildewstat, cleaner &
sanitizer

« Blood-borne pathogen compliant
disinfectant kills MRSA, HIV-1,

HEP B & C, Avian Influenza and more

+ No color or fragrance-suitable for
food processing facilities

« Sanitizing dilution

- Hospitals, health clubs, cafeterias,
clinics, schools, prisons, animal areas
and more

Order No.

Description

- SD0000007 30501 Pro 5 Disinfectant Cleaner 1 Gal
5D0000009 50128 Lime Scale Remover 1 Gal SD0000008 30505 Pro 5 Disinfectant Cleaner 5 Gal
168 CHEMICAL PRODUCT ///% Kawan Lama.



HAND CLEANER GEL CLEANER AND DEGREASER  Simple green

» Lime Scale Remover

Simple Green

r—r Hand Cleaner Gel
Simple Green® Hand Cleaner Gel is the safer solution for heavy-duty hand
cleaning. With over 30 years of environmental leadership, Simple Green
has customized a hand cleaner that has the powerful cleaning ability of
Simple Green All-Purpose Cleaner/Degreaser, while being easy on the
hands. It contains natural pumice to enhance the cleaning of stubborn dirt
and grease; and lanolin for moisturizing and protecting skin.

CLEANER

Where To Use

Simple Green Hand Cleaner Gel will remove grease, grime, dirt, oil, wet
paint, tar, soot, carbon and much more. It also deodorizes hands from the
lingering smell of grease, oil, paint or even fish odor. Simple Green Hand
Cleaner Gel can be used around the home, including the garage, workshop,
kitchen and bathroom. A great cleaner...hands down.

Type Description

42150 42128 Hand Cleaner Gel Pump 1 GAL
42128 42150 Hand Cleaner Gel Tube 5 OZ
FOAMER OTHER CLEANER - DEGREASER

»  Foamer (For Easy Application)

Multi-dilution Foamer Unit #13291
« Easy hose-end attachment with adjustable stream

(A . X # 18300 # 18401 # 18402
« 5 dilution selections operated by a quick-change lever on the cap
« Bottle holds 1/2 gallon of concentrate Stainless Steel Stone Cleaner  Stone Polish Hand Gel
« Foaming enhances cleaning performance # 18300 # 18401 # 18402 #42128
PROPORTIONERS - PROPER MIXING & DILUTIONS
D> Proportioners - Proper Mixing & Dilutions (For Easy Application)
Proportioners:
= + Ensure proper mixing for specific
! applications
+ Minimize excessive packaging
disposal
« Save money by cutting material
usage
- Promote safe and correct product
use
Four Configurations Offered: Gallons Per Minute Part Number Part Number
Delivers One Product at One Dilution 1 GPM Bottle Fill #13391
Delivers One Product at Four Dilutions 1 GPM Bottle Fill #13384
Delivers Up To Four Products at Four Dilutions 1 GPM Bottle or Bucket Fill #13390
Delivers Up To Five Products at Up To 4 @ 1 GPM Bottle Fill and 1 @ 4 GPM Fast-Fill
R Thrm - . #13385
Five Dilutions Hose with Pistol Grip
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Conversion Table

® Length
('::Z?i‘::n milimetre
1 0.03280 0394 0.00001 | 0.000002 | 0.000001 0.01 0.000006 10 0.010936
30.48 1 12 0.00030 | 0.000063 | 0.000054 0304 0.000189 304.8 033
254 0.083 1 0.00002 | 0.000005 | 0.000004 0.025 0.000015 254 0.027
100000 3281 39370 1 0.020 0.179 1000 0621371 | 1000000 1094
482804 15840 190080 4.828 1 0.868 4828 3 4828040 5280
555600 18228 218740 555 115 1 5556 3.452 5556000 6076
100 3.280 39.37 0.001 | 0.000207 | 0.000179 1 0.000621 1000 1.1
160934 5280 63360 1.609 033 0.29 1609 1 1609340 27777
0.1 0.003 0.040 | 0.000001 | 2.07 18 0.001 6.21 1 0.001
91.44 3 36 0.00091 | 0.000189 | 0.000164 | 09144 | 0.000568 914.4 1
® Weight ® Power
grain gram kilogram lbs ounce pound ton Horsepo.wer kiloWatt Watt
1 0.0647 0.000064 | 0.000142 0.002 0.000142 6.48 (electric)
15.432 1 0.000999 0.002 0.035 0.002 10 ! 0.75 746
15432 999.976 1 220 3527 2.20 0.00099 134 ! 999.64
7000 453592 0.453 1 16 1 0.00045 0001340 [0000746]| 1
4375 28349 0.028 0.062 1 0.062 0.00003
7000 453592 0.453 1 16 1 0.00045
15432358 1000000 1000 2205 35274 2205 1
® Volume
yard3 gallon (UK) (metric?;:tr:oleum) Barrel (UK)
1 0.000001 |  0.001 0.061 0.000035 0.000001 0.000219 0.000005 0.000006
1000000 1 1000 61024 353 1.30 220 5 6.11
1000 0.001 1 61.024 0.035 0.001 0219 0.005 0.006
16 0.000016 | 0.016 1 0.000565 0.000020 0.003 0.00008 0.00009
28317 0.028 283 1728 1 0.037 6.2 0.141 0.17
764555 0.764 764.5 46656 27 1 168 4 46
4546 0.0045 45 2774 0.160 0.005 1 0.022 0.027
200000 0.2 200 12205 7 0.26 44 1 122
163659.24 0.16 164 9987 578 0.21 36 0.8 1
® Temperature ® Power
Degree Degree Degree Degree Kelvin Horsepower kw Horsepower kw
celcius fahrenheit rankine reaumur 1.341022 0.7457 8.046132 4.4742
! 338 49347 038 274.15 2682044 14914 9387154 52199
17.22 ! 460674 -13.776 256 4.023066 22371 10728176 | 59656
~272.60 ~458.68 ! -218.08 0.55 5364088 29828 | 12069198 | 67113
1.25 3425 494 1 274.4 6705110 37285
272.15 -457.87 18 217.72 1
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