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Nailers

Specifications for FS-1597 :
•	 H : 238mm, L : 304mm, W : 2,7kg
•	 Gun capacity 	 : 120 - 255pcs
•	 Work pressure 	 : 4,8 - 8,3bar
•	 Nail dia.	  	 : 2,1 - 2,4mm
•	 Long Nail 	 : 38-65mm

Order No. Type Description
FS00001596 FS-1596 Krisbow C33/90-A3 Coil Nailer 45-90mm
FS00001597 FS-1597 Krisbow C25/65-A1 Coil Nailer 38-65mm

FS00001579 FS-1579 Krisbow D35/18 Pneumatic Carton 
Staples

KW0800315 KW08-315 Heavy Duty Air Stapler 25-50mm 
W=11.1mm

KW0800316 KW08-316 Medium Wire Stapler 10-25mm  
W = 11,2mm

KW0800317 KW08-317 Medium Wire Stapler 10-25mm  
W = 5,2mm

Specifications for FS-1596 :
•	 H : 359 mm, L : 327mm, W : 3.6kg
•	 Gun capacity 	 : 275pcs
•	 Work pressure 	 : 4.8-8.3bar
•	 Long nail 	 : 45-90mm
•	 Nail dia.	  	 : 2.5-3.1mm
•	 Nail type 	 : Smooth, ring, 
	 	 	   and screw

Benefits :
•	More ergonomically
•	 Easy to operate
•  Easy to load 
•	 20 % more powerfull

KW08-316

Specifications for KW08-316:
•	 T : 148mm, L : 450mm, W : 0,9kg
•	 Gun capacity	 : 100 - 200 stapler
•	 Work pressure 	 : 3,5 - 5,6bar

Specifications for KW08-315:
•	 Dimensi H : 279mm, 
	 L  : 356mm, W : 2.3kg
•	 Kapasitas gun 	 : 160 pcs
•	 Tekanan kerja 	 : 4.8 - 8,3bar
•	 Jarak kaki staples	 : 11mm
•	 Panjang staples 	 : 25 - 50mm
•	 Tebal staples	 : 0.6mm	KW08-315

Nails
Order No. Type Size 

(mm)
Pcs/box Description Gun

FS0001594 FC38V1 38 x ø2.1 16000 Smooth Coil Nails KW08-312

FS0001339 FC45V1 45 x ø2.1 16000 Smooth Nail KW08-312

FS0001195 FC50V1 50 x ø2.1 16000 Smooth Coil Nail KW08-312

FS0001196 FC65V5 65 x ø2.5 10000 Smooth Coil Nail KW08-313

FS0000953 FC70V5 70 x ø2.5 6000 Smooth Coil Nail KW08-313

FS 0000985 BK21EPBF 50 x ø2.5 10000 Blunt Screw Nails KW08-312

FS0001593 BK21APBF 50 x ø2.5 10000 Sharp Screw Nails KW08-312

FS 0001151 BK25EPBF 65 x ø2.5 10000 Blunt Screw Nails KW08-313

FS 0001575 BK25APBF 65 x ø2.5 10000 Sharp Screw Nails KW08-313

FS 0001152 GK27EPBF 75 x ø2.9 5000 Blunt Screw Nails KW08-313

FS 0000853 HK27APBF 75 x ø3.1 5000 Sharp Screw Nails KW08-313

FS 0001137 HD29APBF 90 x ø3.1 5000 Sharp Screw Nails KW08-313

FS 0000193 GC21APBN 50 6700 Sharp Smooth Nails SN70XP

FS 0001528 KC31APB/
KC100 100 4000 Sharp Smooth Nails SN70XP

SC15APB (V)

GK27EPBF

KC100

Carton Staples
Order No. Type Description

FS 0001582 3515 Staples C.35 x L.15 mm (2.000/box)
FS 0001583 3518 Staples C.35 x L.18 mm (2.000/box)

3515

FS-1596

FS-1597

FS-1579

Specifications for FS-1579 :
•	 H : 210mm, L : 406mm, W : 103kg
•	 Gun capacity 	 : 100pcs
•	 Work pressure 	 : 4.8-8.3bar
•	 Staples	  	 : Cartoon Staples

Benefits :
•	More ergonomically
•	 Easy to operate
•  Easy to load 
•	 20 % more powerfull
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Staples for Woodworking
Order No. Type Description
FS 0001154 N13BAB Staples L. 25 x C. 11mm (12.000/box)

FS 0000129 N15BAB Staples L. 32 x C. 11mm (10.000/box)

FS 0001517 N17BAB Staples L. 38 x C. 11mm (10,000/box)

FS 0001521 N19BAB Staples L. 45 x C. 11mm (10,000/box)

FS 0001518 N21BAB Staples L. 50 x C. 11mm (10,000/box)

FS 0001519 P08BABT Staples L. 13 x C. 25mm (10,000/box)

FS 0000139 P11BAB Staples L. 16 x C. 25mm(10.000/box)

FS 0001520 P13BAB Staples L. 25 x C. 25mm (10,000/box)

FS 0000142 P15BAB Staples L. 32 x C. 25mm (10.000/box)

FS 0000144 P17BAB Staples L. 38 x C. 25mm(10.000/box)

FS 0001212 L08BAB Staples L. 13 x C. 6mm (5.000/box)

FS 0001527 L10BAB Staples L. 16 x C. 6mm (10.000/box)

FS 0000109 L11BAB Staples L. 19 x C. 6mm (5.000/box)

FS 0001523 L12BAB Staples L. 22 x C. 6mm (5.000/box)

FS 0000114 L13BAB Staples L. 25 x C. 6mm (5.000/box)

FS 0000115 L14BAB Staples L. 29 x C. 6mm (5.000/box)

FS 0000117 L15BAB Staples L. 32 x C. 6mm (5.000/box)

FS 0000121 M13BAB Staples L. 25 x C. 10mm (5.000/box)
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Nail and Staples
Staples for Furniture 

Order No. Type Size (mm) Pcs/
box

Description

FS 0001435 408J C 4 x L 8 5000 Krisbow  408J  Staples

FS 0001391 410J C 4 x L10 5000 Krisbow  410J  Staples

FS0001392 413J C 4 x L 13 5000 Krisbow  413J  Staples 

FS0001318 416J C 4 x L 16 5000 Krisbow 416J Staples

FS0001321 422J C 4 x L 22 5000 Krisbow 422J Staples

FS0001563 1006J C 10 x L 6 10000 Krisbow 1006J Staples

FS0001381 1008J C 10 x L 8 5000 Krisbow 1008J Staples

FS0001316 1010J C 10 x L 10 5000 Krisbow 1010J Staples

FS0001390 1013J C 10 x L 13 5000 Krisbow 1013J Staples

FS0001433 1016J C 10 x L 16 5000 Krisbow 1016J Staples

FS0001322 1022J C 10 x L 22 5000 Krisbow 1022J Staples

413J

L14BAB P08BABT

F06BAA

J10BAAN

416J

1010J

Safety Equipment

19SectionSection

Your #1 source for ...
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STUD WELDING SYSTEM

PW65T

• The new type stud welder PW 65T is a microprocessor controlled, compact, transformer rectifying type welder. 
	 It welds studs more perfectly.
• The unit comprises a TSG 65 Control and a PK 560 Welding Gun.

Stud Welding Unit TSG 65:
•	The unit is designed from the operator’s viewpoint. Control and set-up 
producers are very simple.
• Welding parameters are preset based on the thickness of base metal and 
the stud diameter. To weld, the operator simply selects the thickness of 
the base metal between standard and galvanized and then selects the 
appropriate stud diameter.
• Fine adjustment by potentiometer is possible for optimum welding 
results.
• The unit is provided with a monitor display that includes a testing function. 
The operator can confirm drop time. 

Order No. Type Description
NG0000021 PW65T Stud Welding System Set
NG0000065 PW65TF Semi Automatic Stud Welder Set

PK560

Stud Welding Gun PK 560:
• The PK 560 is designed to improved operability of manual stud welding.
• The stud size can be changed at the touch of a 
	 button. Lift adjustment is speedier than before
• The welding gun is small and lightweight but robust. Maintenance is very 
simple.
• The unit is provided with an angle switch function. The operator can weld 
the stud at a right angle to the welding surface.

PK 560 Welding Gun Collet Size 
The following collet is necessary to match the screw size of the stud to be 
welded

Order No. Type Description
NG0000061 PK560 Welding Gun
NGZ000001 M150423 Collet 3 size
NGZ000002 M150424 Collet 4 size
NG0000010 M150421 Collet 5 size
NG0000236 M150426 Collet 6 size
NGZ000003 M150428 Collet 8 size
NGZ000004 M150430 Collet T-stud

Operation is much easier because the monitor can display a number of 
error messages and includes a welding monitor function.

PW 65T

Specifications: 
Welding method: 
Drawn arc system 
Welding power source:
3-phase transformer (3-phase bridge rectifier and safety relay are 
connected in series)
Input Power Source Capacity:
13 kVA, 3 phase, AC.
Welding range:
•	Applicable stud - T-stud, zinc or copper plated X’mas tree stud and 
	 standard stud of weld diameter Ø4 to Ø9, and 8 to 35 mm long
	 applicable base metal 
•	Galvanized steel sheet and SPCC of 60 g/m2

Dimensions (WxLxH) and Mass

TSG 65 Control TSG 65 W312 x L495 x H470mm Approx. 50kg

PK 560 Welding Gun PK 560 W 48 x L 150 x H 150mm 1.2kg

POP
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CONNECTOR
PKE Junction box

Features :
• For manual gun
• Built in microprocessor
• Optimum EMC: Fiber 
optic cables are used 
for signal transmission

Benefits :
•  Easier use
•  Can use uo to 5gun
•  Weighth only 19kg.
•  Can use for various studs:
	 - Ø13LF-M6 stud
	 - Xmas tree stud
	 - T Stud
	 - G Stud

Commercial Applications:
• Automotive 
 components
• Electrical 
  components
• Commercial 
  vehicle bodies

Order No. Type Description
NG0000060 PKE Junction Box  

NIPPON POP WELDING GUN

Features :
• Weld diameter Ø3 to Ø7mm 
• Cooper and zinc plated 
• Have automatic and manual stud feed
• Precision ball bearing
• Multi coupling conector
• Metallic case.
•	Made of hard plastic

Benefits :
• Gives excellent strength and 
	 durabillity
• High assembly accuracy
• Various studs: 
	 - Ø13LF-M6 stud
	 - Xmas tree stud
	 - T Stud
	 - G Stud
• Easier use
• Easier maintenance

Specifications:
• Dimension : 195x100	
• Weight : 45kg 	
• Cable length : 6m	
• Aplicable studs : Ø13LF-M6 stud

Order No. Type Description

NGZ000005 PK760LF Welding Gun

NG0000026 PK760M Welding Gun

NG0000061 PK 560 Welding Gun PK 560

Commercial Applications:
• Automotif component 
• Electrical component 
• Commercial vehicle bodie 
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NIPPON POP STUD WELDING
DCE series

Features :
• Intelligent software access entire hardware components
• One keypad 
• DCE link for maintenance
• Stud arrival sensor

Benefits :
•	Energy supply always constant
• Easy down load of software update
• More response and more precisely
•	Can stud from aluminium, magnesium, thin sheet material, and high 
	 strength steel

Commercial Applications:
• 	Automotive components
• 	Electrical components
• 	Building and construction
• 	Commercial vehicle bodies
• 	Heating and ventilation
• 	Containers

Specifications:
• 	Weight : 90kg	
• 	Dimension : 560x565x965mm	
• 	Main voltage : 380-500V
• 	Welding time : 6ms-100ms
• 	Weld current : 100A-1500A
• 	Mains frequency 50/60Hz

Order No. Type Description

NG0000058 DCE DCE Series 1500/400/5

NG0000059 DCE DCE Series 1500/400/3 Control Unit

PK760

PK560

PK560

* See the details in front at previous page

POP
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OVERVIEW: TECHNICAL SPECIFICATIONS

Specification 
Order No. LM 240 LM 310

Size (WxDxH) (mm) 87x359x131
Weight (kg) 5.6
Slide Length (mm) Max.50
Lift Stroke (mm) Max.13
Applicable Stud Ø3-8mm, LF
Distance Lift (mm) Setting Range 0.5-6
Gas Option

Specification 
Order No. ETF90 ETF50 ETF52-56

Applicable Stud L/F Ø3-8mm,LF T-Stud.etc
Holding Capacity 5,000(LF.L-25) 5,000(TS),2000(LF.L-25) 5,000(T)
Size (WxDxH) (mm) 555x620x440 490x510x500

Weight (kg) 55 50

Specification 
Order No. DCE1500 DCE1800

Mains Voltage (V) 380-500 200,400
Mains Frequency (Hz) 50/60
Weld Current (A) Δ100-1500    Δ100-1800   

Welding Time (ms) Δ†6-100
Weld Capacity 60/min I=750A,†=30ms 
Size (WxDxH) (mm) 560x565x965
Weight (kg) 90 95

LM Head

ETF Feeder

DCE CONTROL

POP
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RIVET 
High Quality And High Reliability. Original One-
sided Fastening Method Realizes Precise And 
Fast Assembling Lines. The one-sided fastening 
using POP rivets sharply reduces man-hours 
on assembly lines and rationalization such 
as labor savings, costreduction, and higher 
production speeds. A great variety of product 
specifications can cope with various industrial 
applications in a complete supply system. In 
addition, the POP original fastening system 
method makes it possible to automate 
assembly lines.

OPEN TYPE RIVETS

Domed Head (D) Countersunk Head (K) Large Flange (LF)

HR TYPE RIVETS

Name
Material Rivet Dia.(mm)

Body (JIS) Mandrel 2.4 4.0 4.8

TAP/D HR A5052 Steel

TAP/K HR A5052 Steel

TAP/D HR/LF A5052 Steel

A	 D	 4	 2	 ABS

Rivet Body material A : Alu-

Flange Shape D : Dome Head

Rivet Diametar 4:4x0.8(coefficient)=3.2mm

Grip range  thickness (MAX)
2:2x1.6 (coefficient)=3.2mm

Mandrel material ABS: 
Aluminium

POP

POP RIVET 
Pop Rivets

Pop® Rivets allows unilateral fastening
Multiple pieces can be fastened easily and 
speedly with our unilateral fastening process. 
Unlike other fastening methods such as welding 
and tapping screws, POP rivets enable quick 
assembly on lines with unskilled workers, helping 
to reduce costs. Pop rivet light fastening tools are 
an environment-friendly fastening method that 
produces no sparks.

Specification

Rivet Dia.

ø2.0 - ø2.5
ø3.0 - ø3.2
ø4.0 - ø4.8
ø4.4 - ø10.2

Grip Range (mm) 1.0 ~ 25.6

Materials Aluminium steel, Stainless steel & Cooper

Name
Material Rivet Dia.(mm)

Body (JIS) Mandrel 2.0 2.4 2.5 3.0 3.2 4.0 4.8 6.4
TAP/D BS A514 Steel
TAP/K BS A514 Steel
TAP/D SSBS A514 Stainless Steel
TAP/K SSBS A514 Stainless Steel
AD BS/LF A514 Steel
AD ABS A5052 Aluminium
AK ABS A5052 Aluminium
AD ABS/LF A5052 Aluminium
SD BS SWCH Steel
SK BS SWCH Steel
SD BS/LF Low Carbon Steel Steel
SSD BS SUS305 Steel
SSK BS SUS305 Steel
SSD SSBS SUS305 Stainless Steel
SSK SSBS SUS305 Stainless Steel
SSD BS/LF SUS305 Steel
SSD SSBS/LF SUS305 Stainless Steel
TLP/D BS NCUP (Monel) Steel
TLP/K BS NCUP (Monel) Steel
TCP/D BS C1100 Steel
TCP/D BSB C1100 Bronze

√ √
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BHM TYPE RIVETS

Name
Material Rivet Dia.(mm)

Body (JIS) Mandrel 2.4 3.2 4.0 4.8
TAP/D BHM A5154/A5056 Steel
SD BHM SWCH Steel
SSD BHM SUS305 Steel

CLOSED TYPE RIVETS & COUNTERSUNK (K)

Name
Material Rivet Dia.(mm)

Body (JIS) Mandrel 2.4 4.0 4.8
AD A5056 Steel
AK A5056 Steel
AD AH A1100 Aluminium Steel
AD SSH A5154 Stainless Steel
SSD SSH SUS305 Stainless Steel
CD C1100 Steel

Pop Nut

POP NUT

Nuts can be attached to thin pieces unilaterally 
using compact POP nut tools. One-sided POP 
nuts allow quick fastening, resulting in an overall 
cost reduction advantage over welding

Specification

Thread Size M3, M4, M5, M6, M8, M10, M12

Grip Range (mm) 0.5 ~ 6.0

Material Aluminium, Steel & Stainless Steel

Closed Type Rivets

Countersunk (K)

POP

Features for Proset 1600 :
• Grant power in a reliable, lightweight and 	compact 	
	 rivet tool
• Capable of setting from 2.0mm to 5/32”(4.0mm) 	
	 rivets
• Lightweight polymer consruction 2.2lb.(1.04kg)
•	High force to weight ratio 476 lbf/lb. (4.6kN/kg)
•	 Comfortable two finger, low activation force trigger
•	Quick Disconnect front end assembly
•	Energy saving On/Off, left or right swivel air fitting
•	POP Rivet presenter compatible

Features for Proset 2500 :
 The new standard for pneumatic rivet tools
•	 Capable of setting from 3/32”(2.4/3.0mm) Aluminium Rivets to
	 3/16”(4.8/5.0mm) Stainless Steel Rivets
•	 Lightweight polyner construction 2.89lb.(1.31kg)
•	High force to weight ratio 730 lbf/lb. (7.18N/kg)
•	 Comfortable two finger, low activation force trigger
•	 Spring Rreturn to a reliable fast setting  cycle
•	 POP Rivet prresenter and Smart Set Rivet Monitor compatible

Order No. Type Specification

NG0000258 Proset 1600 Pneumatic Rivet Tool 1600A MCS 
(2.mm - 4.0mm)

NG0000271 Proset 2500 Pneumatic Rivet Tool 3.0-4.8mm
NG0000275 Proset 3400 Pneumatic Rivet Tool 4.8-6.4

The ProSet® 1600 is the smallest and lightest 
of the POP® blind rivet tool family. The ProSet® 
1600 is designed to facilitate blind rivet instal-
lation in applications with limited access. An 
optional Mandrel Collection System (MCS) 
version is available

Among the new Proset family of pneu-
matic tool products is the ProSet 2500 
designed to set a wide range of rivets. 
While incorporating the latest in ergo-
nomic design, the patent pending front 
end with “quick disconnect’’ nose hous-
ing & jaw case requires no tools for re-
moval. The ProSet 2501 offers a reduced 
nosehousing diameter (0.685”) for nar-
row access applications. This tool will set 
rivets from 1/8”-3/16”.

Proset 1600

Features for Proset 3400 :
Offering a number of options to meet customer requirements, the 3400 
family members are all capable of setting the entire range of POP® blind 
rivets. The 3400 features light trigger action, ease of handling and an air line 
attached at the tool centerline for less resistance to operator movement. 
The 3400 provides a stroke of 26mm for setting longer and more special-
ized rivets.

Proset 3400

POP RIVET POWER GUN

√
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Brand Blind Rivet Nut 

POP NUT Round Body Open End

The pop nut round body open end 
can be installed inti sheermetal, 
extrusions and tubing.

Thread Size M3,M4, M5,M6, m8, m10, 12

Material Steel, aluminium

POP NUT Round Body Closed End

The bottom of the nut is closed, 
making it ideal in applications 
where the backside of the applica-
tion needs to be sealed.

Thread Size M3,M4, M5,M6, m8, m10

Material Steel, aluminium

POP NUT Hex Body

The body of the nut has a hexago-
nal shape. The hex body design 
increases spin out resistance when 
installed in a hex hole.

Thread Size M3,M4, M5,M6, m8

Material Steel, aluminium

POP NUT Full Hex Body Large Flange

High-torque nut with a full hex 
body. The full length of the body 
is hex shaped with sharp corners 
providing additional spin out re-
sistance. 
The large flange head provides a 
larger bearing surface for the mat-
ing part.

Thread Size M6

Material Steel

POP NUT Square Body

High torque nut with a square 
body. The body of the nut is square 
shaped and when installed in a 
square hole provides the ultimate 
spin out resistance.

Thread Size M4, M5, m8

Material Steel

POP NUT Blind Rivet Nut  can be installed into thin sheet metal, extrusions 
and tubing from one side of the workpiece using light
hand held tools. The y can be installed eitherbefore or after the finish is 
applied to the parent material.

POP NUT Knurled Body RLT

Spin out resistance with a knurled 
body.
The knurled body is designed to 
provide exceptinal spin out resist-
ance in sheet metal, extrusipns 
and tubing.

Thread Size M4, M5,M6, m8

Material Steel

POP NUT Knurled Body Large Flange RLT

Large flange head for oversized 
mating component holes.
The large flange head of the 
knurled body provides greater 
support for the parent material 
and matting component.

Thread Size M6, m8

Material Steel

POP NUT Softset

Softset to minimize stress on plas-
tics. This knurled body nut has 
been specifivaly designed to install 
in soft plastics such as PP or ABS 
without damaging the plastics

Thread Size M4, M5,M6

Material Steel

POP NUT SLIT BODY

Slit body for excellent pull out 
resistance. The slit body forms 
into four legs on the backside of 
the parent material providing in-
creased pull out strength in thin 
sheet metal or plastics

Thread Size M6

Material Steel

POP

For More Information,
please contact  FASTENING  DIVISON Telp		  : (62-21)582-8282 Ext.358
e-mail	 : fastening@kawanlama.com
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POP NUT POWER GUN
Pop Nut Power Tool 
Pop Nut Power Tools are designed and manufactured by Emhart Teknolo-
gies to be Ergonomic, Rugged, and Dependable.

Our hydro/pneumatic PNT 800A & PNT1000L tools offer speed, low noise, 
single trigger operation, visual stroke indicator and a quick change, long 
lasting mandrel system.

PNT800A
Threat insert setting too l:
•	 Lightweight and compact spin-pull setting tool
• 	 Automatic pressure sensor to spin insert onto the madrel
• 	 Single trigger pull for setting and spin off
• 	 Stroke adjustment mechanism
• 	 Can be used with counter-balance (clip ring provided)
• 	 Quick-change mandrel and nosepiece design
• 	 Swivel join air connector
• 	 Setting capacity up to 3/8”(M10) and 5/16”(M8) stainless steel
• 	 Length : 11.02 in. (280mm), height : 10.35in. (263mm), Weight : 		
3.7lb.(1.68kg)
• 	 Pull force 5260 lb. (23.4kN)

PNT1000L
Threat insert setting tool:
- Fast cycle time with single trigger action for setting and sppin-off
- Automatic pressure sensor to spin insert onto the mandrel
- Single trigger pull for setting and spin off
- Stroke adjustment mechanism
- Suspension ring supplied use with counter balance
- Quick change mandrel and nosepiece design
- Swivel join air connector
- Setting capacity up to 1/2”(M12), steel and 3/8”(M10) stainless steel
- Length : 12.60 in.(320mm), height : 10.87in.(276mm), weight : 5.5lb.(2.5kg)
- Pull force : 6070lb. (27kN)
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Order No. Type Specification

NG0000264 PNT-800A Include M4 To M8 Mandrel & Nosepice

NG0000000 PNT-1000 Fatener  Include M4 to M8 Mandrel and 
Nosepice

STUD WELDING

Commercial Applications:
• Automotive components
• Electrical components
• Commercial vehicle bodies

PS-IK

The new PS-IK contact welding gun allows
different welding elements to be safely 

welded on metalic workpieces 
at lightning speed

Description :
The small, light-weight PS-1K hand welding gun            
designed in an optimally ergonomical way achieves 
for the first time extreme stud positioning accuracies 
of +/-0.1 mm

Features :
• Optimally ergonomical
• Accuracies of +/-0.1mm
• Easy to operate
• High quality studs welding joints
• Electromagnetic compatibility (EMC Act)
• With ball bearing and specially surface hardened and ground, antimagnetic guide 
piston
• Impact-and break-proof whole-body syntethic housing
• Low weight, optimum ergonomics and examplary design
• Small, compact design

Benefits :
• Long service life owing to wear-free guide bush
• Quick-change system for gun support
• Optimum welding quality with all common stud materials 
• Aplicable even in narrow and hardly accessiblelocations
• Fatigue-proof working and enjoyment in welding 
• Problem-free connection to all capacitor discharge stud welding devices for increasing 	
	welding quality.

Specifications : 
• Weight : Subject to technical changes
• Welding range : Studs and pins from 2-10mm in diameter and 6-35mm in length 
(special length with fixture)
• Materials: steel, stainless steel, Aluminium and brass
• Welding and control cable : 3m highly flexible
• Support tube: 0.4kg without cable
• Total length with support tube : 145mm
• Total height above grip: 140mm
• Total width: Ø30mm (optionallyØ 20mm)
• Support tube: 0.4kg without cableOrder No. Type Description

S30000003 PS-1K Welding Pistol for BMS-8N

POP
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Examples of Application

Welding Stud Application-Office Machines Application-workshop Eqp.

Application-Steel Furniture 
Industry

Application-Container 
Construction

Application-Interior 
Construction

Application-Pipe Construction Application-Metal 
Construction

Application-Lighting 
System Fixtures

Welding Stud Application-Pipe Construction Application-Door and 
Construction

Application-Construction 
of Jigs and Fixtures

Application-Steel Construction

Application-Cooling Plants Application-air conditioning
systems

Application-machine 
components

Welding Stud Application-Office Machines Application-Vehicle 
Constructions

Application-Domestic Appliances Application-Automobile 
Construction

Application-Vault Construction

Application-Tank Construction

BMK-12W

Benefits :
• Can uses for various element welding.
• The weld duration can be selected.
•	Easy to operate.
• Recomended for difficult surface characteristic.
• Can be used in different workplaces
Commercial Applications:
• Automotif compenents
• Electrical compenents
• Building and contstruction
• Commercial vehicle bodies
• Heating and ventilation
• Containers

Specifications :
• Weight : 48kg	
• Dimension : 360 x 325 x 500mm	
• Standard Gun : PH-3N stud welding gun	
• Welding current : 800A	
• Welding range : 2-11mm or M3-12	
• Main supply : 3 x 400 Volt 50/60Hz
• Material : Stainless steel, and heat-resistant 
	 steel 
• Welding time : 1-1000ms
• Welding sequence : up to 30 studs/min, 	 	
	 depending on stud diameter

Order No. Type Description
S30000411 BMK BMK-12W Stud Welding

Description :
High technical comfort of the BMK-12W stud 
welder  is due to the adjustability of important 
welding parameters.

Illustration :
Short-cycle drawn arc technology

PH-3N

The BMK-12 Stud Welder serves as an energy
source for various welding elements

The PH-3N Stud Welding guns allows different welding 
elements to be welded on metalic workpieces at lightning speed

Description :
PH-3N Soyer Stud Welding offers a maximum 
of technical performance advantages for 
producing high-quality stud welding joints.

Features :
•	Ergonomical and slim design
•	Low weight
•	Fatigue-proof welding of studs                  
	 and pins with amaximum diameter of up to 12mm
•	Multifunctional application for drawn arc and short cycle 
drawn arc stud welding

Benefits :
• Optimum protection against welding spatter, 
	 dirt and other contamination
• Very precise stud positioning owing to motional 
	 sequence which are free from backlash
•	Long service life and long term quality owing to wear free guide bush 
	 with ball bearing and specially surface hardened and ground guide piston
• Suitable for application in complicated, narrow location and areas of 
	 difficult access

Specifications :
• Weight : 1 kg	
• Welding range : Studs and Pin 
	 M3-M12 or 2-12 mm diameter	
• Material : Stainless steel, and 
	 heat-resistant steel 
• Welding sequence : 
	 up to 20 studs/min, 	depending 
	 on dimensions
• Welding and control cable  : 3 m	

Order No. Type Description
S30000005 PH-3N Welding Pistol for BMK-12

Features :
•	Easy transport with carrying handles
•	Automatic system
•	Operated via membrane keyboard and display
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BMS8-N

Features :
• Absolute safety (certificate proof )
• Convenience operation
• Compact design
• Use Capacitor battery
• High efficiency
• Low weight
• Have precise display 
	 of charging voltage

Benefits :
•	Welding time of only 1-3 
	 milisecond (0.001-0.003sec)
•	Short charging cycle
•	Easy to monitor
•	Scratch and abrasion proof as weel
	 as dirt resistant plastic film coating
•	Energy saving

Specifications :
• Weight : 10kg	
• Main supply : 115/230V AC, 50/60Hz, 10/16 AT	
• Welding range : M3-M8 or 3-7.1mm	
• Dimension : 300x120x320mm	
• Welding time : 0.001-0.003 sec
• Standard pistol: PS-1K positioning welding pistol
• Powers source: Capacitor battery
• Charging capacity: 66.000µF
• Charging Voltage: 50-200V, infinitely variable 
	 up/down

Order No. Type Description
S30000001 BMS-8N Stud welder 

Description :
The new BMS-8N SOYER stud welder with micropressor 
control is a top-quality product meeting highest require
ments due to operating convenience, low weight, high 
efficiency, compact design and absolute safety.

Commercial Applications:
• Automotive components
• Electrical components
• Commercial vehicle bodies

• Welding sequence: up to 
	 20 studs/min depending on 
	 studs diameter
• Main supply: 115/230V-50
	 /60Hz-10AT (automatic mains 
	 voltage change-over)
• Welding cable : 3m highly flexible
• Earth cable: 2x3m highly flexible
• Dimension: 300x120x320mm 
	 (W x H x D)

STUD WELDING

THREAD INSERTS FOR METAL 

BÖLLHOFF Helicoil Range Kits contain all necessary inserts and 
high-quality tools for the quick repair of most popular thread sizes.

BÖLLHOFF 
HeliCoil Tap

BÖLLHOFF HeliCoil 
Tang break Off Tool

BÖLLHOFF 
HeliCoil Prewinder 
and Mandrel

BÖLLHOFF 
HeliCoil
Universal 
Inserting Tool (Body)

Normal 
Thread 

Size
d

Pitch
p

Ra
ng

e 
Ki

t 
co

m
pl

. P
ar

t 
N

o.

HeliCoil Tap Part 
No.

Content 

HeliCoil Universal Inserting Tool HeliCoil Thread Inserts 4}

Body 
Part 
No.

Mandrel for 
Body Part No.

Prewinder for Ins.
Tool

Part No.

HeliCoil 3}
Tang Break-Off 

Tool Part No.

Norm. 
Length 

mm
Part No. Qty

Range Kit Type 0186.1 ISO Metric Thread-DIN 13

M5

M6

M8

M10

M12

0.8

1

1.25

1.5

1.75

01
50

 1
00

 0
00

0 0140 005 0104

0140 006 0104

0140 008 0104

0140 010 0104

0140 012 0104

01
50

 0
60

 0
01

0 0150 060 5020

0150 060 6020

0150 060 8020

0150 061 0020

0150 061 2020

0150 060 5032

0150 060 6032

0150 060 8032

0150 061 0032

0150 061 2032

0158 040 3000

0158 040 4000

0158 040 5000

0158 040 6000

7.5

9

12

15

18

0130 005 0075

0130 006 0009

0130 008 0012

0130 010 0015

0130 012 0018

15

15

15

15

15

Range Kit Type 0186.13  British Standard Coarse Thread Series - BSW and Whitworth Thread DIN 11

1/4”

5/16”

3/8”

7/16”

1/2”

01
86

 1
01

 3
00

0 0140 074 3104

0140 076 3104

0140 077 3104

0140 078 3104

0140 079 3104

01
50

 0
60

 0
01

0 0150 067 4320

0150 067 6320

0150 067 7320

0150 067 8320

0150 067 9320

0150 067 4332

0150 067 6332

0150 067 7332

0150 067 8332

0150 067 9332

0158 040 3000

0158 040 3000

0158 040 5000

0158 040 6000

9.5

11.9

14.3

16.7

19.1

0130 074 3006

0130 076 3006

0130 077 3006

0130 078 3006

0130 079 3006

15

15

15

15

15
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Normal 
Thread 

Size
d 

1)
Workshop Kit 

Compl.
Part No.

Contents

HeliCoil 2} 
Tap Part No.

HeliCoil Inserting 
Tool Part No.

HeliCoil 3} Tang Break
-Off Tool Part No.

HeliCoil Thread Inserts 4}
1}Nom 
Length 

mm
Qty Refill 

Part No.

British Standard Coarse Thread Series = BSW and Whitworth Thread DIN 11
1/4”

5/16”
3/8”

7/16”
1/2”

0815 474 3004
0815 476 3004
0815 477 3004
0815 478 3004
0815 479 3004

0140 074 3104
0140 076 3104
0140 077 3104
0140 078 3104
0140 079 3104

0150 047 4300
0150 047 6300
0150 047 7300
0150 047 8300
0150 047 9300

0158 040 3000
0158 040 4000
0158 040 4000
0158 040 5000
0158 040 6000

6.4
7.9
9.5
11.1
12.7

50
50
50
15
15

0189 274 3004
0189 276 3004
0189 277 3004
0189 178 3004
0189 179 3004

1.Drilling
Preparation of hole is made 
by drilling out old or broken 
bolt using standard drill of 
appropriate size. Countersinking 
should be avoided. Precaution 
should be taken against chips 
failing into places where they 
could cause damages.

2.Tapping
To tap hole, a genuine HeliCoil 
Tap marked with the thread 
size to be repaired must be 
used. Full thread has to be cut 
to a depth well beyond the 
length of the insert or all the 
way through  a through hole.

3.Installation
Put insert to inserting Tool, 
so that tang is enggaged in 
the mandrel slot. By turning 
handle of inserting Tool, the 
insert      should be wound into 
the tapped hole untill is seated 
1/4 to 1 turn bellow.

4.Tang removing
Removing of the tang will 
be done by the HeliCoil tang 
break-off tool. In threads M 18 
and above, resp.M14 fine pich 
use long-nosed pliers-bend 
tang up and down.

1 2 3 4

BÖLLHOFF 
HeliCoil Thread 
inserts

BÖLLHOFF HeliCoil 
Tap for sizes above 
3/4”resp, M18 with 
normal pitch in sets 
of 2 and 3

BÖLLHOFF HeliCoil
Tang Break Off Tool

BÖLLHOFF HeliCoil 
Hand Inserting Tool 
with prewinder for 
sizes with normal 
pitch up to M16 
resp 3/8” and all fine 
thread series

BÖLLHOFF HeliCoil 
Hand Inserting Tool, 
sleeve type for sizes 
with normal pitch 
above M16 resp.3/8”

THREAD INSERT  FOR METAL 
What is the BÖLLHOFF Helicoil Thread Insert?

BÖLLHOFF Helicoil wire thread Inserts are precision formed coils of                 
18-8 stainless steels wire having a diamond shaped cross-section, having a           
radially bent tang on one end, which is used for installation.

Inthe free state they are slightly larger in diameter than the tapped hole into 
which they are installed. During the assembly operation the torque applid 
to the tang reduces the diameter of the leading  coil and permits it to enter 
the tapped thread. When the rotation is stopped, the coils expand with a 
spring-like action anchoring the insert permanently in place against the 
tapped hole.

In this way, HeliCoil forms a female thread of close tolerances conforming to 
international Thread Standards, which is in any respect superior to normal  
tapped threads.

BÖLLHOFF Helicoil Range Kit*

HeliCiol Workshop Kit  are more comprhensive 
plastic boxes, which should be at hand in every 
well-equipped repair shop, where thread 
repairs are to be carried out immediately  and   
efficiently.

Durable taps as well as easy to handle inserting 
tools speed up installation. HeliCoil Workshop 
Kits pay for themselves-fast-on what used to 
be costly, time consuming “threadache” jobs.

Normal 
Thread 

Size
d

Pitch
p

1)
Workshop Kit 

Compl.
Part No.

Contents
HeliCoil 2}  Tap

Part No.
HeliCoil Inserting 

Tool Part No.
HeliCoil 3} Tang Break

-Off Tool Part No.
HeliCoil Thread Inserts 4}

1}Nom 
Length mm

Qty Refill 
Part No.

M6
M7
M8
M10

1
1

1.25
1.5

0185 406 0006
0815 407 0007
0815 408 0008
0815 410 0010

0140 006 0104
0140 007 0104
0140 008 0140
0140 010 0104

0150 040 6000
0150 010 7000
0150 040 8000
0150 041 0000

0158 040 3000
0158 040 4000
0158 040 4000
0158 040 5000

6
7
8
10

50
50
50
50

0189 206 0006
0189 207 0007
0189 208 0008
0189 210 0010

M11
M12
M12x1.5
M14

1.5
1.75
1.5

2

0815 411 0011
0815 412 0012
0815 412 4012
0815 414 0014

0140 011 0104
0140 012 0104
0140 012 4104
0140 014 0104

0150 041 1000
0150 041 2000
0150 021 2400
0150 041 4000

0158 040 5000
0158 040 6000
0158 040 6000
0158 040 6000

11
12
12
14

50
15
15
15

0189 211 0011
0189 112 0012
0189 112 4012
0189 114 0014






