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Type Description

M3000 Propen Portable Marking Machine
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MICRO PERCUSSION
M3000

Benefits :
• Ergonomic and easy to use
• Low cost
• Totally mobile
• Versatile

Commercial applications :
• Industrial heavy equipment.
• Industrial automotive
• Industrial natural  resources 
• Metal industry
• Oil and gas

Features :
•	 Electromagnetic pneumatic.
•	 Marking zone: 60x40mm
•	 Character size: from 1 to 30mm (increasing every 0.1mm)
•	 Available fonts and logos and data matrix
•	 Linear, angular or radial with options to invert, mirror or reflect text

Benefits :
•	 Compact and mobile
•	 Adjustable
•	 One source of energy
•	 Economical
•	 Reliable
•	 Ready to use
•	 Fast
•	 One single tool for all your marking
•	 Independent (no need pc)
•	 Low maintenance

Features :
•	 Pneumatic and electromagnetic power.
•	 Marking zone: 100 x 120mm.
•	 Thickness of material to be marked: up 

to 300mm (280mm EM).
•	 Size of characters: from 0.5 to 80mm 

(increasing every 0.1mm).
•	 Available fonts: logo and data matrix

Type Description

P5000 Propen Marking Machine 100 x 120m

Commercial applications :
•	 Industrial heavy equipment.
•	 Industrial automotive
•	 Industrial natural  resources 
•	 Metal industry.
•	 Name plate

P5000

MARKING AREA:

100 X 120 mm

MARKING AREA:

60 X 40 mm
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XF500

Specifications:
•	 Pneumatic or electromagnetic
•	 Marking area : 100 x 120mm
•	 Character size : from 0,5 to 99mm
•	 Dimension  XF500P: 
	 L = 601 x W = 327,5 x H = 736mm
•	 Dimensions XF500M : 
	 L = 601 x W = 298,5 x H = 736mm
•	 Height of material : up to 330mm
•	 Weight : 34kg
•	 Power supply : 90-230 VAC
•	 Pneumatic supply (XF500P) = 5,5 bar ± 0,5 

(87psi)
•	 Power XF500P : 120W – XF500M : 360W 
•	 Operating temperature : +5 to +45°C

Type Description

XF500 Micro Percussion Marking Machine

CN110 P

Specifications:
•	 Pneumatic marking machine
•	 Marking area : 60 x 40mm
•	 Characters height : 0.5 - 40mm
•	 Dimension : L = 191mm x W = 250mm x 
	 H = 169mm
•	 Weight : 5.5kg
• 	  Power supply : 115/230V AC –24V DC
•	 Power consumption : 80W
•	 Air supply : 5 - 6bars
•	 Operating temp. : 5 - 40°C   

Type Description

CN110PS Micro Percussion Marking Machine

XF510CP

Specifications:
•	 Pneumatic marking machine
•	 Marking area : 50 x 20mm
•	 Character height : from 0,5 to 49,5mm
•	 Dimensions of head : 
	 L = 136,4 x W = 86,7 x H = 114,7mm
•	 Dimension of CCU : 
	 L = 218 x W = 180 x H = 150mm
•	 Weight of marking head : 2,35kg 
	 (very light)
•	 Weight of control unit : 3,9kg
•	 Power supply : 90-230VAC
•	 Power : 150VA
•	 Air pressure : 6bars ± 0,5 (8,7psi)
•	 Operating temperatures : +5 to +45°C

Type Description

XF510CP Micro Percussion Marking Machine

XF520P

Specifications:
•	 Pneumatic marking machine
•	 Marking area : 50 x 20mm
•	 Character height : from 0,5 to 49,5mm
•	 Dimension  : L = 136,4 x W = 86,7 x H = 114,7mm
•	 Weight of marking head : 2,7kg
•	 Weight of control unit : 3,9kg
•	 Power supply : 90-230VAC
•	 Power : 150VA
•	 Air pressure : 6 bars ± 0,5 (8,7psi)
•	 Operating temperatures : +5 to +45°C

Type Description

XF520P Micro Percussion Marking Machine

XF510SP

Specifications:
• 	 Pneumatic marking machine
•	 Marking area : 100 x 80mm
•	 Net weight marking head : 7,8kg
•	 Net weight control unit : 3,9kg
•	 Electrical supply : 90-230V
•	 Pneumatic supply : 6bars
•	 Connectivity : USB key – ethernet 

– RS232

Type Description

XF510SP Micro Percussion Marking Machine
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MICRO PERCUSSION
XF510DP
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Specifications:
•	 Pneumatic marking machine
•	 Marking area : 200 x 80m
•	 X-tra fast & USB drive
•	 Marks up to 10 characters per second
•	 Mark all materials : up to 62HRC
•	 20 languages available
•	 Memory capacity for 1000 marking files 

Type Description

XF510DP Micro Percussion Marking Machine

XF530P
Specifications:
• 	 Heavy duty pneumatic and electromagnetic 

marking machine
•	 Marking area : 200 x 50mm
•	 Deep marking : up to 0,4mm
•	 Dimension : L = 343 x W = 170 x H = 221mm
•	 Net weight : XF530P = 18kg
•	 Net weight CCU : UC500 = 3,9kg
•	 Connecting cords available : 3,6 ; 10 ; 15m
•	 Power supply : 90-230 VAC
•	 Air pressure : 6bars ± 0,5 (8,7psi)
•	 Air consumption : 600L/minute
•	 Power : 150 VA
•	 Functioning temperature : +5 to +45°C

Type Description
XF530P Micro Percussion Marking Machine

XF510CM

Specifications:
•	 Electromagnetic micro-percus-

sion marking
•	 Marking area : 50 x 20m
•	 Dimension : 
	 L = 158 x W = 102 X H = 166m
•	 Weight : 4,7kg
•	 Net weight UC500M : 3,9kg
•	 Power supply : 90-230V
•	 Power consumption : 360W

Type Description
XF510CM Micro Percussion Marking Machine

XF510SM

Specifications:
•	 Electromagnetic micro-percussion 

marking
•	 Marking area : 100 x 80mm
•	 Dimension : 
	 L = 231 x W = 195 X H = 192mm
•	 Weight : 9,1kg
•	 Net Weight UC500M : 3,9kg
•	 Power Supply : 90-230V
•	 Power Consumption : 360W

Type Description
XF510SM Micro Percussion Marking Machine

XF510DM

Specifications:
•	 Electromagnetic micro-percus-

sion marking
•	 Marking area : 200 x 80mm
•	 Power Supply : 90-230V
•	 Power consumption : 360W

Type Description
XF510CM Micro Percussion Marking Machine

M120
Specifications:
•	 Electromagnetic marking/

pneumatic machine
•	 Marking area : 60 x 40mm
•	 Characters height : 1 - 30mm
•	 Dimension : L = 350mm x 
	 W = 241 mm x H = 200mm
•	 Weight : 4.5kg
•  	Power supply : 115/230V 
	 AC –24 V DC
•	 Operating temp. : 5 - 45 °C   

Type Description
M120 Micro Percussion Marking Machine

ELECTRO
MAGNETIC



MARKING MACHINE578

13

FIBER LASER

SC
RI

BI
N

G
 A

N
D

 L
A

SE
R

SCRIBING
XF510CR

Specifications:
• Pneumatic marking machine
• Marking area : 40 x 50mm
• Character height : from 0,5 - 49,5mm
• Dimension : 
	 L = 182 x W = 167 x H = 199,5mm
• Weight : 9kg
• Power supply : 90-230 VAC
• Power : 150VA
• Air pressure : 1-6 bars (87psi)
• Operating temperatures : +5 to +45 °C

Type Description
XF510CR Micro Percussion Marking Machine

Specifications:
•	 Pneumatic marking machine
•	 Marking area : 80 x 50mm
•	 Character height :  0,5 - 79,5mm
•	 Dimension : L = 222 x W = 167 x H = 199,5mm
•	 Weight : 10kg
•	 Power supply : 90-230VAC
•	 Power : 150VA
•	 Air pressure : 1-6 bars (87psi)
•	 Operating temperatures : +5 to +45°C

Type Description
XF510SR Scribing

XF510SR

Type Description
SV 510 Scribing

SV 510

Specifications:
•	 Heavy duty pneumatic scribing machine
•	 Marking area : 160 x 50mm
•	 Character height : 0,5 – 40mm
•	 Dimension : L = 321mm x W = 245mm x H = 239mm
•	 Weight of head : 24kg
•	 Weight of CCU (UC500SV) = 9kg
•	 Power supply : 230VAC
•	 Power : 1100VA
•	 Air pressure : 2-6 bars (29 to 87psi)
•	 Operating temperature : 5-45°C

LASER
TF 420

Specifications:
•	 Y herbium fiber laser
•	 Power : availabe 10W & 20W
•	 Wave length : 1064nm
•	 Frequency range : 20-100kHz
•	 Fiber length : 2,8M
•	 Weight of head : 7kg
•	 Weight of control unit : 18kg
•	 Power : 100-240 VAC, 50-60Hz
•	 Consumtion : 300W nominal
•	 Operating temperature : 10-35°C
•	 Humidity : < 80%

Type Description
TF 420 Laser

TD 412

Specifications:
•	 Drode-pumped Nd : YV04 Laser
•	 Wave length : 1064nm
•	 Average power : 12W
•	 Peak power : > 25kW
•	 Pulse duration : 10ns
•	 Energy : 0,3m
•	 Frequency range : 5 to 200kHz
•	 M2 : < 1,1
•	 Spot size : < 40µm
•	 Resolution : < 3µm
•	 Fiber length : 3,5,10m
•	 Weight of head module : 13kg
•	 Weight of control unit : 21kg
•	 Power supply : 100-240VAC, 
	 50-60Hz
•	 Consumption : 400W nominal
•	 Operating temperature : 15-35°C
•	 Humidity : < 80%

Type Description
TD 412 Laser
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ACCESSORIES FOR TECHNIFOR MACHINE

RS232 Cable Head-CCU Cable

Button Box for Start
Cycle/Emergency Stop

Manual Height
Adjustment System

Rotary
Marking
Device Column

Motorized 
Z Axis

• Stylus

NA1 N2 S1

M1CA

Materials that Can be Marked
•	 Metals - from soft aluminum to high tensile steel  
•	 Plastics in white or in colour using the transfer ribbon device 
•	 Glass - using a diamond point stylus 
• 	 Other material - including laminates grp expanded polystyrene, card 
    board, paper, wood, and leather

MANUAL
Rotary Engraving Machine

IM3
TXL

Specification IM3 TXL

Packaging
Size : 580 x 510 x 280mm
Net Weight : 11kg
Gross Weight : 13,6kg

Size : 770 x 620 x 660mm
Net Weight : 50kg
Gross Weight : 66kg

Pantograph
Number of Reduction Ratios 25
Character Reduction from
1/2 To 1/7

Number of Reduction Ratios 25
Character Reduction from
1/2 To 1/7

Spindle and Spindle Motor Power
Motor Technology : Universal
Spindle Rotation 18000r.p.m.
Cutter Diameter 3.17mm

Motor Technology :
Asynchronous Motor
Rotary Speed 1 : 9500r.P.M.
Rotary Speed 2 : 18000r.P.M.
Speed Change :
Manual By Pulley/Belt
Cutter Diameter 4.36mm

Engraving Depth (mm)
Depth Setting Micrometric Vernier 
with Depth 
Regulating Nose, Precision 0.025

Setting Micrometric Index
Precision 0.025

Table (mm) Copy Slide 405x150 Copy Slide 150 X 405

Optional Accessories

• Special Holding Jigs
• Vice for Cylindrical Items
  65mm Ø
• Depth Regulating Noses
• Copy Slides
• Over 40 Character Fonts

• 500mm Tubular Pedestral
• Cup Vice for Cylinders up to
  Diameter 200mm
• Large-Capacity Vice for
  Plates Up to 335mm in width
• Prehension Jigs
• Depth Regulating Noses
• Copy Slides
• More Than 40 International Character Fonts Availables

MOC
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Specifications M40 M40G
Machine Size/Dimensions (cm) 55 x 51 x 32 73 x 54 x 54
Engraving Area 305 x 210 305 x 210

Weight (kg) Vice Version : 18
Table Version : 19 Machine : 35

Z Axis
40mm

- Vice : Unlimited x 5 x 21cm
- Table : 33 x 3.5 x 26cm

40mm
- Motorized Vice : 
   45 x 24 x 19cm

- Cylinder : ø 17cm
- Length : 45cm

- Cone : ± 10º

Sound Level 

Off load :
LA eq dB(A) < 73

- Nominal Engraving LA eq dB(A)    80+/- 2
- Peak when Engraving  Lp cpeak dB (C) < 95

- Off Load : LA eq dB(A) < 73
- Nominal Engraving :
   LA eq dB(A) 80+/- 2

- Peak when Engraving 
   Lp Cpeak dB (C) < 95

Accessories 

• Flat Work Table
• Pen Attachment

• Range of Jigs
• Range of Depth Regulating Noses

• Chip Collector

• Pen engraving device
• Range of Jigs

• Range of Depth Regulating Noses
• Chip Collector

ROTARY SMALL
Rotary

M40

M40G

MANUAL
Rotary

Specification M20
Machine Size/ Dimension (mm) 310 X 340 x 310

Spindle
• Diameter 3,17mm Hollow Shaft  (Gravograph Patented Innovation)
• Brushless Motor 20000rpm
• Spindle Pressure Adjustment

Weight (kg) Machine : 10
Engraving Area (mm) 100 x 100
Z Stroke 30cm Clearance (Nose to Bottom of Vice) : 40mm
Self Centering Vice (mm) Max. Opening Capacity : 105
Flatness (mm) 0.1
Repeatibility (mm) 0.05
Pen Attachment (mm) Maximum Diameter : 20

Noise level 
- Standby : LA eq = 51Db(A) (± 1)
- Engraving = LA eq = 69Db(A) (± 2) 
- Peak in Engraving LP cpeak = 89Db(C)

M20
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Rotary Engraving Machine

Specification IS200/1S200TX IS400 IS400 Volume

X and Y Axes  (mm) Engraving Area : 80 x 225 Engraving area : 305 x 210 305 x 210

Z Axis

Spindle Travel 15mm
Spindle Travel at Bottom of vice :
48mm (IS200), 210mm
(IS200 TX)

Spindle Travel 40mm
Spindle Travel at bottom of vice 120mm
Max. Spindle Travel with clamping
table 33mm

Spindle travel 40mm
Max. spindle travel at Bot-
tom of vice
400mm

Spindle
Tool Diameter 4.36mm
Rotation Speed 17000rpm
Motor Power : DC 20W

Tool diameter 4.36mm
Rotation speed 11-20000rpm
Motor power : DC 70 W

Tool diameter 4.36mm
Rotation speed 11-
20000rpm
Motor power : DC 70W

Packaging  (kg)
Net Weight :
IS200 : 22
IS200 TX : 52

Net weight : 50 Net Weight : 90

Noise Level Empty : LA eq dB(A 
Standard 

Empty : LA eq dB(A) < 72 ±1
When engraving : LA eq dB(A) 80 ±2
Peak when Engraving :
Lp cpeak dB(C), <95
In Accordance with Gravograph
Standards

Empty : LA eq dB(A) < 72 ±1
When Engraving : LA eq 
dB(A) 80 ±2
Peak When Engraving :
Lp cpeak dB(C), <95
In Accordance with Gravo-
graph Standards

Optional Accessories

• 15mm Diameter Pen Vice
• Jewellery Vice and Prehension Jigs
• Range Of Spindles and Depth Regulating Noses
• Divider Ice for Cylinders With
   Maximum Diameter 200mm
• Range of Mandrel and Cones for
  Cylinder Prehension
• Glass Engraving Kit

• 380 x 280mm Clamping Table
• Volume Base and 350mm Ø Cylinder-
drive
• 15mm Ø Pen Drive
• 120mm Ø Cylinder Drive
• Glass Engraving Kit
• Range of Spindles
  (Collet, Diamond, Hf )
• Relay Kit Box
• Lubrication System

• Clamping Table
• 15mm Ø Pen Drive
• 120mm Ø Cylinder Drive
• 350mm Ø Cylinder Drive
• Glass Engraving Kit
• Range of Spindles
  (Collet, Diamond, HF)
• Automatic Input/Output
  Control
• Lubrication System

IS200TX

IS400

IS400 Volume

ROTARY SMALL

IS200
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Rotary Engraving Machine

Specification IS900

X & Y axes

• Engraving Area 635 xX 432mm
• Table Surface 660 x 450mm
• Flatness Tolerance 0.2mm
   Maximum Clearance in Y Axis Unlimited
• Maximum Engraving Speed 100mm/S
  Max. Dimension of the Item to be Engraved

Z Axis (mm) • Spindle Travel 80
• Spindle Clearance with Clamping Table 80

Spindle 

• Tool Diameter 4.36mm
• Rotation Speed 13-20000rpm
• Servo Motor 90w
  Advanced Functions as Standard
• Automatic Z Ref
• Point & Shoot
• Iq+ Terrain Follower

Specification IS900

Clamping device Aluminum T-slot Table
Streamlined Clamping

Noise level 

• Respects ISO 11201
• Empty * LA eq dB(A) <72±1
• When Engraving * LA eq dB(A) 80±2
• Peak when Engraving * Lp cpeak dB(C) <95
* In Accordance with Gravograph Standards

Net weight (kg) - 90

Optional accessories 
- 200 Watt 
continuous power 
spindle motor

• Collets Spindle
• 150W regulated HFS Spindle
• Concentric Tightening Vice
• Lubrication System
• Chip Collector
• Machine Stand
• Automatic Braille Dispenser

Specification IS7000/IS8000 IS7000XP/IS8000XP
X & Y axis (mm) Engraving area 610 x 815/610 x 1220 Engraving area 610 x 815/610 x 1220

Z Axis
Spindle Travel 80mm
Spindle Clearance with Clamping table 80mm
Spindle Clearance with Vice 140mm

Spindle travel 80mm
Spindle Clearance with Clamping table 80mm
Spindle Clearance with Vice 140mm

Spindle
Tool diameter 4,36mm
Rotation speed 13-20000tr/mn
Servo motor 70W

Tool Diameter 4,36mm
Rotation Speed 13-20000 tr/mn
Tool Clamping with a Collet, servo Motor 200w

Noise level – According to
ISO 11201 Regulation

Empty LA eq dB(A) <72±1
When Engraving LA eq dB(A) 80±2
Peak when Engraving Lp cpeak dB(C) <95
* In Accordance with Gravograph Standards

Empty LA eq dB(A) <72±1
When Engraving LA eq dB(A) 80±2
Peak when Engraving Lp cpeak dB(C) <95
* In Accordance with Gravograph Standards

Net Weight (kg) IS7000 : 220
IS8000 : 265

IS7000 XP : 230
IS8000 XP : 280

Optional Accessories 

- 200 Watt Continuou Power Spindle Motor
- Concentric Tightening Vice
- Cylinder Attachment Ø 120mm
- Range of Spindles (Collet, Diamond, Hf )
- Automatic Input/Output Control
- Lubrication System

- Standard Concentric Tightening Vice
- Industrial Vice
- 300w High Frequency Spindle
- Complete Range of Spindles (Standard, Collet,
   Diamond, Hf )
- Automatic Input/Output Control
- Table Support 
- Protection Strips for Cutting out Operations

IS7000/IS8000 IS7000XP/IS8000XP
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LASER
Gantry Laser

Specifications LS100 / LS100EX LS900

Engraving Capacitie  
Engraving Area LS100 : 460 x 305mm (18 x12”)
Engraving Area LS100EX : 610 x 305mm (24 x 12”)
Z axis travel : 145mm (5.71”)

Engraving Area : 610 x 610mm (24 x 24”)
Z axis Travel : 250mm (9.84”)

Size and Weight 

Dimension LS100 : 760 x 440 x 725mm (30 x 18 x 29”)
Dimension LS100EX : 1025 x 725 x 450mm
Weight LS100 : 43kg
Weight LS100EX : 70kg

Dimension : 1080 x 810 x 945mm (37 x 32 x 42”)
Weight : 180kg (400 lbs)

Laser

Co² laser Source (10,6μm)
Power range LS100 : 30W
Power range LS100EX : 30, 40, 55W
Safety CDRH class 2 (EN60825)

Co² laser Source (10,6μm)
Power Range 30, 40, 60 and 80W
Safety CDRH Class 2 (EN60825)

Energy and Power
Supply

100V-240V AC supply
Max. Speed LS100EX : 2,54m/sec

100V-240V AC Supply (30 and 40W)
200V-240V AC Supply (60 and 80W)

Option and Accessories

- Integrated and Various Independent Exhaust System 
- Alternate Lenses (1.5, 2.5, 3.5, 4” Focal Length)
- Honeycomb Cutting Table
- Floating Pin Table H = 30mm (1.18”)
- Integrated Compressor for Air Assist
- Rotary Device to Engrave Round Part,
   Maximum Dia. 130mm (5.1”)

- Base Stand, Mecano-Welded
- Integrated Exhaust System, with Pre-Filter, Z Filter, 
   and Active
Carbon Filter (Replaces The Machine Base)
- Various Independent Exhaust Options
- Alternate Lenses (1.5, 2.5, 3.5, 4” Focal Length)
- Honeycomb Cutting Table
- Floating Pin Table (H = 30mm)
- Integrated Compressor for Air Assist
- Rotary Device to Engrave Round Parts (Max Ø200mm, 
   L = 483mm,
   Weight = 10 Kg (7.9” Diameter, 16.3” Length, 19.8 Lbs)

LS100 LS100EX
LS900

Scanhead Laser Yag
Specifications YAG200

Weight and Dimension (mm) - Enclosure Dimension :
   590 x 827 x 806mm

Laser Included 
- Enclosure Wweight: 75kg
- CCU Dimensions: 483 x 184 x 376mm
- CCU Weight: 21kg

Laser 

- Diode pumped laser: 1064nm
- Average power: 12W
- Peak power: > 25kW
- Security: CDRH class 1 (EN60825)

Utility Requirement - Power Supply 115/240V AC
- No External Cooling System

Interface

 - Laserstyle 5 Graphic Level
- Os : Windows XP, Vista
- Options :
• Fume and Dust Extractor
• Cylindrical Attachment
• Integrable Version (Without Enclosure)
• Customised Enclosure
• Numerical Z Axis Display
• Focusing Pointer
• Gravostyle 5

Marking capacitie - Z range up to 280mm
- Working Table with Marking areas in Red
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Scanhead Laser-Fiber Laser
Specification Fibre100/Fiber 200

Size and Weight 

- Casing Dimension :
   590 x 827 x 806mm
- Casing Weight : 75kg
- Ccu Dimensions : 483 x 184 x 376mm
- Ccu Weight : 17Kg

Fibre100/Fiber200
Lasers

- Pulsed Fibre Laser 1,064nm
- Average Power : 10w/20w
- Peak Power : 6kw/12kw
- Safety : CDRH Class 1 (En60825)

Energy and Power Supply - 110v-240v Ac Supply
- No External Cooling System

Interface 

- Laserstyle Discovery
- Os : Windows® 2000, XP or Vista
- Optional Accessories:
• Exhaust System
• Cylindrical Attachment
• Oem Version (Without Casing)
• Customised Casing
• Numerical Z Axis
• Second Red Pointer for Focusing
• Gravostyle 5

Marking Capabilities - Z Stroke : 280mm
- Working Table

MANUAL
Rotary Engraving Machine

Specification M20 Jewel
Machine Size (mm) 345 X 315 X 305
Weight (kg) 11,5

Sound Characteristics

Waiting for Engraving : < 51db (A)
Off Load : < 60 Db (A)
Nominal Engraving : < 69 Db (A)
Nominal Engraving Peak : < 89db (C)

Flat Engraving

Flat Engraving (X-Y) : 100 X 100mm
Self Centering Vice : 105mm Opening 
Capacity
Spindle Clearance (Z) : 40mm

Ring Engraving 
Characteristics (mm)

Min-Max Inside Diameter : 12-24
Min-Max Outside Diameter : 12,5-27
Min-Max Width : 1-20

M20 Jewel

Specification  M20 Pen
Size (mm) 310 x 340 x 310
Weight (kg) 10
Engraving area (mm) 100 x 100
Pen Attachment Maximum diameter (mm) 28
Length Max (mm) 160
Length Min (mm) 70

M20 PEN
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Specification M20 Pix
Overall Machine size (mm) 345 x 315 x 305mm
Engraving Area (mm) 100 x 100mm
Weight (kg) 10kg
Z Stroke (mm) 35mm
Max Dimension  of Engraving Object 
(mm) 115 x 200 x 42mm

Engravable Materials
Gold, Silver, Copper, Platinum, 
Aluminum, Stainless Steel, and 

Etc.
M20 PIX

MANUAL
Rotary Engraving Machine

Specification B-engraver
Packaging Dimension  (mm) : 530 X 400 X 400
Net Weight (kg) : 5.8
Gross Weight (kg) : 6.8

Pantograph Number of Reduction Ratios 1
Character Reduction from 1/5

Chuck with Grip Grip Type
Concentric

Number of Jaws : 3
Rotation : Automatic

Disc for Types Material Watch Making Quality Brass
Copying Stylus Material Tempered Steel
Engraving Tool Material : Diamond

Optional Accessories

• Set Of Standard Jigs
• Adjustable Jaw For Rings

With Large Stones
• Chrome Brass Disc for

Intensive Use
• Special Stylus with Tungsten

Carbide Point for Hard Chrome Discs

B-engraver

Ring Cube Engraving

Ring Cube Engraving

COMPACT & 

BEST
VALUE

Specification Ring Cube Engraving

 
225 x 270 x 385mm

7,5kg

5,7” Touch-Screen

Automatically Adjusted Engraving 
Height

Text and Symbol Engraving

Ring : Width 1,5 - 8mm ; Ø 12-25mm
Bracelet : Width 3-20mm ; Ø 45-80mm

Optional Outside Ring/Bracelet Engrav-
ing Accessory

< 60 Db

Standards : Ce-Rohs
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ACCESSORIES
Circular Saw

Specification  VA10 VA11 VA21-7 VA21-15
Saw Blade 24/32 Toothed Blade In Tungsten Carbide Dia. 120x1.7mm
Swaft Extraction Device With Collection Bag
Automatic Lubrication With Tank Mounted on a Housing

Mobile Stop

With Spring Operated Return and
Graduated
Rule To Cut up to 200mm Wide 
Materials

Dual Stop (on Right Hand Side) With 
Spring
Operated Return and Graduated Rule 
to Support the Material to Be Sawn

Dual Stop (On Right Hand Side) with 
Spring Mounted Return and Gradu-
ated Rule to Support the Material To 
Be Sawn

Side Stop  - (On Left Hand Side) with Adjustment 
and Material Support

(On Left Hand Side) with Adjustment 
and Material Support

Universal Motor 110 Or 220 Volts – 50/60Hz 110 Or 220 Volts – 50/60Hz

Max. Cutting Length 
(mm) 620 665 1030

Max. Cutting Thickness
- Plastics (mm) 6.3 7 7 7
- Light Metals (mm) 4 5 4 4
- Aluminum Profiles (mm) - 15 - 15
Net Weight (kg) 18 28 30 31
Gross Weight (kg) 22 36 38 39

VA21
VA10

Bevelling Machine

Specification B4 B6
Spindle (mm) On Ball Bearings Dia. 3,17mm On ball Bearings dia. 6,35mm

Cutters 2 Cutters Dia. 3.17mm (Steel or Carbide) 
with 2 types of Bevelling 45° and 90°

Dia. 6.35mm with 2 Bevelling
Types 45° and 90°

Vertical Travel (mm) 9 4
Horizontal Travel (mm) 5 15
Spindle Speed (rpm) 14.000 24.000
Universal Motor (Volts) 110 or 220 110 or 220
Cast iron Base (mm) 198 x 53 -
Net Weight (kg) 6,5 8,2
Gross Weight (kg) 8 9,5
Radius Devices (mm) - 5-10 and 15

Table (mm) - 450 x 90

Specification  VA2
Saw Blade Dia. 120mm

Integrated in to a
Protection Guard

Blade Rotation (rpm) 15.000
Universal Motor 110 or 220 volts – 50/60 Hz
Net Weight (kg) 5
Gross Weight (kg) 6B6

VA2

B4
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ACCESSORIES AND  APPLICATION

Gravograph is the world’s leading manufacturer of marking solutions, offering of a full range of equipment: C.N.C. (Computer 
Numerical Controlled) engraving machines, CO2, fibre and YAG lasers, engraving materials, consumables and services 
for over 60 years, Gravograph has remained the industry benchmark thanks to its high quality equipment 

ACCESSORIES
Grinding Machine

Specification  CG30

Packaging
Net Weight 10.5kg
Gross Weight 12kg
Dimension  415 x 335 x270mm

Grinding
Angles from 0 to 90º
Truncature without Disassembling the Collet 
Holder

Grinding Wheel x

Truncature without Disassembling the Collet 
Holder
Fixing by Nut – Quick Change
Protection Housing
Rotation Speed 10.000rpm

Collets Diameters of the Collets Available 3.00 to 6.35mm
Table Snears for Engraving Materials

Specification CSP Plastics CSM Metals
Dimensions x (mm) 530 x 380 x 240 530 x 380 x 240
Table Area (mm) 345 x 300 345 x 300
Material Recommended Plastics (ABS, PS, PVC) Metals (Aluminium, bross)
Maximum Thickness 2.4mm Max. 1mm Max. or 2mm Max.
Maximum Width (mm) 320 320 or 155
Outside Stop Max. (mm) 200 200mm Max.
Inside Stop 250mm Max. 250mm Max.
Net Weight X (kg) 11 11

CSM/CSP
Specification  CSC for Corners

Dimensions (mm) 240 x 150 x 120mm
Maximum thickness
Aluminum (mm) 0.8
Brass (mm) 0.8
Plastics (ABS, PVC, PS Type) (mm) 3
Blades Machined, Ground and Coated
Table thickness (mm) 9.5
Net weight (kg) 1.5

CSC
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Features :
•		 Steel stamp for marking workpieces with a force of 60-80kg/mm2
•		 The stamps are of bright drawn tool steel in silky dulled design
• 		Hardness at the engraving: 58-60 HRC 
• 		Set of numbers from 0-9 (9pcs)/(100)
• 		Capital Letters from A-Z sign & (27pcs) / (101)
• 		Set of number engraved readable (types not readable)/(103)
• 		Capital letter engraved readable/(104

PUNCH LETTER AND NUMBER

Advantages :
1. Extensive accident proof
2. No formation of burrs at the stamping head
3. Dulled stamp body with visible engraving
4. Increased service lifes
5. Therefore cost savings

Order No. Type Description

Punch Number

KW0100522 KW01-522 Punch Number 2mm

KW0100523 KW01-523 Punch Number 3mm

KW0100524 KW01-524 Punch Number 4mm

KW0100525 KW01-525 Punch Number 5mm

KW0100526 KW01-526 Punch Number 6mm

KW0100528 KW01-528 Punch Number 8mm

KW0100529 KW01-529 Punch Number 10mm

Punch Letter

KW0100506 KW01-506 Punch Letter 2mm

KW0100507 KW01-507 Punch Letter 3mm

KW0100508 KW01-508 Punch Letter 4mm

KW0100509 KW01-509 Punch Letter 5mm

KW0100510 KW01-510 Punch Letter 6mm

KW0100512 KW01-512 Punch Letter 8mm

KW0100513 KW01-513 Punch Letter 10mm
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