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Heavy Coat

HEAVY COAT

Features:
•	 Powerful high-performance pumps-the power pack for large building 	

projects and applying high viscosity materials
• 	 The material pump of the HeavyCoat units is driven indirectly by 

hydraulics
• 	 This has advantage that the shovel piston has a distinctly longer and 

slower stroke than with direct drive electric pumps.
• 	 The high suction power improves the application of high viscosity 
	 materials
• 	 The low wear rate and the equipment are further positive aspects 
	 of hydraulic technology
• 	 The wear surfaces of cylinder and piston rod are coated with an 

extremely wear resistant layer of hard chrome, making them able to	
with-stand aggressive and abrasive materials

• 	 The pressure can be smoothly regulated up to 230bar for perfect 
matching

Commercial Applications:
Indoors: 
•  	Large interior wall surfaces requiring a high level of productivity and 

surfaces coverage power: e.g. Primers, latex paints, emulsions and all 
other water diluted and solvent based materials

•  	Applications of fillers (airless spray fillers) 
•  	Flame proofing

Outdoors:
•  	Exterior wall surfaces
•  	Roof coatings
•  	Thick coating materials 
• 	 Bituminous paints 
•	 Corrosion proofing 
• 	 Inorganic zinc and micaceous iron paints 
•  	Basement sealants 

Other: 
•  	Fabric and other adhesives 

Benefits:
•	 Heavy coat special hose with a 3/8”, 1/2” or 3/4” cross section for a better 

spraying performance
• 	 Quality for spraying, in the high performance range too * with the AG 	

14 professional gun from Wagner. In combination with the TradeTip 2 	
nozzle system even high viscosity materials can be sprayed without 	
problems

• 	 The swing cart makes it possible to swing up the pump: Practical when 	
working from a bucket or a container but also for transport. 

• 	 With a choice of 230 V or 400 V electric drive or independent of mains 	
electricity with the Honda petrol engine.The right answer for every 
application

• 	 The unit can be safely depressurised and quickly cleaned in a single 	
operation 

• 	 A pleasure: The adjustable height telescopic handle makes for 
convenient transport on the building site or in the car

• 	 Tidied up and out of the way: With the integral support hoses can be 
practically stowed away

• 	 The tyres specially filled with sealing gel avoid punctures and allow easy 
and convenient transport-even on difficult sites

Order No. Part No. Description

WG0002684 0528036 HC 920 E Heavy Coat Spray Pack

WG0002685 0528035 HC 920 G Heavy Coat Spray Pack

WG0002686 0528046 HC 940 E Heavy Coat Spray Pack

WG0002687 0528045 HC 940 G Heavy Coat Spray Pack

WG0002688 0528056 HC 960 E Heavy Coat Spray Pack

WG0002689 0528055 HC 960 G Heavy Coat Spray Pack

Specification

Type HC 920 E HC 920 G HC 940 E (SSP) HC 940 G (SSP) HC 960 E (SSP) HC 960 G (SSP)

Power 3.1kW(230V) 4PS(HONDA) 3.1kW(230V) 5.5PS(Honda) 5.5kW(400V) 8PS(Honda) 

Maximum Pressure  (bar) 228 228 228 228 228 228

Weight  (kg) 83 74 83(84.5kg SSP) 76(77.5kg SSP) 100(101.5kg SSP) 88 (89.5kg SSP)

Maximum Delivery (ℓ/min) 5.5 5.5 6.6 8.0 10 12

Delivery (120bar) (ℓ/min) 4.8 5.0 5.21 7.61 10 11

Maximum Nozzle Size 1gun 0.043” 1gun 0.043” 1gun 0.052” 1gun 0.052” 1gun 0.056” 1gun 0.056”

HC 940 
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PLASTCOAT

Finish 350

CONCRETE INJECTION 

Features:
•	 Up to 15m of material hose can be tidied up here out of the way, for safe transportation
• 	 Practical thanks to the folding handle which lets the finish 350 fit into any car
• 	 The inlet valve depressor ensures a high level of operating reliability
• 	 One push with the thumb and the valve is free
• 	 Flexible: for injection simply connect the hose extension rod to the gun or to the 2 way ball valve
• 	 Precision regulation allows the material pressure to be smoothly adjusted from 0-250 bar with the 	

material pressure regulator

Benefit:
The technology of the F 350 is ideally suited  to 
the application of: epoxy and polyurethane  
(PU) materials for the renovation of concrete; 
insecticides, pesticides, anti-fouling materials for 
wood protection, emulsions and lacquers for all 
common surface coating.

Specification

Type Motor rating Voltage Weight Max. working press. Delivery (120 bar) Max. Nozzle size 

Finish 350 1.2kW 100-230V, 50-60Hz 26.5kg 250bar 1.85ℓ/m Water 2.4ℓ/m 0.021”

Features:
•	 High grade stainless steel hopper 
•	 V 400 compressor with 
	 pressure-switch 
• 	Automatic pump remover 
• 	Extraction rollers for plastic sacks 
•	 Sliding lid to rest plastic sacks on 
• 	Material hose package with air hose 
and control cable 

• 	The automatic spray lance controls all 
the main functions of the equipment 

• 	Switch is absolutely watertight and 
not susceptible to dirt Benefits:

The Plast Coat is a new plaster spraying unit for all 
textured plasters up to 5mm grain size, filler 
compounds and even bonded thermal insulation 
systems. 
• 	 Its high grade stainless steel hopper will hold 

60litres of ready-to-spray material 
• 	 The unit is a lightweight design and can be 
	 assembled without tools
• 	 Smooth control of the material flow rate from 0 

to 25litres per minute is possible 
• 	 A hose length of up to 50m (PC 25 & PC 35) or 

30m (PC15) gives a large radius pf action
•	 An interface for “container” operations is 
	 included 

Order No. Part No. Description
WG0002690 0348001 PC15 Plast Coat (Pc) Spray Pack

WG0002674 0348030 PC25 Plast Coat (Pc) Spray Pack w/ 
Compressor

WG0002581 0348040 PC35 Plast Coat (Pc) Spray Pack

Specification
Type Motor Rating Voltage Max. delivery rate  Max. delivery 

radius
Max. delivery 

height
Weight Max. grain 

size 
Working pressure

PC 15 1.5kW 230V, 50Hz 11ℓ/min 30m 20m 70kg 4mm 40bar
PC 25 2.2kW 230V, 50Hz 10/15/20ℓ/min* 40m 20m 85kg 5mm Max. 40bar
PC 35 3.6kW 400V, 50Hz 15/20/25ℓ/min* 50m 30m 87kg 5mm Max. 40bar 

The PC 15/PC 25/PCPC35 can be profitably used 
in many areas of application:
• Bonded thermal insulation systems 
	 for the applications of adhesive to the 
	 insulation panels and for laying on the 
	 reinforcing fabric
•	 Spraying of textured plasters
	 •  Mineral plasters
	 •  Synthetic resin and silicon resin plasters
	 •  Silicate plasters
• Smoothing and texturing
	 •  Smoothing filler compounds
• Sealing buildings
	 •  Thick coating
	 •  Water based bituminous emulsions
	 •  Mineral sealing systems

* depending on the pump used :
10ℓ/min - W 10/3
20ℓ/min - W 15/2
25lℓ/min - W 20/1,5

•	 Concrete maintenance
	 •  Application of pore filler slurries
	 •  SPCC fine grade filler
	 •  Suspensions of cement
	 •  Cement adhesives
•	 Other areas of application
	 •  Coarse fiber paints
	 •  Rolling and brushing plaster
	 •  Porous concrete coating
	 •  Acoustic plaster systems
	 •  Fire bulkhead mortars
	 •  Flameproofing coating  
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ProSpray  

PROSPRAY AIRLESS SPRAYPACK

PS 3.21 Airless  Spraypack

PS 3.34 Airless Spraypack

Features:
• Easy cleaned surfaces
• Spray the best surface finish with the AG 08 airless gun. It is light in
   weight, lies well in the hand and has a long service life. When it is
   surfaces
• “EasyGlide”, a special oil, forms a protective film around the cylinder, 

piston rod and packaging and protects the equipment from premature 
wear

• The Rigid suction system can be conveniently dipped into the paint
   drum by tipping it slightly. The special suction stainer with its particularly
   fine mesh size allows trouble-free working
• Tyres Suitable for the building site for comfortable transport

Materials Object size
Model

Release Agents, Oils, Undercoats, 
Primers, Fillers, Synthetic 

Resin-based Paints, Acrylic Paints
recommended nozzle size : fine finish 0.008”-0.014”

Up to 200m²
200m²-800m²

more than 800m²

Emulsion Paints, Latex Paints
recommended nozzle size : fine finish 0.017”-0.027”

Up to 200m²
200m²-800m²

more than 800m²

Anti-corrosive Agents, Flame 
Retardants, Fabric Adhesives

recommended nozzle size : fine finish 0.021”-0.031”

Up to 200m²
200m²-800m²

more than 800m²

Airless Stoppers
recommended nozzle size : fine finish 0.027”-0.039”

Up to 200m²
200m²-800m²

more than 800m²

PS
 3
.2
1

PS
 3
.2
3

PS
 3
.2
5

PS
 3
.2
9

PS
 3
.3
1

PS
 3
.3
4

PS
 3
.3
9

Benefits:
• The Prospray piston pump equipment consists of self contained sub 

assemblies, which ensures quick disassembly and easy access to all 
important functional elements for cleaning and service work

• The patented paint delivery unit-consisting of cylinder, piston and 
packaging is characterised by its large cross sections

• This provides high suction power which also allows high viscosity 
materials to be applied. The cylinder and feed piston have a low wear 
rate and a long service life

• Both the inlet and the outlet valve have a reversible seat made of 
tungsten carbide If it wears it can be reversed and continue to be used

Specification

Type Pro Spray 3.21 Pro Spray 3.25 Pro Spray 
3.29

Pro Spray 3.31 Pro Spray 3.34 Pro Spray 3.39

Motor Power/Voltage (KW/V) 0.65/220 1.1/220 1.5/220 1.7/220 1.94/220 2.68/220
Maximum Pumping Capacity (ℓ/min) 2.0 2.6 3.0 3.8 4.5 5.0
Maximum Operating Pressure (bar/Mpa) 230/23

Maximum Nozzle size (inch) 0.023 0.027 0.029 0.032 (for 1Gun)
0.021 (for 2Guns) 

0.034 (for 1Gun)
0.023 (for 2Guns)

0.039 (for 1Gun)
0.026 (for 2Guns)

Weight (kg) 16 25.5 38 38 43 44

Order No. Part No. Description
WG0003352 0558032 PS3.21 Skid 230V
WG0003472 0558034 PS3.25 SKID, 230V
WG0003473 0558035 PS3.25 HR, 230V
WG0003474 0558037 PS3.29 HR, 230V
WG0003475 0558038 PS3.31 HR, 230V
WG0003278 0558039 PS3.34 HR, 230V
WG0003476  0558040 PS3.39 HR, 230V
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HVLP Spray System

HVLP SPRAY SYSTEM

Features:
•	 Two-three- and four stage units
• 	 Reduced emissions, paint usage and solvent costs
• 	 Non-bleeder Maxum IITM gun has a stainless steel needle, guided air cap 	

and quick adjust pattern selection
• 	 Dual filtration is the most advanced on the market. Includes easy-clean 	

filters and clogged filter warning system
• 	 Patented noise reduction system makes the Wagner line the quietest 

available
• 	 All models included an integrated cup holder, one quart cup and flex air 

hose

Benefits:
•  	Wagner’s new line offers the best atomization in the industry. When coupled 

with the new, versatile and accurate Maxum II gun, the Wagner HVLP System 
provides 15% better atomization, and reduces prep and cleanup time to help 	
keep you more productive and more profitable. In addition, our 9100 four-stage 	
turbine produces 8 psi, making it the most powerful unit available today

•	 With Wagner, more power doesn’t mean more noise. Wagner provides quiet, 
dependable operation to ensure that you get the job done with less hassles- and 
no headaches

• 	 Patented noise-reduction system
• 	 Modular noise-reduction components are serviceable, with no need for messy 	

adhesives 
• 	 The 9100 four-stage turbine is as quiet as competitive two-stage units
• 	 You’ll appreciate Wagner’s lightweight design and it’s heavyweight features
• 	 Gun holders on all models – so you’ll have less to carry
• 	 The largest unit, the 9100 four-stage is lighter than most competitive 	 two-stage 

turbines 
• 	 Stands up to the toughest handling with a cast aluminium and drawn-steel 

housing
• 	 Unit handle is centered for balanced load and improved portability

Specification

Type PSI Turbine Amps Max. hose length Weight 

CS9100 8 Exclusive, four-stage bypass, tangential 12.4 (110-120V), 6.2 (220-240V) 60” (18.2m); comes with 30” (9.1m) hose 10.6kg

CS8100 6 Three-stage bypass, tangential 10.5 (110-120V), 5.25 (220-240V) 60” (18.2m); comes with 30” (9.1m) hose 10.2kg 

CS5100 5 Two stage bypass 9 (110-120V), 4.5 (220-240V) 30” (9.1m); comes with 15” (4.6m) hose 8.2kg 

Commercial Application:
Ideally suited for applying all common materials in the living area, public service area and for redecoration.
Suitable for spraying : stains, sealers, primers, multi-color coatings, polyurethane, latex (water emulsion), alkyd enamels, 
water reducible and mitrocellulose lacquer

Order No. Part No. Description

WG0001428 0279030 HVLP Turbine Spray System CS9100

WG0002043 0279036 CS 5100 HVLP Set

CS9100

CS8100

CS5100
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LineCoat

LINECOAT SPRAYPACK

Features:
•	 Selective triggering or two guns by moving 
the gun selection lever. Extra wide lines up to 
60cm are also possible

• 	Tidied up and out of the way: this is taken care 
of by these practical fixture (for conventional 
airless applications)

• 	Due to the locking brake on both units is 
safe to transport and park large pneumatic 
tyres ensure quiet stable running on different 
terrains

• 	Stepless engine control: Convenient setting 
and regulation of the required working power.

Benefits:
• 	Extremely powerful, thanks to hydraulic pump technology. The material pump 

on the LineCoat units is indirectly driven hydraulics. Here the piston makes a 
considerably longer stroke than with directly driven pumps. This increase in power 
combined with the large cross section of the suction system provides higher 
suction power and thus spraying power. This improves the application of high 
viscosity materials of all types, particularly airless marking paints

• 	The result is a high marking speed with superb line quality 
• 	Low wear and a correspondingly long service life for the equipment are further 

positive effects. The running faces of the cylinder and piston rods are protected 
against aggressive and abrasive materials by the extremely resistant material

• 	For optimal customizing the pressure can smoothly regulated up to 230bar

LineCoat 820
LineCoat 840

LineCoat 860 (860 SP)
LineCoat 880 SP

• 	Hopperkit-45litre supply of material: This practical container allows large 	
sites to be worked through without interruption. (optional) 

• 	Precise curves, radii and circles, and a smooth transition to straight lines 
is made possible by the locking and unlocking of the running wheel. 	
Simply pull the trigger on the left hand grip and start off in the desired 
direction

• 	You can release the gun from its holder in a single operation, so it 
is always available for manual work (e.g. Symbols) or other Airless 
applications

• 	The airless gun, in combination with the new TradeTip 2Line Finish 
Nozzle, provides a perfect spray pattern and sharp edges

• 	The width of the stripe depends on the spraying angle of the nozzle and 
the distance of the gun from the surface. The desired positions can be set 
easily and quickly – without tools

• 	The powerful Honda petrol engines are particularly reliable and long 
lasting
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Commercial Application:
For the widest range of marking works in road, parking area, courtyard, airport, etc

Specification

Technical Data LineCoat 820 LineCoat 840 LineCoat 860 (860 SP) LineCoat 880 SP

Engine Rating  (kW/HP) 3.0/4(Honda) 4/5.5(Honda) 4/5.5(Honda) 5.9/8(Honda) 
Weight (kg) 107 111 116(LineCoat 860 SP :123kg) 169(seat :44kg) 

Electrical System  50/12 50/12 50/12 50/12

Pump Drive Hydraulic Hydraulic Hydraulic Hydraulic 
Max. Delivery Rate (ℓ/min) 5 8.2 8.9 8.9 
Max. Pressure (Mpa) 23(230bar) 23(230bar) 23(230bar) 23(230bar) 
Max. Spraying Speed (m/min) 16(9.7km/h) 188(10.7km/h) 215(12.5km/h) 266(12.5km/h) 
Max. Nozzle Size  1 gun 0.036” 0.048” 0.052” 0.052”
                                      2 gun 0.028” 0.033” 0.038” 0.038”
Line Width (cm) 5 to 30 5 to 60 5 to 60 5 to 60

Order No. Part No. Description

WG0002680 0555135 LC 820 Line Coat Spray Pack

WG0002681 0555145 LC 840 Line Coat Spray Pack

WG0002682 0555165 LC 860 SP Line Coat Spray Pack

WG0002683 0555065 LC 55 SP Line Coat (Lc) Spray Pack

WG0002802 0555155 Line Coat LC860 Gasoline

WG0002931 0555035 Spray Nit

LineCoat

LINECOAT SPRAYPACK

TradeTip 2 LineFinish
The special nozzle for high-quality road and surface 
marking indoors and outdoors!

NEW!Wagner Tip

NOZZLE EXTENSION
Nozzle Extension with Nozzle Holder, without Nozzle, G Thread

Order No. Part No. Description

WG0002792 0556075 Nozzle Extention Comp 30cm

WG0002793 0556077     Nozzle Extention Comp 60cm

AIRLESS SPRAY KITS

Order No. Part No. Description

WG0002931 0555118 Spray Kit

Airless spray kits contain:
•  Airless gun AG 08 (compact, lightweight and reliable)
•  High-pressure paint hose to 240bar = 15meters
•  Nozzle with the latest design of the trade tip 2 with a size of 0:43mm and 	
	 an angle of 50˚
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Application Nozzle
Marking

Bore
Inches 
(Mm)

Spraying
Angle

Spray Jet
Width1

Order
Ref No.

Gun
Filters

Water and 
Solvent Based 
Lacquers and 
Paints, Oils, 
Release Agents

7

9

107 0,007 (0.18)    10° 100 0552 107 n 

“R
ED

” G
UN

 F
ILT

ER

207 0,007 (0.18) 20° 120 0552 207 n

307 0,007 (0.18) 30° 150 0552 307 n

407 0,007 (0.18) 40° 190 0552 407 n

109 0,009 (0.23) 10° 100 0552 109 n

209 0,009 (0.23) 20° 120 0552 209 n

309 0,009 (0.23) 30° 150 0552 309 n

409 0,009 (0.23) 40° 190 0552 409 n

509 0,009 (0.23) 50° 225 0552 509 n

609 0,009 (0.23) 60° 270 0552 609 n

Synthetic 
Enamels 
Lacquers

11 111 0,011 (0.28) 10° 100 0552 111 n

211 0,011 (0.28) 20° 120 0552 211 n

311 0,011 (0.28) 30° 150 0552 311 n

411 0,011 (0.28) 40° 190 0552 411 n

511 0,011 (0.28) 50° 225 0552 511 n

611 0,011 (0.28) 60° 270 0552 611 n

Lacquers, 
Primers, 
Base Coats, 
Fillers

13 113 0,013 (0.28) 10° 100 0552 113 n n

213 0,013 (0.28) 20° 120 0552 213 n n

313 0,013 (0.28) 30° 150 0552 313 n n

413 0,013 (0.28) 40° 190 0552 413 n n

513 0,013 (0.28) 50° 225 0552 513 n n

613 0,013 (0.28) 60° 270 0552 613 n n

813 0,013 (0.28) 80° 330 0552 813 n n

Fillers, 
Anticorrosion 
Paints

15 115 0,015 (0.38) 10° 100 0552 115 n

215 0,015 (0.38) 20° 120 0552 215 n

315 0,015 (0.38) 30° 150 0552 315 n

415 0,015 (0.38) 40° 190 0552 415 n

515 0,015 (0.38) 50° 225 0552 515 n

615 0,015 (0.38) 60° 270 0552 615 n

715 0,015 (0.38) 70° 300 0552 715 n

815 0,015 (0.38) 80° 330 0552 815 n

Anticorrosion 
Paints,
Latex Paints,
Emulsions

17

19

117 0,017 (0.43) 10° 100 0552 117 n

217 0,017 (0.43) 20° 120 0552 217 n

317 0,017 (0.43) 30° 150 0552 317 n 

417 0,017 (0.43) 40° 190 0552 417 n

517 0,017 (0.43) 50° 225 0552 517 n

617 0,017 (0.43) 60° 270 0552 617 n

717 0,017 (0.43) 70° 300 0552 717 n

817 0,017 (0.43) 80° 330 0552 817 n

219 0,019 (0.43) 20° 120 0552 219 n

319 0,019 (0.43) 30° 150 0552 319 n

419 0,019 (0.43) 40° 190 0552 419 n

519 0,019 (0.43) 50° 225 0552 519 n

619 0,019 (0.43) 60° 270 0552 619 n

719 0,019 (0.43) 70° 300 0552 719 n

819 0,019 (0.43) 80° 330 0552 819 n

919 0,019 (0.43) 90° 385 0552 919 n

Fire-retardent 
Coatings

21 221 0,021 (0.53) 20° 120 0552 221 n

321 0,021 (0.53) 30° 150 0552 321 n

421 0,021 (0.53) 40° 190 0552 421 n

521 0,021 (0.53) 50° 225 0552 521 n

621 0,021 (0.53) 60° 270 0552 621 n

721 0,021 (0.53) 70° 300 0552 721 n

821 0,021 (0.53) 80° 330 0552 821 n

921 0,021 (0.53) 90° 385 0552 921 n

Application Nozzle
Marking

Bore
Inches 
(Mm)

Spraying
Angle

Spray Jet
Width1

Order
Ref No.

Gun
Filters

Roof Coatings 23 223 0,023 (0.58) 20° 120 0552 223 n

323 0,023 (0.58) 30° 150 0552 323 n

423 0,023 (0.58) 40° 190 0552 423 n

523 0,023 (0.58) 50° 225 0552 523 n

623 0,023 (0.58) 60° 270 0552 623 n

723 0,023 (0.58) 70° 300 0552 723 n

823 0,023 (0.58) 80° 330 0552 823 n

Thick Film 
Materials, 
Anticorrosion 
Paints, Spray 
Plaster

25

27

29

31

33

35

39

225 0,025 (0.64) 20° 120 0552 225 n

325 0,025 (0.64) 30° 150 0552 325 n

425 0,025 (0.64) 40° 190 0552 425 n

525 0,025 (0.64) 50° 225 0552 525 n

625 0,025 (0.64) 60° 270 0552 625 n

725 0,025 (0.64) 70° 300 0552 725 n

825 0,025 (0.64) 80° 330 0552 825 n

227 0,027 (0.69) 20° 150 0552 227 n n 

427 0,027 (0.69) 40° 190 0552 427 n n

527 0,027 (0.69) 50° 225 0552 527 n n

627 0,027 (0.69) 60° 270 0552 627 n n

827 0,027 (0.69) 80° 330 0552 827 n n

529 0,029 (0.75) 50° 225 0552 529 n n

629 0,029 (0.75) 60° 270 0552 627 n n

231 0,031 (0.79) 20° 120 0552 231 n n

331 0,031 (0.79) 30° 150 0552 331 n n

431 0,031 (0.79) 40° 190 0552 431 n n

531 0,031 (0.79) 50° 225 0552 531 n n

631 0,031 (0.79) 60° 270 0552 631 n n

731 0,031 (0.79) 70° 300 0552 731 n n

831 0,031 (0.79) 80° 330 0552 831 n n

433 0,033 (0.84) 40° 190 0552 433 n n

533 0,033 (0.84) 50° 225 0552 533 n n

633 0,033 (0.84) 60° 270 0552 633 n n

235 0,035 (0.90) 20° 120 0552 235 n n 

335 0,035 (0.90) 30° 150 0552 335 n n

435 0,035 (0.90) 40° 190 0552 435 n n

535 0,035 (0.90) 50° 225 0552 535 n n

635 0,035 (0.90) 60° 270 0552 635 n n

735 0,035 (0.90) 70° 300 0552 735 n n

835 0,035 (0.90) 80° 330 0552 835 n n

539 0,039 (0.99) 50° 225 0552 539 n n

Heavy Duty 
Applications

43

52

61

63

243 0,043 (1.10) 20° 120 0552 243 n

443 0,043 (1.10) 40° 190 0552 443 n

543 0,043 (1.10) 50° 225 0552 543 n

252 0,052 (1.30) 20° 120 0552 252 n

552 0,052 (1.30) 50° 225 0552 252 n

261 0,061 (1.55) 20° 120 0552 261 n

461 0,061 (1.55) 40° 190 0552 461 n

263 0,063 (1.60) 20° 120 0552 263 n

463 0,063 (1.60) 40° 190 0552 463 n

267 0,067 (1.70) 20° 120 0552 267 n

467 0,067 (1.70) 40° 190 0552 467 n

First class finishes
with the right nozzle  and
gun filter

Angle 50°

Bore
0,017 inches

Integral tools
for easy insertion and 
changing of the double seal

Clear indication
of the spraying direction or 
cleaning position.

Nozzle Marking
the nozzle marking identifies 
the spraying angle and the 
orifice size (orifice determines 
flow-rate). Example: 
nozzle 517

Spray Jet Width
->	 the ideal distance from the object is 

always around 30cm.
->	 the nozzle angle determines the 

spray width e.g. 225mm width the 
517 nozzle

Gun Filters
There is a gun filter to suit every nozzle. 
By selecting the correct size you avoid tip 
blockages and ensure a good result.

Angle 50°

300mm

Spray jet 
width 
225mm

n Filter  180 mesh  extra fine
n Filter  100 mesh  fine
n Filter    50 mesh  medium
n Filter    30 mesh  coarse
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1 Spray jet width at around 30cm distance from the object and 100bar pressure, using synthetic 
resin lacquer at 20DIN seconds viscosity
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Airless Gun Range

AIRLESS SPRAY GUN

G - 08 (250 bar)
•	 Painted parts out of aluminium and 
	 stainless steel
• 	Very low weight of 400g
• 	Integrated long filter

Specification

Technical Data G-08 (250bar) AG-14 (270bar) G-15 (530bar) G-15H (530bar)

Max. Operating Pressure (bar) 250 270(27MPa) 530(53MPa) 530(53MPa)

Material Inlet Thread M16x1.5 or NPSM ¼ M16 x 1.5 or NPSM ¼ M16x1.5 or NPSM ¼ M16x1.5 or NPSM ¼

Material Outlet Thread (W/V) 50 /12 50 /12 50 /12 50 / 12

Material Wetted Parts
High Grade Steel, 

Aluminium, Teflon and 
Hard Metal

High-grade Stainless Steel, 
Urethane, Polyethylene, Nylon, 

Hard Metal

High Grade Steel, 
Aluminium, Teflon and 

Hard Metal

High Grade Steel, 
Aluminium, Teflon and 

Hard Metal

Max. Temperature of Material(°C) 43 43 43 43

Max. Sound Pressure Level (dB(A)) 85 81 85 85

Weight (g) 600 590 600 600 

G - 15 (530 bar)
•	 Good flow characteristic for high viscosity materials
• 	 Painted parts out of aluminium and stainless steel
• 	 Very low weight of 600g
• 	 Integrated long filter
• 	 Special gun for abrasive and high viscosity materials 	

which needs to amplified with 530bar

G - 15H (530 bar)
•	 Good flow characteristic for high viscosity materials
• 	 Painted parts out of aluminium and stainless steel
• 	 Special gun for abrasive and high viscosity materials 	

which doesn’t need a filter, but requires a working 
	 pressure

Order No. Part No. Description
WG0002487 0257016 AG-14 Airless Spray Gun M16x1.5
WG0002859 0257018 AG-14 Airless Spray Gun F-thread11/16” M16x1.5

WG0002867 0296386 Airless Spray Gun - G-08 (250bar)

WG0003407 0257017 AG- 14 Gewinde 1”/16” NPS 1/4”

AG - 14

•	 All material wetted parts are made of 
high grade stainless steel,  urethane, 
polyethylene, nylon and hard metal

•	 Very low weight of 590g
•	 Integrated long filter
•	 Integrated material swivel joint Commercial Application:

Commercial vehicle manufacturers, Shipyards, 
Furniture, Corrosion protections, Wood coating, Steel 
constructions, Large area paint works

Benefits:
•	 Minimal paint mist formation compared to Airspray
•	 High working speed 
•	 Good hiding power (thick, one pass coating)
•	 Solvent savings - materials applied unthinned
•	 High viscosity, high solids materials can be processed
•	 Light and transportable

•	 Suction from original containers is possible 
	 (use of premixed materials)
•	 Can be refilled during work (unlike airspray cup guns)
•	 Long hose lengths are possible
•	 Low maintenance
•	 Low energy consumption - no atomizing air

Order No. Part No. Description

 WG0002871 0347002 G-15 Airless Spray Gun – AG-14 (530bar)

 WGZ002091 0347001 G- 15 Airless Spray Gun

Benefit of airless and aircoat compares to conventional airspray.

Conventional Air Spray Airless Spray Aircoat Spray

•	 Particularly well suited to decorative applications
•	 For low viscocity material
•	 Unnecessary clouds of over spray mist 
•	 Low transfer efficiency

•	 Less over spray
•	 Greater surface coverage
•	 High viscosity materials can be sprayed
•	 Low energy consumption
•	 Higher transfer efficiency

•	 Much less over spray
•	 Less paint rebound
•	 Microfine spraying
•	 Paint savings up to 30% compared to air spray
•	 Softer spray fan with reduced forward momentum
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GM 4100 AC

MANUAL AIRCOAT SPRAY GUN COATING

Features:
•	 For an optimal adjustment to water based or solvent based materials there is a choice between two air caps : a blue 

air cap for water based materials, a red air cap for solvent based materials
•	 Anti-contact guard to european standard EN 1953  
•	 Ergonomic interaction is enhanced, because the gun is lighter and requires less trigger and holding force, thus 

reducing operator fatigue
•	 Reproducible coating results are provided by the air coat stainless steel nozzle which is matched precisely to the air caps
•	 For fast cleaning when the nozzle is blocked simply insert the other way round and blow through
•	 Flexible working thanks to the smoothly adjustable width of the air jet
•	 Maintenance friendly, needle and packing are easy to replace
•	 Optimal protection to European Standard EN 1953 when cleaning and during work breaks is provided by the 

integral trigger lock
•	 With the ergonomic handle, work is no trouble at all 

Benefits:
•	 High coating speed
•	 Uniform application of material   
•	 Soft run-out at the edges of zone
•	 Less over spray than with airless and air-spraying
•	 good atomisation right from a material pressure of 60 bar
•	 Thus less nozzle and equipment wear
•	 The ergonomic gun with many extras for a high	
level of working convenient, such as the reversible 
nozzle and the manually released filter housing

•	 The best application characteristics for high-surface 
coating 

•	 New Wagner air guidance system with its optimized 
atomization capabilities produces a premium finish in 
every application

Technical Data Ultra Light Gun 
GM 4100AC

Light Gun 
GM 4600AC

• Slim Handle
• Ultra Light Gun 437gr
• Edge Filter

• Regular Handle
• Light Gun 526gr
• Long Filter

Length  (mm/inch) 206/8.1” 21/8.3”
Width (mm/inch) 173/6.8” 173/6.8”
Weight gr/oz 437/15.4 526/18.6
Max. Air Inlet Pressure 
(bar/MP/psi) 8/0.8/120

Max. Material Pressure 
(bar/MPa/psi) 250/25/3625

Material Connection (inch) NPSM 1/4”
Air Consumption (red cap/2 bar) 
(ℓ/min) min. 85.7 - 97.5

Air Connection (inch) G 1/4”
Wetted Parts Stainless steel, tungsten carbide, POM, PTFE, FPM,PA

Order No. Part No. Description
WGZ0002934 0666359 AC Gun Package GM 4100

Commercial Application:
Furniture manufacturers, corrosion protection, wood coating, 
home appliance manufacturers, vehicle caroserie

Technical Data GM 2800 EA
Weight (Without Cables)  (g) 600

Overall Length (mm) 355
Input Voltage Max. 22 Vpp
Input Current (A) Max. 0.9
Output Voltage Max. 80 kV DC
Output Current Max. 100 µA DC
Polarity Negative
Max. Air Pressure (bar) 8
Max. Paint Pressure (bar) 8
Gun Cable Length (m) 11
Available Flat Spray Nozzles (mm) 1.2 – 1.8
Paint Hose Connection (mm) Ø 10
Paint Hose Length (m) 7.5
Paint Hose I.d (mm) Ø 6

GM 2800 EA

MANUAL ELECTROSTATIC SPRAY EQUIPMENT

Features:
•	 Versatile in use, especially in production 	 	

runs or for intricate work-pieces (e.g. 	 	
mesh, fences, furniture fittings, forging, 	 	
light etc.)

• 	 Universal use with all types of paint 
- even highly conductive paint such as 
metallic 	lacquers

• 	 The gun is easy to use even for beginners
• 	 Any spray shop can now paint in an 

environmentally friendly way with 
electrostatic technology

Benefits:
• 	 FAST : the nozzle is changed in two operations: simply unscrew the air 	

cap and pull out the nozzle. The valve remains closed which means the 
nozzle can be changed without flushing any hoses

•  	SIMPLE : it is ensured that paint does not leak into the air channels when 
changing the nozzle, so nozzle replacement is particularly easy and safe

• 	 HIGH ATOMISATION QUALITY : the atomising air is uniformly distributed 
through the air cap giving a uniform soft spray pattern

• 	 LONG WORKING LIFE : the valve seat and needle are not subjected to \\ 
wear and tear when changing the nozzle. This means that the working life 
of these components is extended, which in turn means lower 

	 maintenance costs
• 	 For OPTIMUM MATCHING of the spray fan to the paint and desired output 

rate, the nozzles and air caps are available in various sizes

Order No. Part No. Description
WG0002062 0179037 GM2800EA Electrostatic Spray Gun

• 	 The electrostatic function can be switched off for safe cleaning, or for use 	
as a “normal” air atomising spraygun

• 	 Nozzle changes are simple: the nozzle can be changed or cleaned 
without flushing the paint supply system

• 	 The use of a flat spray nozzle gives a wide or narrow spray fan. The spray	
ing angle can be changed by adjusting the shaping air control
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AIRCOAT NOZZLES AND ACCESSORY

Application G
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Bore 
Inches / Mm

Acf3000

Part No.

Brilliant

Part No.
Natural Lacquers 

G
ap

 F
ilt
er

 2
00

 M
es

h

G
un

 F
ilt
er

 R
ed

07.10
07.20

10°
20°

0,007 / 0,18 
0,007 / 0,18

0379107 
0379207

0148107
0148207

Colourless Lacquers 
Oils 

09.20
09.30
09.40
09.50

20°
30°
40°
50°

0,009 / 0,23 
0,009 / 0,23 
0,009 / 0,23 
0,009 / 0,23 

0379209 
0379309 
0379409 
0379509 

0148209
0148309
0148409
0148509

Synthetic Resin 
Lacquers 
Pvc Lacquers 

G
ap

 F
ilt
er

 1
00

 M
es

h

11.10
11.20
11.30
11.40
11.50
11.60
11.80 

10°
20°
30° 
40° 
50° 
60° 
80° 

0,011 / 0,28 
0,011 / 0,28 
0,011 / 0,28 
0,011 / 0,28 
0,011 / 0,28 
0,011 / 0,28 
0,011 / 0,28 

0379111 
0379211 
0379311 
0379411 
0379511 
0379611 
0379811 

0148111
0148211
0148311
0148411
0148511
0148611
0148811

Lacquers 
Priming Varnishes 
Base Coats 
Fillers 

G
un

 F
ilt
er

 Y
el
lo
w

13.10 
13.20 
13.30 
13.40 
13.50 
13.60 
13.80 

10° 
20° 
30° 
40° 
50° 
60° 
80° 

0,013 / 0,33 
0,013 / 0,33 
0,013 / 0,33 
0,013 / 0,33 
0,013 / 0,33 
0,013 / 0,33 
0,013 / 0,33 

0379113 
0379213 
0379313 
0379413 
0379513 
0379613 
0379813 

0148113
0148213
0148313
0148413
0148513
0148613
0148813

Fillers 
Anticorrosion Paints 

15.10 
15.20 
15.30 
15.40 
15.50 
15.60 
15.80 

10° 
20° 
30° 
40° 
50° 
60° 
80° 

0,015 / 0,38 
0,015 / 0,38 
0,015 / 0,38 
0,015 / 0,38 
0,015 / 0,38 
0,015 / 0,38 
0,015 / 0,38 

0379115 
0379215 
0379315 
0379415 
0379515 
0379615 
0379815 

0148115
0148215
0148315
0148415
0148515
0148615
0148815

Anticorrosion Paints 
Latex Paints 

G
ap

 F
ilt
er

 6
0 
M
es

h

17.20 
17.30 
17.40 
17.50 
17.60 
17.80 

20° 
30° 
40° 
50° 
60° 
80° 

0,017 / 0,43 
0,017 / 0,43 
0,017 / 0,43 
0,017 / 0,43 
0,017 / 0,43 
0,017 / 0,43 

0379217 
0379317 
0379417 
0379517 
0379617 
0379817 

0148217
0148317
0148417
0148517
0148617
0148817

Anticorrosion Paints 
Latex Paints 

G
un

 F
ilt
er

 W
hi
te

19.20 
19.30 
19.40 
19.50 
19.60 
19.80 

20° 
30° 
40° 
50° 
60° 
80° 

0,019 / 0,48 
0,019 / 0,48 
0,019 / 0,48 
0,019 / 0,48 
0,019 / 0,48 
0,019 / 0,48 

0379219 
0379319 
0379419 
0379519 
0379619 
0379819 

0148219
0148319
0148419
0148519
0148619
0148819

Mica Paints 
Zinc-rich Paints 
Anticorrosion Paints 
Glue 

21.20 
21.40 
21.50 
21.60 
21.80 
23.40 
23.60 
23.80 
25.40 
25.60 
25.80 
27.40 
27.60 
27.80 
29.40 
29.60 
29.80 
31.40 
31.60 
31.80 
35.40 
35.60 
35.80 

20° 
40° 
50° 
60° 
80° 
40° 
60° 
80° 
40° 
60° 
80° 
40° 
60° 
80° 
40° 
60° 
80° 
40° 
60° 
80° 
40° 
60° 
80° 

0,021 / 0,53 
0,021 / 0,53 
0,021 / 0,53 
0,021 / 0,53 
0,021 / 0,53 
0,023 / 0,58 
0,023 / 0,58 
0,023 / 0,58 
0,025 / 0,64 
0,025 / 0,64 
0,025 / 0,64 
0,027 / 0,69 
0,027 / 0,69 
0,027 / 0,69 
0,029 / 0,75 
0,029 / 0,75 
0,029 / 0,75 
0,031 / 0,79 
0,031 / 0,79 
0,031 / 0,79 
0,035 / 0,90 
0,035 / 0,90 
0,035 / 0,90 

0379221 
0379421 
0379521 
0379621 
0379821 
0379423 
0379623 
0379823 
0379425 
0379625 
0379825 
0379427 
0379627 
0379827 
0379429 
0379629 
0379829 
0379431 
0379631 
0379831 
0379435 
0379635 
0379835 

0148221
0148421
0148521
0148621
0148821
0148423
0148623
0148823
0148425
0148625
0148825
0148427
0148627
0148827
0148429
0148629
0148829
0148431
0148631
0148831
0148435
0148635
0148835

AirCoat nozzles ACF3000 for
GA 3000AC and GM 4000AC Series

AirCoat nozzles Brilliant
for guns from the

GM/GA 2000 series

RED air cap for
solvent based
materials (LV)

BLUE air cap for
water-based

materials (HV)

Gap filter for
GA 3000AC
automatic gun

RED
gun filter

YELLOW
gun filter

WHITE
gun filter

AIRCOAT NOZZLES AND 
ACCESSORIES
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MANUAL ELECTROSTATIC SPRAY EQUIPMENT
GM 2000 EAC Technical Data GM 2000 EAC

Max. Air Pressure (bar) 8

Max. Paint Pressure (bar) 250

Air Connection (inch) R 1/4”

Paint Connection (inch) NPS 1/4”

Filter (Standard) 180mesh

Input Voltage (V) Max. 22DC

Input Current (A) Max. 0.7DC

Output Voltage (kV) Max. 80DC

Output Current Max. 150micro Amp DC

Polarity Negative

Cable Length (m) 11

Weight (g) Approx. 600 (without cables)

Feature:
Aircoat manual gun with flat or 
round nozzle system 	suitable for 
all solvent based paints, even low 
resistance types e.g metallic, with 
a specific paint resistance or more 
than 50khm (on the Wagner scale)

Benefits:
•	 Up to 65% less paint usage
• 	 Up to 80% saving time
• 	 High quality surface finish
• 	 Lower waste disposal costs
• 	 Improved working conditions
• 	 Electrostatic with air back up
• 	 Best in faraday cages effect

Order No. Part No. Description

WG0000264 0179013 GM2000 EAC RB Electrostatic Aircoat Gun

WG0002771 0666338 Electrostatic Aircoat Roundspray

Commercial Application:
Industrial coatings, particularly for wooden and metal surface, aircraft 
industry, agricultural machinery, lorries, construction vehicles

GM 2800 EAW Aqua Coat

MANUAL ELECTROSTATIC SPRAY EQUIPMENT

Feature :
Safe solution for electrostatic manual 
applications of water based paints.

Benefits:
• 	 High safety level, during application, access to the interior of the device 	

	is blocked mechanically
• 	 Easy to use
• 	 Easy maintenance
• 	 An increase in transfer for efficiency which gives a cost saving (more 

paint, g/cm2, in a given time). The increase in usage efficiency is a 
	 combination of:
  	 • 	 Less overspray (fall out)
  	 •  	Better atomization quality through improved droplet distribution
  	 • 	 Increased surface coverage for same gun movements
• 	 As result, other financial benefits are seen e.g.:
  	 •  	Increase coating speeds
  	 •  	Less waste deposited in spraybooths
  	 •  	Less solvent emission per workpiece

Order No. Part No. Description
WG000001 0353021 Spraypack Aquacoat Airspray IP52

Specification
Type Max. Spray 

Current
Voltage Enclosure 

Class
GM 2800 EAW 200µA 230V, 50Hz IP54

Commercial Application:
Vehicle manufacture, railway car manufacture, agricultural and 
construction machines, machine and facility construction, wood window 
manufacture, wood furniture industry, orders for separating agents for 
glass, aluminium, gray iron, plastic.

Electrostatic for 
water based painted

More cost saving
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Technical Data GA 2000 EAC EN GA 2800 EA
Air Pressure (bar) Max. 8 Max. 8

Paint Pressure (bar) Max. 250 Max. 8
Weight (g) 1400 Complete 1400 
High Voltage (kV) 0-80 0-80 

AUTOMATIC ELECTROSTATIC
Gun with air atomization / Aircoat Atomization

GA 2000 EAC
Feature :
WAGNER electrostatic automatic guns have been developed especially for 
automated, efficient and economical electrostatic coating in industry. All 
electrostatic guns for automatic application of solvent-based paints are 
explosion protected in accordance with the ATEX guideline.

GA 2800 EA

Order No. Part No. Description
WG0002330 0350028 GA2800EA Automatic Electrostatic Gun

WG000118 0350003 GA 2000 EACE Automatic Spray Gun  

Benefits:
• 	 Perfect surface finish
• 	 Simple maintenace and cleaning
• 	 Matched control unit for high process reliability and ease of operation
• 	 Extensive range nozzles (round and flat jet nozzles)

CONTROLLERS FOR ELECTROSTATIC COATING

VM 2000

EPG 3000

Controller for manual 
Application
VM 2000 for Solvent-Based paints
Separate display for
• High voltage kV (set point, adjustable)
• Spraying current µA (actual value when spaying)
• Spraying current limit: max. 100µA
• Grounding check
• Fault display
• Adjustable voltage
• Gun cable length up to 40m without power loss
• Protection class IP 54

Controller for Automatic 
Application
EPG 3000 for Solvent-Based paints
Separate display for
• High voltage kV (set point, adjustable)
• Spraying current µA (actual value when spaying)
• Spraying current limit: max. 100µA
• Grounding check
• Fault display
• Adjustable voltage
• Pressure adjustment for atomizer and shaping air, incl. Pressure gauge
• Can be integrated into the control system of the modular 
  painting equipment
• Protection class IP 54
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Low Pressure Pneumatic Piston Pump

LOW PRESSURE PNEUMATIC PISTON PUMP  “ICE BREAKER”

Feature :
With the pneumatic piston pumps the icebreaker air motors provide decisive 
advantages for practical use especially in continuous multi-shift operation. The 
design refinements have reduced the inevitable power losses due to icing down 
to a minimum. Interruption of work due to the earlier need for thawing out are 
now a thing of the past.
Easily maintained fluid sections reduce the down times due to maintenance and 
cleaning to a minimum. Stainless steel quality ensures low wear and long service 
life.

Benefits:
• Particularly high delivery rates
• Extremely kind to the paint material
• 50% faster maintenance = greater economy
• Easily maintained fluid section
• Stainless steel quality
• 15% fewer components = less wear
• Tungsten carbide valve seats
• Self adjusting packing
• High delivery rate

Order No. Part No. Description
WGZ000004 0367008 Puma Piston Pump 3-600
WGZ000005 0368011 Leopard Piston Pump 4-1200
WGZ000006 0368008 Leopard Piston Pump 8-600
WGZ000007 0367004 Puma Piston Pump 8-300
WGZ000008 0109015 Piston Pump 3-130 S
WGZ000009 0369007 Jaguar Piston Pump 9-1200

Commercial Application:
Automotive industry and suppliers, wood and furniture industry, agricultural 
machinery and commercial vehicle building, machine makers and plastics 
industry , chemical and printing industry.

Technical Data Puma 3-600 Leopard 4-1200 Leopard 8-600 Puma 8-300 3-130 S Jaguar 9-1200
Intensification Ratio 3 ; 1 4 ; 1 8 ; 1 8 ; 1 3 ; 1 9 ; 1

Volumetric (cc) 600 1200 600 300 130 1200
Flow per Double Stroke (oz.) 20.29 40.58 20.29 10.15 4.4 40.58
Volume for (ltr/min) 30 60 30 15 6.5 60
50 Double Strokes  (gpm) 7.9 15.85 7.9 3.96 1.72 15.85
Volume (ℓ/min) 75 110 75 50 30 110
Max. Free Outlet (gpm) 19.8 29.06 19.8 13.2 7.9 29.06
Max. Working Pressure (bar/psi) 24 / 348 30 / 435 62 / 899 64 / 928 24 / 8 64 / 928
Air Inlet Pressure (bar/psi) 8 / 116 7.7 / 112 7.7 / 112 8 / 116 8 / 116 7.1 / 103
Air Consumption per Double (nl) 16.5 37.3 37.3 16.5 3 80
Stroke at 6bar/87psi (cfm) 0.58 1.32 1.32 0.58 0.11 2.81
Sound Pressure Level at 8bar/116psi (dB(A)) 78 78 78 78 78 83

3-600 4-1200 8-600 8-300

3-130 S

9-1200

To ensure proper functioning, reliability and a long 
service life, use only genuine WAGNER parts! They 
have been rigorously tested for quality and reliability 
and are perfectly matched to the overall functions 
and capacities of the units!

Wagner Tip
Original

Product

Suitable for Transfer PUMP
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Zip 52 Finishing Basic Unit

PNEUMATIC DIAPHRAGM PUMP

Technical Data Zip 52 Finishing Basic Unit

Pressure Ratio 1 ; 1

Max. Working Fluid Pressure (bar) 7.8

Inlet Air Pressure (bar) 1-8

Max. Flow Rate (Naked Pump) (lpm) 52

Noise Level* (dB(A)) 76

Max. Operating Temperature** (°C) 85

Air Connection (inch) ¼” BSP

Features:
• 	 Easy to use, air and paint regulators are 
	 positioned on the front control panel in a user 

friendly position
• 	 Flexible suction pipe also suitable for thicker 

materials
• 	 Perfect, for top quality finishing
• 	 Modular, from the basic version, you can easily 

add the wall support or the stand kit and the 
wheels kit to transform it in a trolley

Benefits:
•	 Faster change over speed, lower air consumption and low 

noise level thanks to the new pneumatic motor “Runner” ;
• 	 Anti-stalling pilot valve;
•	 Small number of pumps components;
• 	 High flow rate, more than 50ℓ/min (13Gal/min);
• 	 Extreme reliability thanks to the new “long life” diaphragms;
• 	 Wide compatibility with solvents, all the o-rings in contact  

with fluid are made of PTFE;
• 	 Compact pump size for easy cleaning;
• 	 High suction capability also when dry;
• 	 Wide range of available materials

Order No. Part No. Description

WG0002413 U760.00 Zip52 Finishing Diaph Pump

Commercial Application:
For any painting application in : Wood, Plastic, Metal, Textile, Leather

Zip 52 Finishing On Stand

Technical Data Zip 52 Finishing on Stand

Pressure Ratio 1 ; 1  

Max. Working Fluid Pressure (bar) 7.8

Inlet Air Pressure (bar) 1-8

Max. Flow Rate (Naked Pump) (lpm) 52

Noise Level* (dB(A)) 76

Max. Operating Temperature** (°C) 85

Air Connection (inch) ¼” BSP

Order No. Part No. Description

WG0002351 U760.00S/E Zip52 Finishing Spraypack w/dbl Hose 
and Gun

WG0002933 U550PTPT1-A Diaphragm Pump ZIP 52 Polypropilene

WG0002933 U760.00 ZIP52 Finishing Diaph. Pump

Commercial Application:
For any painting application in : Wood, Plastic, Metal, Textile, Leather

Features:
• 	 Easy to use, air and paint regulators are positioned on the front control 

panel in a user friendly position
• 	 Flexible suction pipe also suitable for thicker materials
• 	 Perfect, for top quality finishing
• 	 Modular, from the basic version, you can easily add the wall support or 

the stand kit and the wheels kit to transform it in a trolley

Benefits:
•	 Faster change over speed, lower air consumption and low noise level 

thanks to the new pneumatic motor “Runner” 
• 	 Anti-stalling pilot valve;
•	 Small number of pumps components
•	 High flow rate, more than 50ℓ/min (13Gal/min)
• 	 Extreme reliability thanks to the new “long life” diaphragms
• 	 Wide compatibility with solvents, all the o-rings in contact with fluid are 

made of PTFE
•	 Compact pump size for easy cleaning
• 	 High suction capability also when dry
• 	 Wide range of available materials

Technical Data Zip 182 Diaphragm Unit

Pressure Ratio 1 : 1

Max. Working Fluid Pressure (bar) 8

Inlet Air Pressure (bar) 1-8

Max. Flow Rate (Naked Pump) (l/m) 182

Noise Level (dB(A)) 87

Max. Operating Temperature (°C) 90

Air Connection (inch) G 1”

NEW PRODUCT
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DIAPHRAGM PUMP
Zip52 Finishing Diaph

Benefits:
•	 Faster change over speed, lower air consumption and low noise level 	

thanks to the new pneumatic motor “Runner”;
•	 Anti-stalling pilot valve;
•	 Small number of pump components;
•	 High flow rate, more than 50ℓ/min (13Gal/min);
•	 Extreme reliability thanks to the new “long life” diaphragm
•	 Wide compatibility with solvents, all the o-rings in contact with fluid are 

made of PTFE;
•	 Compact pumps size for easy cleaning;
•	 High suction capability also when dry;
•	 Wide range of available materials

PNEUMATIC DIAPHRAGM PUMP
ZIP 80

Technical Data Zip 80
Max. Working Fluid Pressure (bar) 7.9

Air Pressure Operating Range (bar) 1-8
Max. Flow Rate** (ℓ/min) 80
Displacement per Cycle (ℓ) 0.225
Max. Recommended  Speed (cpm) 300
Max Dry Suction Lift (m) 4.9
Suspended Solid Max. dia. (mm) 3
Noise Level* (dBA) 73
Max. Operating Temperature (°C) 90
Fluid Inlet/Outlet (BSP) 3/4”
Air Inlet (BSP) 1/4”
Weight Polypropylene (Kg) 4.2
Weight Aluminium (Kg) 5.3
Weight Stainless Steel (Kg) 8.7

Feature :
•	 Air powered double diaphragm pump; designed to transfer and to pump 

fluid products including corrosive,  abrasive and high-viscosity materials.

Benefits:
•	 Over-pressure safety valve INTEGRATED into the “RUNNER” air Motor
•	 ANTI-STALL air pilot valve, pre-assembled and easy to replace
•	 Operates at MINIMAL PRESSURES thanks to low internal friction
•	 LOW NOISE LEVEL with integrated silencer
•	 Easy connection to a DIGITAL FLOW COUNTER

Order No. Part No. Description
WG0002743 U555AT.SS7 Zip80 Air Power Pump Type Aluminium

Commercial Applications :
Transfer of paints and solvents 
• 	 Transfer and circulation of flexographic inks
• 	 Transfer and circulation of dyes and stains
• 	 Dosing of chemical products
• 	 Filling / emptying of tanks, drums and sump’s
• 	 Feeding of spray-painting systems, roller-painting systems and curtain-

painting systems
• 	 Feeding of ceramics oils for silk-screen printing machines
• 	 Feeding of glaze and engobes spraying systems
• 	 Feeding of atomization heads for wetting and moisturizing
• 	 Circulation and pumping of low-viscosity fluid products
• 	 Waste fluid removal
• 	 Evacuation of fluid overlow
• 	 Underground water handling
• 	 Low-viscosity adhesive supply

Technical Data Zip 52
Max. Working Fluid Pressure (bar) 7.8

Air Pressure Operating Range (bar) 1-8
Max. Flow Rate** (ℓ/min) 52
Displacement per Cycle (ℓ) 0.108
Max. Recommended  Speed (cpm) 370
Max. Dry Suction Lift (m) 4.8
Suspended Solid Max. dia. (mm) 2
Noise Level* (dBA) 76
Max. Operating Temperature** (°C) 90
Fluid Inlet/Outlet (BSP) 1/2”
Air Inlet (BSP) 1/4”
Weight Polypropylene (Kg) 3.15
Weight Aluminium (Kg) 3.66
Weight Stainless Steel (Kg) 6.05

Commercial Applications :
Transfer of paints and solvents 
• 	 Transfer and circulation of flexographic inks
• 	 Transfer and circulation of dyes and stains
• 	 Dosing of chemical products
• 	 Filling / emptying of tanks, drums and sump’s
• 	 Feeding of spray-painting systems, roller-painting systems and curtain-

painting systems
• 	 Feeding of ceramics oils for silk-screen printing machines
• 	 Feeding of glaze and engobes spraying systems
• 	 Feeding of atomization heads for wetting and moisturizing
• 	 Circulation and pumping of low-viscosity fluid products
•	 Waste fluid removal
• 	 Evacuation of fluid overlow
• 	 Underground water handling
• 	 Low-viscosity adhesive supply

Features:
•	 PILOT VALVE :
   •  Anti-stalling
   •  Low internal friction
   • High change over speed
•	 “LONG LIFE” DIAPHRAGMS :
   •  Double layer
   •  Reinforcing ribs
   •  Anti-stretch profile
• Available in Plastic, 
	 Conductive Plastic, 
	 Aluminium Or Stainless steel PA
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High Pressure Pneumatic Piston Pump

HIGH PRESSURE PNEUMATIC PISTON PUMP  “ICE BREAKER”

Feature :
THE NEW GENERATION OF WAGNER PUMPS PROVIDE 
POWERFUL PRESSURE!
They convert pure force into perfect performance and have 
reserves of power which will completely convince you.
Greater pressure intensification for longer hose runs and for 
excellent atomisation even when using several spray guns.
The LEOPARD 35-70/35-150 are perfect power packages, ideally 
suited for difficult materials even under difficult conditions. 
With ice breaker, air motor and no jamming

Benefits:
•	 The new Wagner IceBreaker 	
	 air motor
• 	Easy handling
• 	Stainless steel quality

Order No. Part No. Description

WG0000019 0368001 Leopard Piston Pump 35-70

WGZ000010 0368002 Leopard Piston Pump 35-150

WGZ000011 0368004 Leopard Piston Pump 18-300

Leopard 35-70

Leopard  18-300

Leopard 35-100

Commercial Application:
For airless, aircoat and electrostatic coating in the wood and furniture industry, metal working businesses, can be used for several guns.

Specification

Technical Data Leopard 35-70 Leopard 18-300 Leopard 35-150

Intensification Ratio 35 : 1 18 : 1 35 : 1

Volumetric Flow  (cc)
Per Double Stroke (cin)

70
4.3

300
18.3

150
9.2

Volume for (ℓ/min)
60 Double Strokes (cfm)

4.2
0.15

18
0.63

9
0.32

Volume for (ℓ/min)
Max. Free Outlet (cfm)

35
1.24

50
1.77

35
1.24

Max. Working Pressure (bar/psi) 250/3625 140/2030 270/3916

Max. Air Inlet Pressure (bar/psi) 7.1/103 7.7/112 7.7/112

Air Consumption at 6bar (nl)
per Double Stroke (scft)

18.6
0.66

37.3
1.32

37.3
1.32

Sound Pressure Level at Max. 
Permissible Air Pressure (dB(A)) 77 83 77

Max. Nozzle Size at 150bar 0.021” 0.052” 0.035”

Optional
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High Pressure Pneumatic Piston Pump

HIGH PRESSURE PNEUMATIC PISTON PUMP  “ICE BREAKER”

Tiger 72-300 Jaguar 38-300 Jaguar 75-150

Feature :
Due to their HIGH PRESSURE INTENSIFICATION, WAGNER 
high-pressure piston pumps convert energy into PERFECT 
PERFORMANCE. They have great reserves of power that will 
completely convince you in practical use and their great 
pressure will provide low-pulsation material flow for 
BRILLIANT ATOMISATION.
EASILY MAINTAINED FLUID SECTIONS reduce the down times 
due to maintenance and cleaning to a minimum. STAINLESS 
STEEL QUALITY ensures low wear and long service life.

Benefits:
•	 The new WAGNER IceBreaker air motor
• 	Compact integral pressure regulator unit
• 	Faster maintenace= greater economy
• 	Easily maintained fluid section
• 	Stainless steel quality
• 	Fewer components= less wear
• 	3 years long-term warranty

Specification

Technical Data TIGER 72-300 JAGUAR 38-300 JAGUAR 75-150

Intensification Ratio 72 : 1 38 : 1 75 : 1

Volumetric Flow  (cc)
per Double Stroke (cin) F 300

18.3
150
9.2

Volume for 60 Double Strokes (ℓ/min cfm) 12/0.42 18/0.63 9/0.32

Volume for Max. Free Outlet (ℓ/min cfm) 40/1.41 45/1.59 30/1.06

Max. Working Pressure (bar/psi) 530/7700 270/3916 530/7700

Max. Air Inlet Pressure (bar/psi) 7.4/107 7.1/103 7.1/103

Air Consumption at 6bar (psi)
Per Double Stroke (scft)

170
6

80
2.83

80
2.83

Sound Pressure Level at Max. Permissible Air Pressure 
(dB(A)) 82 83 83

Max. Nozzle Size at 150bar 0.052” 0.052” 0.035”

Order No. Part No. Description

WG0002657 0369051 Jaguar 75-150 Spraypack on Wall

WGZ003096 0369140 Jaguar 38-300 Spray Pack Jaguar 38-300C/W

WG0003113 0369142 Jaguar 70-150 Spraypack Airless

Commercial Application:
High performance pumps for airless coating in steel erection, shipyards, off shore 
industry, wagon building, tank and container coating, suitable for extremely long 
hose runs.

SUITABLE FOR HEAVY DUTY PAINTIN JOB, 
SHIPYARD STEEL,COHSTWCTION, Etc

To ensure proper functioning, reliability and a long 
service life, use only genuine WAGNER parts! They 
have been rigorously tested for quality and reliability 
and are perfectly matched to the overall functions 
and capacities of the units!

Original

Product

Wagner Tip
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High Pressure Pneumatic Piston Pump

HIGH PRESSURE PNEUMATIC PISTON PUMP  “ICE BREAKER”
Feature :
Due to their HIGH PRESSURE INTENSIFICATION,  WAGNER high-pressure 
piston pumps convert energy into PERFECT PERFORMANCE. They have 
great reserves of power that will completely convince you in practical 
use and their great pressure will provide low-pulsation material flow for 
BRILLIANT ATOMISATION.
EASILY MAINTAINED FLUID SECTIONS reduce the down times due to 
maintenance and cleaning to a minimum. STAINLESS STEEL QUALITY 
ensures low wear and long service life. Suitable for heavy duty painting 
job.
Benefits:
•	 The new WAGNER IceBreaker air motor
• 	 Compact integral pressure regulator unit
• 	 Faster maintenance= greater economy
• 	 Easily maintained fluid section
• 	 Stainless steel quality
• 	 Fewer components= less wear

Order No. Part No. Description
WGZ000014 0368013 Puma 15-150 Piston Pump

WGZ000015 0367002 Puma 15-70 Piston Pump

WGZ000016 0367001 Puma 28-40 Piston Pump

Commercial Application:
For airless, aircoat and electrostatic coating in carpentry and 
joinery firms, the wood and furniture industry, metal work-
ing businesses.

Specification

Technical Data PUMA 15-150 PUMA 15-70 PUMA 28-40

Intensification Ratio 15 : 1 15 : 1 28 : 1
Volumetric Flow (cc)
per Double Stroke (cin)

150
9.2

70
4.3

40
2.4

Volume for (ℓ/min)
60 Double Strokes (cfm)

9
0.32

4.2
0.15

2.4
0.08

Volume for (ℓ/min)
Max. Free Outlet (cfm)

35 
1.24

35
1.24

18
0.64

Max. Working Pressure (bar/psi) 120/1740 120/1740 224/3250

Max. Air Inlet Pressure (bar/psi) 8/116 8/116 8/116
Air Consumption at 6bar nl
per Double Stroke (scft)

16.5 
0.59

8.3
0.29

8.3
0.29

Sound Pressure Level at Max. 
Permissible Air Pressure (dB(A)) 77 77 78

Max. Nozzle Size at 150bar 0.035” 0.021” 0.019”

High Pressure Pneumatic Piston Pump

HIGH PRESSURE PNEUMATIC PISTON PUMP  “ICE BREAKER”

Specification

Technical Data WILDCAT 18-40 PUMA 22-18S

Intensification Ratio 18:1 22:1
Volumetric Flow (cc)
per Double Stroke (cin)

40
2.4

18
1.09

Volume for (ℓ/min)
60 Double Strokes (cfm)

2.4
0.08

1.08
0.04

Volume for (ℓ/min)
Max. Free Outlet (cfm)

18
0.64

3.5
0.12

Max. Working Pressure (bar/ psi) 144/2090 176 /2552

Max. Air Inlet Pressure (bar /psi) 8/116 8/116
Air Consumption at 6bar (nl)
per Double Stroke (scft)

5.3 
0.19

3 
0.11

Sound Pressure Level Aat Max. 
Permissible Air Pressure (dB(A)) 77 80

Max. Nozzle Size at 150bar 0.019” 0.015”

Feature :
Due to their HIGH PRESSURE INTENSIFICATION,  WAGNER 
high-pressure piston pumps convert energy into PERFECT PERFORMANCE. They have great reserves of power that will 
completely convince you in practical use and their great 
pressure will provide low-pulsation material flow for BRILLIANT ATOMISATION.
EASILY MAINTAINED FLUID SECTIONS reduce the down times due to maintenance and cleaning to a minimum. STAINLESS 
STEEL QUALITY ensures low wear and long service life.

Benefits:
•	 The new WAGNER IceBreaker air motor
• Compact integral pressure regulator unit
• Faster maintenance= greater economy
• Easily maintained fluid section
• Stainless steel quality
• Fewer components= less wear

Commercial Application:
For airless, aircoat and electrostatic 
coating in carpentry, wood and metal 
working businesses; especially suited 
for the application of small quantities.

Order No. Part No. Description
WGZ000017 0366001 Wildcat 18-40 Piston Pump
WGZ000018 0105070 22-18S AC Piston Pump

Puma 15-150

Puma 15-70

Puma 28-40

RECOMMENDED
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WAGNER MIXING AND DOSING EQUIPMENT
Intellimix 3 Intellimix 4

Feature :
Intellimix 3 is extremely powerful and is designed for high flow rates and 
the use of several guns. Whether manual or automatic applications with a 
working pressure of up to 400bar, this unit covers a very wide spectrum of 
use in respect to the materials applied. As with the Intellimix 4, the control 
and fluid cabinets are separate. This allows short routes to the point of 
application and reduces the loss of materials to a minimum when flushing.

Benefits:
• 	 Highest accuracy
• 	 Simplest handling
• 	 Options
•	 Materials
• 	 Manual and automatic applications
• 	 Simple and easy for operation with frequent paint changes

Technical Data Intellimix 3 Intellimix 4

Permissible Material 0.5–250resp. 0.5–8bar

Pressure 
0.5–400bar

7.3–3625.9resp 
7.3–5801.5psi

7.3– 16.0psi

Mixing Ratio 0.1:1 – 20:1 1:1 – 25:1

Mixing Accuracy +/-1% +/-1%

Max Flow Rate

50–4000resp. 
500–10000cc/min 

3.1–244.1resp 
30.5–610.2cin/min 

10–1200cc/min 
0.6–73.2cin/min

Max. No. Of A Products 20 25

Max. No. Of B Products 5 25

Max. No. Of C Products 1 1

Max. No. Of Flushing 
Fluids 5A, 5B As Required

Viscosity Up to 5000Mpa Up to 1000Mpa

Input Voltage 80–240V
50–60 Hz

80–240V
50–60HZ

Commercial Application:
Suitable for use in widest range industrial application, with manual or 
automatic. Automotive and auto component, Plastic industry, 
Electrical and electronics industry, Cosmetic, pharmacy industry, Paint and 
ink industry

Two-component paints consist of a base paint and a hardener. These 
two components must be mixed vigorously in the correct ratio and then 
applied quickly. The solid content in two-component paints can be very 
high (so-called high solid paints)

2K/3K Technique for perfect surface !

Mixing Accuracy Below 1%

Mixing 2 component Paint 
with hardener

Never operate the spray gun at a higher pressure that 
indicated on the gun!
Danger of injury - do not reach into the paint spray!
Never point the gun toward yourself or toward others!

Wagner Tip
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FlexControl plus

WAGNER MIXING AND DOSING EQUIPMENT

Feature :
Even more paints, even more 
possibilities. The Flex Control plus 
offer almost unlimited possibilities in 
use, application and incorporation of 
peripheral equipment.Thanks to its 
modular build this equipment can be 
individually expanded and extended.

Benefits:
•  Highest accuracy
• 	Simplest handling
• 	Options
• 	Materials
• 	Manual and automatic applications
• 	Simple for frequent paint changes 
	 especially paint with hardener

Technical Data FlexControl Plus
Permissible (bar) 0.5–270
Material Pressure (psi) 7.3– 3916.0
Mixing Ratio 0.1:1 – 50 :1
Mixing Accuracy (Hardener Components) +/- 1%
Max Flow Rate (c-min/c-min) 10 – 3000/0.6 – 183.1
Pot Life Alarm with Automatic Shut-off With pre-alarm
Max. Number of Paints 12A,3B
Max. No. of Flushing Fluids 4A,2B
Viscosity (MPa) Up to 10000

Input Voltage (V/Hz) 80 – 240 /50 – 60

Order No. Part No. Description

WG0002773 - 3K FlexControl Mixing and Dosing 
System C/w Material Supply

Commercial Application:
Suitable for use in widest range industrial application, with manual or 
Automatic. Automotive and auto component, plastic industry, 
Electrical and electronics industry, cosmetic, pharmacy industry, paint and 
ink industry

THE WAGNER 2-COMPONENT APPLICATION SYSTEM
Twin Control 

Technical Data 2K Unit 48-90/40
Pump Ratio 48;1
Max. Flow per Double Stroke (cc) 130
Max. Working Pressure (bar) 240
Mixing Ratio (A:b by Volume) 1:1 to 10:1

Order No. Part No. Description
WGZ000019 0110005 2K 48-90/40 System

Features:
TwinControl is designed to improve your daily worlflow. The unit combines 
innovative components like the Magnetic Stroke Meter with the superior 
WAGNER IceBreaker® pumps*. 

 1  The patented Magnetic Stroke Meter ensure high reliability even 
     with high viscosity materials high delivery rates.

 2  All the working parameter-mixing ratio, flushing procedures, 
     pot life time-are intuitively adjustable using simple icon buttons 
     on the control box.

 3 User-friendly and “ language-neutral” control panel: only three 
    buttons (Start-Stop-Flushing) are needed on daily basis!

Benefits:
•	 Automatic flushing process: just press a button to clean the mixer, hose 

and gun. Easy and fast operation
• 	 The powerful IceBreaker® piston pumps ensure high performance and 

reliability. The patented air motors do not suffer from icing problem and 
ensure smooth operation without interruption. Special anti-abration 
materials guarantee a long fluid section life.

• 	 Mixing block: specifically designed to minimize the volume and improve 
flush efficiency and mixture homogeneity.

• 	 TwinControl units are available on wall brackets, a stand or a heavy-duty 
trolley to meet all consumer requirements.

Commercial Application:

• Truck, buses and other 
commercial vechiles, 
protective coatings, 
agriculture, construction 
and earth moving vechiles, 
metal industry, rail cars, 
wind turbines, wood 
industry, plastic industry

Pump A Pump B Mixing Ratio Max Working
Pressure

Flow Rate At
1 : 1 Mix. Ratio

Flow Rate At
4 : 1 Mix. Ratio

Flow Rate at
10 : 1 Mix. Ratio

Flow Rate at
20 : 1 Mix. Ratio

5-60 5-60 0.1:1-20:1 40bar 3.6ℓ/min 2.3ℓ/min 2.0ℓ/min 1.9ℓ/min

18-40 18-40 0.1:1-20:1 144bar 2.4ℓ/min 1.5ℓ/min 1.3ℓ/min 1.2ℓ/min
28-40 28-40 0.1:1-20:1 224bar 2.4ℓ/min 1.5ℓ/min 1.3ℓ/min 1.2ℓ/min
35-70 35-70 0.1:1-20:1 250bar 4,2ℓ/min 2.6ℓ/min 2.3ℓ/min 2.2ℓ/min
35-150 35-70 0.1:1-20:1 270bar 6.6ℓ/min 5.0ℓ/min 4.7ℓ/min 4.6ℓ/min

48-110 48-110 0.1:1-20:1 370bar 6.6ℓ/min 4.1ℓ/min 3.6ℓ/min 3.4ℓ/min

75-150 75-150 0.1:1-10:1 530bar 9.0ℓ/min 5.6ℓ/min 4.9ℓ/min -

72-300 75-100 0.1:1-10:1 530bar 13.5ℓ/min 10.1ℓ/min 9.5ℓ/min -

72-300 72-300 0.1:1-10:1 530bar 18.0ℓ/min 11.2ℓ/min 9.9ℓ/min -

TwinControl  selection chart

Recommended for 
2 component paint using
hardener
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AUTOMATIC AIRCOAT  GUN
Automatic Aircoat Gun

Feature :
With the diaphragm drive of the new GA 3000AC AirCoat 
automatic guns, Wagner is again setting an innovative 
high point in surface coating.
The diaphragm needs less than 0.3seconds to open 
and close, thus providing more than 200 actuations per 
minute.
The fast actuation cycle provides decisive benefits.

Benefits:
• 	 Reproducible coating results
• 	 Long service life
• 	 Procces reliability
• 	 Optimal adaptation possibilities
• 	 Easy cleaning

Technical Data GA 3000 AC 
(Internal Control)

GA 3000 AC
(External Control)

GA 3000 AC 
(Robot)

Material Pressure Max (bar) 160 160 160 

Air Pressure Max (bar) 6 6 6 
Weight (g) 880 760 1.140 
Actuation Cycles (/min.) 200 200 200

Order No. Part No. Description
WGZ000020 0380010 GA 3000AC Automatic Gun External Control
WG0002205 0380001 GA3000AC Automatic Gun Internal control
WGZ000021 0380019 GA 3000AC Automatic Gun for Robot

Technical Data ASP 10 Pilot WA400 pilot WA800

Material Nozzles (mm) 0,8 - 2,1 0.3 - 2.5 0.5 - 2.5

Fluid Connection (inch) G 1/4” G 1/4” G 1/4”

Opening Air Connection (mm) Ø 8 Ø 8 Ø 8

Atomization Air Connection (inch) G 1/4“ G 1/4“ G 1/4“

Air Consumption (ℓ/min) 250-700 - -

Material Flow Rate (cc/min) Up to 600 - -

Weight (g) 800 580 g 990 g

Material Pressure (bar) - 10 10

Max. Atomizer Pressure (bar) 7 8 8

Operating Temperature (°C) - 80 80

Max. Sound Level (dB(A)) - 86 86

Control Type - Internal control Internal control

Order No. Part No. Description
WGZ000022 R921.14 Automatic Airspray Gun ASP 10
WGZ000023 V2054006103 Automatic Airspray Gun Pilot WA400 Nozzle 1.0
WGZ000024 V2080006103 Automatic Airspray Gun Pilot WA8000 Nozzle 1.0

ASP 10

AUTOMATIC AIRSPRAY GUN
Automatic Airspray Gun

Features :
• 	 High quality automatic guns, extremely reliable also in the heaviest duties, engineered to grant 

the maximum finishing level with a high efficiency in transfer
• 	 Made of high quality materials and all its product passages are made of stainless steel, which 

makes them suitable for the application of both water-based and solvent-based products. Also 
available in the HVLP version

Benefits:
• 	Suitable for any application purpose and spraying medium 
• 	Easy to install and maintenance
• 	Accurate adjustment of the needle stroke
•	 Long life gland-packing gasket, less maintenance 

Pilot WA - 400

Pilot WA - 800

Commercial Application:
Coating plastics, painting vehicles, coating wheel rims, painting engines, coating transmissions, coating lorry cabs, superstructures of lorries and 
transporters, steering gears, leather industry, coating steel, coating wood, coating glass, auto component, home appliance product 

Commercial application
Furniture manufactures, wood parquete industries, 
wood frame manufactures, corrosion protection, and 
wood coating
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SUPRACOAT - HVLP Technology 

AUTOMATIC ADVANCE COATING SYSTEM

Features:
• 	 Perfect surface finish
• 	 Optimal adjustment to the application
• 	 Reliable technology
• 	 Simple service and cleaning
• 	 Environmentally friendly
• 	 High safety standard
• 	 Versatile in use
• 	 Low material / paint consumption

Benefits:
•	 Excellent coating results
• 	 High application efficiency
• 	 Extremely low operating costs
• 	 Quick amortisation
• 	 Matured technology
• 	 Great flexibility

Commercial Application:
Coating plastics, painting commercial vehicles, coating wheel rims, 
Painting engines, coating transmissions, coating lorry cabs, 
Superstructures of lorries and transporters, steering gears, 
Micro-corrosion proofing, leather industry, coating steel, coating wood, 
coating glass

Supracoat Applications

Order No. Part No. Description
WGZ000025 0383003 GA3000 SCIC Supracoat Internal control

Wagner Evobell

WAGNER HIGH TECH APPLICATION

Technical Data EVOBELL 3000 EVOBELL 3500

Bearing Ball bearing Air bearing

Bell Diameter (mm) 36, 50, 70(1.4, 2.0, 2.8in.) 36, 50, 70(1.4, 2.0, 2.8in.)
Spray Jet Diameter (mm) 70 – 80(3 – 32in) 70 – 800 (3 32in. )
Maximum Speed (rpm) 40,000 70,000
Maximum Voltage (kV) 100 100
Material Flow Rate (cc/min) Up to 600 Up to 600
Housing Diameter (mm) 125(4.9in.) 125(4.9in.)
Length (mm) 455(17.9in. ) 475(18.7in. )
Weight (kg) 4.7(10.3lb. ) 4.9(10.8lb.)

Feature :
The atomiser bell, broken down into bell and distributor. Only the 
distributor has to be changed when need adaptation to the material.
The unique design of the distributor allows optimal cleaning and flushing 
of the atomiser bell and the distributor Valve block which have no dead 
space Additional integral bell flushing system

Benefits:
•	 Highly economical
• 	 Very high application efficiency, up to more than 90%.
• 	 With additional integral bell flushing system saves emptying the material 	
	 tube for immediate cleaning
• 	 A quick change system allows easy replacement of the whole atomiser. 	
	 With this the paint material can be waiting at the valves.
•	 With the double valve block, colour change only takes a few seconds
•	 High level serviceability, thus costs are considerably reduced.
•	 Excellent surface finish
•	 Versatile in use
•	 For solvent and water-based material

Order No. Type Description
WGZ000026 0387001 Evobell 3000 Gun Only
WGZ000027 0387051 Evobell 3500 Gun Only

Commercial Application:
Plastic Industry, Electronics Industry, Automotive Industry, Wheel Rim 
Coating Industry, Machine Tool Industry, Glass Coating, Wood Coating, 
Metal Industry, Toy Industry, Paper Coating, Household Goods, Agricultural 
Equipment, Anti-seize Agents, Spectacle Industry, Cable Manufacturing, 
Cycle / Motor Cycle Frames

Coating results

Application efficiency

Operating costs

Purchase costs / pay back

Technology

Flexibility in use
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PNEUMATIC AIRLESS PUMP
JAGUAR 75-150 AIRLESS

Benefits:
• 	Pulsation free operation even at a pressure under 2bar 
• 	Even material flow is achieved for excellent surfaces
• 	Economical
•	 Efficient
• 	Reliable
• 	Powerful

Features:
• 	 Constant power
• 	 Easy handling
•	 Stainless steel quality
•	 Universal use; will operate reliably and efficiently in many 

areas of operation such as: steel constrution, shipyards, 
offshore industry, transport industry, tank coating. 
Whether mobile stationary, the JAGUAR pumps can be 
used universally and guarantee perfect surface and result 
with water or solvent-based materials such as: epoxies, 
polyurethanes, zinc primers, anti-corrosiom paints, 

	 building paints, flame proofing.

Specially designed for heavy 
duty job such as:
• 	Ship yards
•	 Steel construction
•	 Offshore industry
•	 Transport industry
•	 Tank coating
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PNEUMATIC HIGH-PRESSURE FEED PUMPS
EVOMOTION

1

2

3

4

6

7

10

5

8

9

10

11

	 Efficient air motors
 	 Noise reducing foam casing
 	 Pressure plate
	 External switchover valve
	 Quick exhaust valve
	 Piston rod
	 Maintenance-friendly color level
	 Quick-coupling system
	 Separating agent container
	 Specially coated pump cylinder
	 Piston with special nickel carbide hardness 

coating
	 Static self-adjusting packing
	 Valve seats made of stainless steel or tungsten 

carbide (from pump ratio of 50:1)

1

2

3

4

5

6

7

8

9

10

11

Order No. Part No. Description

WG0002868 U6B75150T00 Spraypack EM75-150 Trolley 
no Gun

WG0002844 U6B50150T01 Spraypack EM50-150 Airless 
on Trolley

Technical Data
EvoMotion 

75-150
EvoMotion 

50-150

Pump Ratio 75:1 50:1

Volumetric Flow (cm³)
Per Double Stroke (cin)

150
9.2

150
9.2

Volume at (ℓ/min)
60 Double Strokes (cfm)

9.0
0.32

9.0
0.32

Volume (ℓ/min)
Max. Free Discharge (cfm)

16
0.57

20
0.71

Max. Operating Overpressure (bar/ psi) 450/6526 400/5801 

Air Inlet Pressure (bar/ psi) 6/87 8/116

Air Consumption per DH (nl)
at 6Ba /87Psi (scf)

54.4
1.92

38.2
1.35

Noise Pressure Level
at 6bar Air Pressure (dB(A))

79 76

Max. Nozzle Size (inch) 0.043” 0.043”

AREAS OF APPLICATION
Universally applicable for airless high-performance applications in the met-
al/steel industry, agricultural machine construction, corrosion protection

MATERIAL
Solvent-based paints, medium and high viscosity materials, high solids, 
primers, top coats, fillers, epoxy and polyurethane paints, flame-proofing, 
zinc primer
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PRIMA SPRINT 60 L

WAGNER MANUAL POWDER UNITS PRIMA SPRINT 

Features:
The powder is optimally fluidized 
in the large 60liter stainless steel 
hopper.
• 	 EPG 2008 control unit
• 	 Large 60liter fluidized stainless 

steel container with PI-P1 
injector

• 	 Heavy duty equipment cart
• 	 PEM-C4 Corona or PEM-T3 Tribo 

spray gun
Benefits:
•	 Time saving, easy to use control features
• 	User friendly
• 	Exclusive one touch powder volume knob
• 	Four electrostatic pre-sets. All four can be changed for your specific needs
• 	Easy to set both KV and micro amps, avoid difficulties with faraday effect

Technical Data Prima 60LR
Weight (kg) Approx. 39

Size WxHxD (mm) 466x1182x770
Mains (AC) (V/Hz) 82-250/47-440
Air Inlet Pressure (bar) 6-8
Air Outlet Pressure (bar) 0....6

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, automotive component. 
Aluminium building extrusion industry. Bicycle industries.

Features:
The powder is pumped directly 
from the powder manufacturer’s 
box.
• 	EPG 2008 control unit
• 	Prima powder feed unit
• 	Heavy duty equipment cart with 	
pneumatic vibration table

• 	PEM-C4 Corona or PEM-T3 Tribo 	
spray gun

Technical Data Prima Sprint 3L
Weight (kg) Approx. 39

Size WxHxD (mm) 466 x 1182 x 770
Mains (AC) (V/Hz) 82-125/47-440
Air inlet pressure (bar) 6-8
Air outlet pressure (bar) 0,,,,6

Order No. Part No. Description
WG0002558 0265070 Prima Manual Compl 2008AF

PRIMA SPRINT 3 L

WAGNER MANUAL POWDER SPRAY GUN CONTROL FOR , CORONA AND TRIBO

Features:
•	 Exclusive one-touch powder volume knob.Conventional controllers 

require the operator to balance two air flow control knobs to change 
powder volume without altering the delivery velocity. Prima does it all 
with one knob

• 	 Four electrostatic pre-sets for standard, faraday, recoats, and a fourth 
that is user-defined. All four can be changed for your specific needs.

• 	 The nozzle style air control knob can be used to fine tune air flow to the	
nozzle, as well as the Tribo charge air control when used with our Tribo-	
style powder spray guns

• 	 The LED voltage display indicates voltage setting and monitors actual 
voltage output once the gun trigger is pulled

• 	 The LED micro amp display is used to display set max current when used 	
with a Corona style spray gun. In Tribo mode, the same LEDs monitor the 
Tribo current

• 	 Automatic gun recognition. PRIMA  works with either Tribo or Corona 
spray guns with no hassle

• 	 Adjustable current limiting 5-120µA

Technical data Prima

Dimensions

Width (mm) 595
Height (mm) 1129
Depth (mm) 740
Weight (kg) approx. 38
Electrical
Network (VAC) 85 to 250
Frequency (Hz) 47 to 440
Power Input (Watt) max. 25
High Voltage (kV) max. 100
Corona Current Limit (µA) 5to120(adjustable)
Tribo Current Limit (µA) max.12
Valve Control Voltage (VDC) 24
Pneumatic

Air Inlet Pressure range 6to8bar
Air quantity max.20m³/h

Injector PI-f1 (m³/h) Feeding and dosage air: 2up to12
Atomization (m³/h) 0.05 tp 4.5
Compressed Air (bar) 6

EPG PRIMA SPRINT

Order No. Part No. Description
WG0003197 2306091 Prima Sprint 60L

Order No. Part No. Description
WG0003197 - Prima Sprint 60L
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Manual Powder Spraygun

MANUAL POWDER SPRAYGUN

Benefits:
•	 The highest quality with metallic, special effects and 
	 uds powder
•	 Distinct optimization of powder charging and powder flow
•	 Increased application efficiency
• 	 New high volatage generation for optimal charging
• 	 Uniform film thickness distribution
• 	 Optimised surface application due to homogeneous, 
	 soft powder cloud

T3 Automatic Guns PEM-C4R PEM CG4 PEM C4

Weight (g) 504 890  with cup 504

Length (mm) 395 395 395

Air Inlet Pressure (bar) Max.3 Max.3 Max.3 

Output Voltage (kV DC) Max.100 Max.100 Max.100 

Polarity Negative Negative Negative

Enclosure Class IP 54 IP 54 IP 54

Construction Atex-guideline 94/9 EG, 
EN 50050

Atex-guidline 94/9/EG, 
EN 50050

Atex-guideline 94/9 EG, 
EN 50050

Commercial Application:
Steel furniture, Office furniture, Home appliance, Auto component (metal),Bicycle manufacturer, Agriculture 
machinery, Sheet metal working, Job coater

Order No. Part No. Description
WG0002705 0390001 Powder Manual Gun PEM-C4
WG0002434 0265105 Powder Cup Lab set 2008-C
WGZ000030 0390002 PEM-C4R Manual Gun

Features:
•	 Flex Nozzle - the variable flat jet nozzle system
• 	 The powerlock system - fast and effective
• 	 Uniform surface - homogeneous powder cloud, 
	 efficient application of powder
• 	 Safety power
• 	 Powder cup gun for very small quantities 
	 (PEM-CG4)

PEM-C4

PEM-CG4

PEM-C4 ERGO

 Automatic  Corona Powder Spray Gun

 AUTOMATIC POWDER SPRAY GUN

Features:
•	 For universal use
• 	 The new safety technology from Wagner for the avoidance of 

high voltage breaktroughs and blow backs into the powder duct
• 	 The integral high voltage cascade, with a power rating up to 

100 kV, achieves an extremely high application efficiency and 
excellent charging of the powder

Benefits:
•	 Highest quality with metallic, special effects and UDS powder
• 	 Increased application efficiency
• 	 Uniform film thickness distribution with a thin film
• 	 All electronic components are integrated in the robust plastic 

body of the gun. This means low servicing costs and a long life.
• 	 Homogeneous powder cloud
• 	 High transfer rate

C4 Automatic Guns PEA-C4 PEA-C4 XL 0.85 PEA-C4 XL 1.1 PEA-C4 XL 1.4 PEA-C4 XL 1.8 PEX-C4 A PEA-C4 TWIN

Overall Length (mm) 395 974 1.224 1.524 1.524 395 500  

Weight (g) 555 1.230 1.450 1.720 2.000 900 1.400 

Build To EN 50177

Enclosure Class IP 54

Polarity Negative

PEA-C4

PEA-C4 Twin

PEA-C4 XL

PEA-C4 A

Order No. Part No. Description
WG0002613 0390004 Powder Automatic Gun PEA-C4
WG0002551 0360011 Powder set 2008 Automatic
WGZ000031 0390005 Powder Automatic Gun PEA-C4 XL 850mm
WGZ000032 0390009 Powder Automatic Gun PEA-C4 A

Powder cup gun for coating sample
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Automatic Tribo Powder Spray Gun

AUTOMATIC POWDER SPRAY GUN

Features:
•	 Tribo air to increase the frictional charge
• 	For the most difficult components shapes
• 	The cleaning is quick and simple

Benefits:
•	 Excellent penetration power into corners, angles and 

edges
• 	 Optimal service life of wearing parts, thus reduce the 

operating costs
• 	 Easily the serviced design

T3 Automatic Guns PEA-T3 PEA-T3 XL 0.85  PEA-T3 XL 1.1 PEA-T3 XL 1.4
Overall Length (mm) 480 1084 1299 1599

Weight (g) 900 1620 1840 2100
Build To ATEX Guideline 94/9/EG
Enclosure Class IP 54

Order No. Part No. Description
WG0002777 0351018 PEA-T3 Tribo Gun
WGZ000033 0351032 PEA-T3 XL

PEA-T3 PEA-T3 XL

Primatech-the Modular Concept

AUTOMATIC POWDER SYSTEM : PRIMATECH

Features:
•	 Latest modular technology, a wide 

range of expansion possibilities
•	 Tribo and Corona LED display 	

instruments
• 	 All modules with plug connectors for 

easy assembly and commissioning
• 	 All important interlock facilities fitted

Benefits:
•	 Modular
• 	 Expandable
• 	 Universal

Order No. Part No. Description
WGZ000034 0360091 Primatech - CCM Rack

Technical Data Prima Tech

Dimensions (WxHxT) In (mm) 630x1670x660

Weight In Kg Approx.140
Build Type To EN50050
Electrical (VAC) Mains (AC) 85 to 264
Frequency (Hz) 47 to 440
Power Input (W) Max.270

Emi Filter EN 55022 Class B VDE 0878 
PT3 Class B

Enclosure Class IP 54
Pneumatic Air Inlet Pressure 
(bar) 6–8

Outlet Air Pressure In M/h see components

High Voltage Corona Current See EPG 2008Tribo Current

Commercial application:
Steel furniture, office furniture, home appliance, auto component 
(metal),bicycle manufacturer, agriculture machinery, sheet metal working, 
job coater

Central Control Module CCM PRIMA

Features:
•	 It interlocks up to 8gun controllers with each other (EPG 2008)
•	 It controls and switches up to 2 additional air supply modules (TCM 2007)
•	 It remotely switches up to 2 reciprocator controllers (RCM 2007)
•	 Central emergency off switch
•	 Connection circuit for gap control
•	 Malfunction signals to the conveyor system
Benefits:
•	 Modular
• 	 Expandable
• 	 Universal

Order No. Part No. Description
WG0001863 0263110 Central Control Module CCM 2007

Technical Data CCM Prima

Dimensions (WxHxT) In (mm) 270X136X340

Weight In Kg Approx. 8
Build Type To EN 50050
Electrical Mains (AC)
Mains: (AC) (VAC) 85 to 264
Frequency (Hz) 47 to 440
Power Input (W) Max. 30
Emi Filter EN 55022 Class B VDE 0878 PT3 Class B
Enclosure Class IP 54
Pneumatic Air (bar) 6–8
Inlet Pressure -
Outlet Air Pressure In m/h See components
High Voltage See EPG 2008
Corona Current -
Tribo Current -

Commercial application:
Steel furniture, office furniture, home appliance, auto 
component (metal),bicycle manufacturer, agriculture 
machinery, sheet metal working, job coater
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EPG SPRINT

AUTOMATIC POWDER SYSTEM : PRIMATECH

Technical Data Prima Sprint

Dimensions (WxHxT) In (mm) 273x136x350

Weight in kg Approx. 5,4
Build Type To EN 50050
Electrical Mains: (AC) (VAC) Mains (AC) 85 to 250
Frequency (Hz) 47 to 440
Power Input (W) Max. 25
Emi Filter EN 55022 Class B VDE 0878 PT3 Class B
Enclosure Class IP 64
Pneumatic Air (bar) 6 – 8
Inlet Pressure -
Outlet Air Pressure In (m/h) Total air: 2-12  , GUN AIR: 0,05-3
High Voltage (kV) 0– 00
Corona Current (µA) 0–120
Tribo Current (µA) 0–4

Commercial Application:
Steel furniture, office furniture, home appliance, auto component 
(metal),bicycle manufacturer, agriculture machinery, sheet metal working, 
job coater

Order No. Part No. Description
WG0002548 0360010 EPG 2008

Extension Module SCM Prima 

AUTOMATIC POWDER SYSTEM : PRIMATECH

Order No. Part No. Description

WGZ000035 0263111 TCM 2007 Turbo Control Module

Technical Data TCM 2007 Turbo Control Module

Dimensions (WxHxT) in (mm) 270X136X340

Weight in (kg) Approx. 5

Build type To EN 50050

Electrical Mains: (AC) Supplied from The CCM 2007 24 DC

Frequency -

Power input (W) Max. 2

EMI filter EN 55022 Class B VDE 0878 PT3 Class B

Enclosure class IP 54

Pneumatic air (bar) 6 – 8

Inlet pressure (bar) -

Outlet air pressure in (m/h) 0 ... 2,5

High voltage -

Corona current -

Tribo current -

Commercial Application:
Steel furniture, office furniture, home appliance, auto component (metal), 
bicycle manufacturer, agriculture machinery, sheet metal working, job 
coater

Reciprocator Control Modules RCM2007

Features:
•	 Designed for 2 reciprocators, and 

controls these independently of 
each other.

Benefits:
•	 Possibilities for setting the upper 

and lower turnaround point
•	 Possibilities for setting lifting speed

Order No. Part No. Description
WG0001871 0263115 Reciprocator Control Modules RCM2007

Technical Data RCM 2007 Reciprocator Control 
Module

Dimensions (WxHxT) In (mm) 270X136X340

Weight In kg Approx. 4,5

Build Type -

Electrical Mains: (AC) Supplied from The CCM 2007 24DC

Frequency -

Power Input (W) Max. 6

Emi Filter EN 55022 Class B VDE 0878 PT3 
Class B

Enclosure Class IP 54

Pneumatic Air (bar) 6 – 8

Inlet Pressure -

Outlet Air Pressure In (m/h) (bar) 0 ... 2,5

High Voltage -

Corona Current -

Tribo Current -

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component. Aluminium building extrusion industry.
Bicycle industries.

• 	 The reversing points can be adjusted by means of potentiometers
• 	 Like the direction indicator they can be read off from a clearly laid out LED 

display
• 	 A frequency inverter ICC 2007 is additionally required for two reciprocator

The SCM Prima is an extension module for the prima tech for an additional 
8gun control units.
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 GCM 2007 Gap Control Module

AUTOMATIC POWDER SYSTEM : PRIMATECH

Features:
•	 Switches the powder feed on and 

off in the gaps in the conveyor 
system 

Benefits:
•	 Achieve distinct savings in the 
	 powder circuit
• 	 The quality of the powder is preserved
• 	 Gives better service life for wearing components.

Order No. Part No. Description
WGZ000036 0263114 GAP Control Module GCM 2007

Technical Data GCM 2007 GAP Control Module

Dimensions (WxHxT) In (mm) 270X136X340

Weight in (kg) Approx. 3,3

Build Type To EN 50050

Electrical Supplied from

Mains: (AC) The CCM 2007 24DC

Power Input (W) Max. 5

Emi Filter EN 55022 Class B VDE 0873 PT3 Class B

Enclosure Class IP 54

Commercial Application:
Steel furniture, office furniture, home appliance, auto component (metal), 
bicycle manufacturer, agriculture machinery, sheet metal working, job 
coater

PRIMATECH TOUCH

Features:
•	 Convenient and ergonomic
	 • Central control unit with touchscreen
	 • Use of graphic symbols of easy and quick application
	 • Replicable results with recipe memory
	 • 3 different operating level with password protection (operator,  
	     machine parameter, main function selection)
	 • Remote maintenance via password-protected device-parameter menu

•	 High-tech for the novice and the expert
	 • Industrial control cabinet with siemens SPS control
	 • Frequency conveter installed directly in control cabinet
	 • System parameter in scaled sizes (e.g. mm)

•	 Efficiency
	 • Gap, height and depth control for optimum material input/powder 
       consumption
	 • Digital high voltage regulator for each gun
	 • Individual setting of high voltage and current limiters
	 • combination air volume controls for conveyor and dosing air for each gun
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DIGITECH 

AUTOMATIC POWDER SYSTEM : DIGITECH

Features:
•	 Easy to use
•	 Robust processes
•	 Grows with you
Benefits:
• 	 Save time and costs
• 	 Innovative technology for even more 

effective use of powder
• 	 The improved control technology 

makes up to 30% powder saving 
possible

• 	 The so-called Genius function keeps 
the powder discharge constant and 
compensates for wear in the injectors.

• 	 An intelligent, self-explanatory menu 	
structure makes the control elements 	
not only easy to use but also safe and 	
fast

Order No. Part No. Description
WGZ000039 0360091 Digitech Basic Rack

Technical Data General
Housing BxHxD (mm) 630x1700x660

Mains (AC)(VAC) 85 to 250
EMI Filter EN 55022, Class B
Operating Temperature (°C) 0 ... + 45
Storage Temperature (°C) -10 ... +60

MSR-D1 Controls (Accessories)

Features:
•	 Frequency inverter and control in the 	

motorized reciprocator support
• 	 Separate control modules is not necessary
• 	 Various movement cycles can be storedBenefits:

• 	 Save time and costs
• 	 Innovative technology for even more effective use of powder.
• 	 Can be conjunction with depth control, possible to use for 3D 

movement.

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component.

Order No. Part No. Description
WGZ000040 0224203 In/Out Positioner Control Unit

LSR-D1 Long Stroke Reciprocator (Accessories)

Features:
•	 Frequency inverter and control in the reciprocator
• 	Separate control module is not necessary
• 	Various movement cycles can be stored
• 	Positioning mode is possible
• 	Syncronization with conveyor is possible

Benefits:
• 	Save Time and Costs
• 	Better coating quality
• 	Massive reduction in the powder consumption

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component.

Order No. Part No. Description
WGZ000041 0373208 Controller for Long Stroke Reciprocator

CGH-D1 Gap and Height Controls (Accessories)

Features:
•	 Switching on and/off of up to 60 

spray guns
• 	 Measuring the conveyor speed
• 	 Adjusting the stroke length of 

max. 6 reciprocators (LSR-D1) to 
the workpiece height and 

	 work-piece position
• 	 Input for workpiece detection
• 	 Software update with bus is 

possible

Benefit :
SAVE TIME AND COSTS
Innovative technology for even more effective use of powder. The improved 
control technology makes up to 30% powder savings possible. The so-called 
Genius function keeps the powder discharge constant and compensates for 
wear in the injectors. An intelligent, self-explanatory menu structure makes 
the control elements not only easy to use but also safe and fast.

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component.

Order No. Part No. Description
WGZ000042 0360052 CGH - D1 Gap and Height Control

CCM-D1 Controls (Accessories)

Features:
•	 Easy to use
• 	Robust processes
• 	Grows with your requirements
• 	Memory facility for over 1000 recipes
• 	Uniform powder discharge with AFC air flow rate
• 	Integrated diagnostic tool for checking the condition of the system

Benefit :
SAVE TIME AND COSTS
Innovative technology for even more effective use of powder. The 
improved control technology makes up to 30% powder savings possible. 
The so-called Genius function keeps the powder discharge constant and 
compensates for wear in the injector. An intelligent, self-explantory menu 
structure makes the control elements not only easy to use but also safe 
and fast.

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component.

Order No. Part No. Description
WGZ000043 0360001 CCM - D1 Control Module

Technical Data CCM-D1 Control
Size (BxHxD)(mm) 540x140x300

Weight (kg) Approx. 10
Input Power (W) Max. 80
Protection Class IP 54
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EPG-D1 Spray Gun Control

Features:
•	 Central operation and LCD display
• 	 Memory for 32 system configuration
• 	 Set value/actual display for high 

voltage
• 	 Three stage cascade characteristic 

line setting
• 	 Rinsing function
• 	 Anti surge function

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component.

Order No. Part No. Description
WGZ000044 0360002 EPG - D1 Control Unit

Benefit :
SAVE TIME AND COSTS
Innovative technology for even more effective use of powder. The 
improved control technology makes up to 30% powder savings possible. 
The so-called Genius function keeps the powder discharge constant and 
compensates for wear in the injector. An intelligent, self-explantory menu 
structure makes the control elements not only easy to use but also safe 
and fast.

Technical Data EPG-D1 

Size (BxHxD) (mm) 270x140x300

Weight (kg) Approx. 6.5

Frequency (Hz) 47 to 440

Input Power (W) Max. 40 

Protection Class IP 64

High Voltage (kV) 20 to 100 

Resolution 1kV -

Current Limiting (µA) 20 to 160

Resolution 1µA Cascade 
Characteristic Curve Can be set in Three stages

Tribo Current 
Measurement (µA) 0 to 8, Resolution of Actual value 10 nA

Input Air Pressure (bar) 6 to 8, Min. 6 

Output Air -

Delivery Air (m³/h) 0.05 to 6

Dosing Air (m³/h) 0.05 to 6 

Additional Air (m³/h) 0.05 to 6 

AUTOMATIC POWDER SYSTEM : DIGITECH

WAGNER MOVEMENT TECHNOLOGY
Automatic Reciprocator EBA-1

Features:
LONG STROKE
Due to its motor rating of 0.75kW, it is best 
suited for simple serial coating processes.
• 	 Stroke speed uo to 40m/min
• 	 Load capacity up to 15kg
• 	 Reciprocator slide with 12guide rollers
• 	 Adjustable limit switches

Order No. Part No. Description
WG0000023 0238101 Automatic Reciprocator EBA1-21

Technical Data          EBA-1
Motor Rating (kW)   0.75
Electrical Supply (V/V/Hz)   220/380/50
Enclosure Class   IP 54
Max. Stroke Speed (m/min.)   40
Load on The Module  
Support Max.   15kg at Distance of 200mm

Lift Height Reciprocators with Different Stroke 
Heights are Available

Benefits:
•	 One and two way operation for automatic 	

reciprocator
•	 Automatic stroke height controller
•	 Sine curve regulation ASR

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, automotive 
component. Aluminium building extrusion industry. Bicycle industries. Office furniture 
and warehouse racking and shop fitting industry

Automatic Reciprocator EBA-6

Benefits:
•	 One and two way operation for automatic 

reciprocator
•	 Automatic stroke height controller
•	 Sine curve regulation ASR

Technical Data EBA-6 S EBA-6 L
Motor Rating (kW)  1.5
Electrical Supply (V/V/Hz) 220/400/50
Enclosure Class   IP 54
Max. Stroke Speed (m/min.) 60   40
Load on The Module 
Support Max. 

30kg at a distance of 
200mm

70kg at a dis-
tance of 200mm

Lift Height Reciprocator with Different Stroke Height 
are Available

Order No. Part No. Description
WGZ000045 0373147 Automatic Reciprocator EBA 6N-21-L

Features:
Suitable for more complex automatic 
coating processes with a maximum of up to 
12powder guns. The reciprocator slide is fitted 
with 16rollers ensuring smooth stroke movements 
without any natural vibrations.
• 	 High load capacity up to 70kg
• 	 Reciprocator slide with 
    16 guide rollers
• 	 Adjustable limit    
    switches
• 	 Lip seal
• 	 Motor cover
• 	 Suitable for Zone 22 ( EX II 3D)
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WAGNER MOVEMENT TECHNOLOGY FOR POWDER COATING
Short Stroke Automatic Reciprocator KHG 350 

Features:
•	 Robust design with a high load capacity
• 	 Adjustable stroke for a wide range of application
• 	 Regulation  of the stroke sped from 15 m/min. to 55 m/min. using frequency converters
• 	 Geared motor with crank mechanism

Benefit :
For the vertical arrangement of the spray guns. This allows an optimal integration of 
compact, fast colour-change booths into the units

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, automotive 
component. Aluminium building extrusion industry.
Bicycle industries. Office furniture and warehouse racking and shop fitting industry

Technical Data KHG 350

Motor Rating (kW) 0.75

Electrical Supply (V/V/Hz) 220/400/ 50Hz

Enclosure Class IP 54

Max. Stroke Speed (m/min.) 55

Load On The Module 
Support Max.

Up to 200mm Lift: 50kg Over 200mm Lift: 50kg at a 
Distance of 200mm

Lift Height (mm) 100-350 in 25 Steps

Positioning Trolley ZW

Features:
•	 Robust design
• 	 Roller chain drive, worm drive motor
• 	 Safety limit switches
• 	 Walk-on cover
• 	 Can be operated to a manual forward and reverse 

switch or by an external wagner controller from 
Prima Tech or DigiTech control system

Benefits:
•	 High coating quality due to optimal gun distance
• 	 Time saving
• 	 Avoids collision of the guns with the work pieces
• 	 Also useful in the cleaning process, for colour changes or to facilitate 	

maintenance

Technical Data ZW

Motor Rating (W) 90

Electrical Supply (V/V/Hz) 220/ 380/ 50
Enclosure Class IP 54
Max. Stroke Speed (m/min.) 3

Load On The Module Support Max. 700kg Over 200mm Lift: 50kg at a 
Distance of 200mm

Lift Height (mm)
600
900 
1200

Order No. Part No. Description
WGZ000047 0224120 Positioner ZW 600-0

Order No. Part No. Description
WGZ000046 0365102 Short Stroke Reciprocator KHG-350-F
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POWDER SPRAY BOOTH 

Features:
•	 Suitable for coating large items
•	 Small set-up area
• 	 Suitable for operation with a conveyor system
• 	 Sturdy industrial design
•	 Integrated powder recovery
• 	 Automatic filter cleaning: Interval control for filter pulse duration
•	 High suction performance of 8000 m³/h
•	 ATEX standards compliant
•	 Floor mounted, no castors
•	 Connection for gun controller
•	 Illumination provided by customer

Technical Data Basic 8000

Temperature (°C) 10 TO 35

Humidity (%) Max. 75

Work-pieces Size Basic 8000 (mm) L=1000xH=2000

Spray Wall BASIC 8000

Benefits:
• 	 Optimized coating opening
• 	 Easy operation
• 	 Energy saving air circulation (the extracted air is fed back into the paint 

shop)
• 	 Economical in spray-to-waste mode
• 	 Easy installation by the user :
   - Pre-assembled suction unit
   - Steel sheets delivered on pallet
   - Installation material included
   - Assembly instructions included
• 	 Connection for WAGNER BRAVO and PRIMA control units

Wagner Suspension Booth BASIC 4000
Features:
•	 Suitable for coating large items
•	 Small set-up area
• 	 Suitable for operation with a conveyor system
• 	 Sturdy industrial design
•	 Integrated powder recovery
• 	 Automatic filter cleaning: Interval control for filter pulse duration
•	 High suction performance of 8000m³/h
•	 ATEX standards compliant
•	 Floor mounted, no castors
•	 Connection for gun controller
•	 Illumination provided by customer

Technical Data Basic 4000

Temperature (°C) 10 TO 35

Humadity (%) Max.75

Work-pieces Size Basic 8000 (mm) L=800xH=1200

Benefits:
• 	 Optimized coating opening
• 	 Easy operation
• 	 Energy saving air circulation (the extracted air is fed back into the 

paint shop)
• 	 Economical in spray-to-waste mode
• 	 Easy installation by the user :
   •  Pre-assembled suction unit
   •  Steel sheets delivered on pallet
   •  Installation material included
   •  Assembly instructions included
• 	 Connection for WAGNER BRAVO and PRIMA control units

Order No. Part No. Description
WGZ000048 3301920 Basic 8000 Spraywall Booth

Order No. Part No. Description

WGZ000049 3305080 Basic 4000 Suspension Booth

Only for spray to waste, 
no powder recovery

PA
IN

TI
N

G
  A

N
D

  P
O

W
D

ER



PAINTING EQUIPMENT956

16

ID SUSPENSION BOOTH 

Feature :
The ID suspension booth is designed 
specifically for small series with multiple
colorsBenefits :

• 	 Spray opening (W x H): 1440mmx1530mm for workpieces up to 
W=800mmxH=8000mm

• 	 Suspension hooks integrated in roof reliable grounding of parts
• 	 Base frame with stainless steel floor plate robust, scratch resistant floor
• 	 Booth on casters mobile

Included Items :
• 	 Booth housing assy
• 	 Three filter cartridges 
• 	 Deflector grid

Application areas :
• 	 Manual coating, workpiece sizes 

up to L=800mmxH=1200mm

Technical Data

Input Voltage (V) 220 - 380

Rated Power, Drive Motor (kW) 2.2
Input Frequency (Hz) 50
Filter Surface Area 30m2, 322,9 ft2

Number of Filter Cartridges 3
Booth Suction Capacity (m3/h) 4000
Air Consumption (Nm3/h) 20

ID TRANSFER BOOTH 

Features :
•	 The ID transfer booth is specially designed 	
	 for the coating of small and large series in 	
	 flow line operation

Benefits :
• 	 Flow opening H=1530mmxW=500mm for 

workpieces up to H=1000mmxB=300mm
• 	 Ceiling slots and inlet/outlet vestibules 

integratable in automatic coating systems 
with flow line operation

• 	 With stainless steel floor plate robust, 
scratch resistant floor

• 	 Booth on casters mobile
• 	 Lightning next to the manual coater 
	 opening helps ensures that the workpiece 

is fully coated

Included Items :
• 	 Booth housing assy
• 	 Three filter cartridges 
• 	 Deflector grid
Application areas :
• 	 Manual coating, workpiece 

sizes up to 
	 H=1200mmxW=400mm 

(flow opening 
	 H=1530mmx W=500mm)

Technical Data

Input Voltage (V) 220 - 380 

Rated Power, Drive Motor (kW) 2.2 
Input Frequency (Hz) 50 
Filter Surface Area 30 m2, 322,9 ft2

Number of Filter Cartridges 3
Booth Suction Capacity (m3/h) 4000
Air Consumption (Nm3/h) 20

Powder Coating in Huge 
Dimensions

Order No. Part No. Description

WG0002231 3082406 ID Suspension Booth

WG0002421 3082406 ID Suspension Booth Under License

Order No. Part No. Description

WG0001872 3057190 ID Hanger Powder Booth
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STEEL POWDER BOOTH SYSTEM
ICF Stainless Booth

Features:
•	 Suitable for all application where few standard colours are used
•	 The complete filter unit can be replaced making fast colour changed possible
•	 Almost 100% powder separation for greater economy
•	 All function unit are optimally matched to each other: powder recovery, 	 	
	 preparation and powder supply

ID SPRAY WALL
Feature :
The ID spray wall is especially 	 	
suited for the coating of large 	 	
parts in one-color operation or 	 	
for frequent color changes

Benefits :
• 	 Slanted air baffles for directing the air 

current. Integratable in automatic coating 
systems with flow line operation

• 	 Base frame with stainless steel floor plate 
robust, scratch resistant floor

• 	 Booth on casters mobile

Included Items :
• 	 Spray wall assy
• 	 Three filter cartridges 
• 	 Deflector grid

Application areas :
• 	 Manual coating, workpiece sizes up to 

L=1000mmxH=1600mm
• 	 No parts with large surface areas (exhaust 

air must be able  to flow toward the rear 
for recovery)

Technical Data

Input Voltage (V) 220 - 380

Rated Power, Drive Motor (kW) 2.2
Input Frequency (Hz) 50
Filter Surface Area 30 m2, 322,9 ft2

Number of Filter Cartridges 3
Booth Suction Capacity (m3/h) 4000
Air Consumption (Nm3/h) 20

Order No. Part No. Description
WGZ000050 - ID Spray Wall Booth Under License

1.    Powder spray booth
2.    Filter trolley
3.    Filter elements
4.    Sieving device
5.    Powder container with level sensor
6.    Powder transport injector
7.    Powder wiper (special accessory)
8.    Reciprocator
9.    Powder spray gun
10. Cleaning air stream
11. Filter mats
12. Clean air exit
13. Fresh powder container

Benefit :
Colour changes become even faster and safer. The 
sieving machine and filter catridges are easily
accessible and replaceable for maintenance 
purpose.
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16 1 		 Suction channel
2 		 Pressure relief flap
3 		 Powder conveying container
4 		 Inspection covers
5 		 Integral multicyclone separator
6 		 Cyclone
7 		 Back filter element
8 		 Stabilising chamber
9 		 Powder conveying injector
10 	Clean-air-chamber
11 	Automatic filter cleaning
12 	Powder collecting pan
13 	Clean air exit

Powder-air mixture 

Air containing fine 
particles

Clean-air

This is how it works
The coating material not adhering to the surface  of the workpiece is con-
ducted by an extraction air stream into the suction channel (1). 

The powder-air stream enters the cyclone battery (5) and is distributed 
between the individual cyclones (6) by the partial vacuum present. The ac-
tual separation process now follows the same natural laws as in individual 
cyclones, but the relatively small cyclone diameter quickly leads to high 
centrifugal forces. 

The powder which is flung outwards spirals downwards under gravity into 
the stabilising  chamber (8), where it drops onto the sieving mechanism 
and is sieved into the powder container (3). The powder container which 
is connected directly to the base plate of the cyclone, is equipped with a 
fluid bed and injectors (9), this allows direct circulation of the powder. 

The exhaust air from the booth, now cleansed of powder, flows through 
pipes into an exhaust air cap and from there through an exhaust air chan-
nel into back filters and finally, through the fan which drives the system, 
into the workshop. 

From the back filter unit, a tiny residue of the finest powder particles goes 
into the powder collecting pan (12). The one to two percent loss of the 
finest powder helps to stabilise the system because it has a beneficial 
effect on fluidisation, sieve performance, powder conveying and on the 
electrostatic efficiency of the powder spray system.

The Multi-cyclone - for frequent colour changes
Wagner have developed the Integral Multi-cyclone powder recovery 
system especially for multi-colour operation and quick, efficient powder 
changes.
What is an Integral Multi-cyclone powder recovery system?
Cyclones taking up a mere cubic metre and providing a generous air 
throughput of 8000 or 12000 m3/h, offer optimal powder recovery and an 
efficiency rating of up to 98%.

STEEL POWDER BOOTH SYSTEM

Up to 98% efficiency : with the compact 
Wagner Multi-cyclone recovery System

ICM Steel Booth

Order No. Part No. Description
WGZ000323 3150742 ICM Power Trolley with Sieving Machine

    The multi-cyclone system
    9 small sized cyclone in a space 

of only 1m³ and a booth waste 
air output of up to 12000m³/h 
provide optimal powder recovery. 
The continuous rating is 95-98%

Benefits :
• High rate of air throughput up to 12,000m³/h per unit
•  The continuous separation efficiency rating is 95-98%
• Low installed height
• Easy to clean, the multicyclone separator is tottaly visible and has pipe
  connections
• A wide range of applications
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SuperCube PVC booth

 POWDER BOOTH FOR COLOUR CHANGE IN MINUTES

Technical Data Supercube Plastic Booth

Air Extraction Rate (m³/h) 12,000–20,000

Work Piece Widths (mm) 600,800,1,000

Work Piece Heights (mm) 1,400– 2,200

Bottom Edge of Work Piece (mm) From 900

Internal Length (mm) 2,500

Manual Coating Before, After, Before+after

Automatic Slots 1-3per side

Mono Cyclone and After-filter (m³/h) 12,000–20,000

Features:
•	 Fixed integral booth floor with blow-out device
• 	 Minimum space required
• 	 Superfast, colour change in minutes
• 	 Fully automatic and manual

Benefits:
Compact, with no supporting frames and no pit excavation.
Rectangular booth shape-also suited for horizontal gun arrangement. No 
powder deposits on the floor - super fast booth cleaning. Economical use 
of material. SuperCube combines these benefits, and:
• 	 The option of pre- and after coating stands
• 	 Blow-out device for the integral booth floor. This keeps the floor clean 	

and blows the powder into the extraction slot
• 	 The floor of the booth can be walked on, facilitating cleaning and 

maintenance work
• 	 Excellent illumination of the booth and manual coating stands thanks to 	

booth lighting integrated into the roof
• 	 Extraction of over-spray of both side throughout the length of the booth. 

This creates a uniform air speed and good coating
• 	 High application effectiveness due to low booth floor and vertical airflow
• 	 No powder deposits thanks to optimization of the air flows in the 

extraction channels (Twister effect)

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component. Aluminium building extrusion industry.
Bicycle industries. Office furniture and warehouse racking and shop fitting 
industry

Powder colour change possible 
in less than 5 minutes !
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Prima Cube Automatic System

 POWDER BOOTH PLASTIC IN A COMPACT CONFIGURATION

Features:
•	 Various complete packages
• 	 Compact Configuration, easy handling
• 	 Coating result without comprises
• 	 Easy and quick color change
•	 PVC sandwich construction
•	 Offer a complete system, which chanels not only in 	
	 it’s technical performance, but also in price
•	 Booth lenght only 2.5m plus manual platfforms
•	 Max. workpiece dimension h =1800mm 
	 w=800mm
•	 Twin channel suction
• 	 Flat booth floor with blow-off device
• 	 3 guns slots per side

Benefits:
•	 PrimaCube booth with Twin channel suction - perfect powder cloud for 

high coating efficiency
•	 Prima Center with Central sytem control - powder supply and color 

change simplified

Suction	slot

	knife

Fast colour change system on an 
attractive price fast return
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Supertech Plastic Booth for Multi-colour Operation

POWDER BOOTH FOR MULTI-COLOUR OPERATION

Features:
•	 Space saving
• 	 Walk on booth floor
• 	 Manual coating stands
• 	 Fixed integral booth floor with blow-out device
• 	 From black to white in 4-5minutes 
• 	 Floor with powder extraction belt

Benefits:
• 	 Pre-and after coating stands are provided
• 	 Blow-outdevice for the integral booth floor. 
	 This keeps the floor clean and blows the powder into the extraction slot
• 	 Powder extraction belt as an option. 
	 This continuously transports the over-spray powder recovery system
• 	 The floors of the booth can be walked on, facilitating cleaning and 

maintenance work

Commercial Application:
Electrical panel maker, home appliance industry, metal working, job coater, 
automotive component. Aluminium building extrusion industry.
Bicycle industries. Office furniture and warehouse racking and shop fitting 
industry

Technical Data Supertechplastic Booth

Air Extraction Rate (m3/h) 12.000–28.000

Work Piece Widths (mm) 600,800,1.000

Work Piece Heights (mm) 1.400–2.200

Bottom Edge of Work Piece (mm) From 900

Internal Length (mm) 3.000–8.000

Manual Coating Can be combined by choice

Automatic Slots 1-6per side

Mono Cyclone and After-filter (m3/h) 12.000–28.000

Feature :
ICM Integral Compact Multicyclone stainless steel booths are designed for 
automatic powder coating and manual coating in multipaint operation

Feature :
ICF Integral Compact Filter stainless steel  filter booths are designed for 
automatic powder coating and manual coating for up to 3 colors
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AIR SPRAY GUN
Spray Gun

HVLP

Order No. Part No. Description
KW1200215 KW12-215 Spray Gun HVLP 1.8mm with 1000ml Cup

Specification

Nozzle Size (mm) 1.8

Fluid Output (ml/min) 220

Pattern Witdh (mm) 280

Air Consumption (ℓ/min) 210

Cup Capacity, Aluminium (cc) 1,000

Features :
• Heavy duty
• Light weight
• Industrial

Applications :
• Automotive
• Workshop
• Furniture
• Industry

HVLP

Order No. Part No. Description
KW1200217 KW12-217 Spray Gun HVLP 1.3mm Tip
KW1200218 KW12-218 Spray Gun HVLP 1.8mm Tip

Specification KW12-217 KW12-218

Nozzle Size (mm) 1.3 1.8

Fluid Output (ml/min) 170 220

Pattern Witdh (mm) 260 280

Air Consumption (ℓ/min) 200 210

HVLP

Order No. Part No. Description

KW1200231 KW12-231 Gravity Spray Gun HVLP 1.0mm with Cup 
400ml

Specification

Nozzle Size (mm) 1.0

Fluid Output (ml/min) 110

Pattern Witdh (mm) 240

Air Consumption (ℓ/min) 190

Cup Capacity, Aluminium (cc) 400

Features :
• Heavy duty
• Light weight
• Industrial

Applications :
• Automotive
• Workshop
• Funiture
• Industry

NOZZLE SET

Order No. Type Description

KW1200227 KW12-227 Nozzle Set 1.3mm for KW12-215, 217, 218, 231

KW1200228 KW12-228 Nozzle Set 1.8mm for KW12-215, 217, 218, 231

KW1200229 KW12-229 Nozzle Set 1.0mm for KW12-215, 217, 218, 231

Contents :
•	 Air cap
•	Needle
•	Nozzle
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HVLP

Benefits :
•	 Very light, means about 40% similar size spray gun
•	High transfer efficiency save large amount of paint material
•	High temperature resistance and chemical resistance
•	 Excellent in water-borne materials
•	 Comfortable for long-time spray gun user
•	 Finest atomization and perfect finish
•	 The spray pattern can be adjusted to round and flat spray fan
•	 100% pre-tested for each spray gun to ensure the quality
•	 Body is made from composite

Order No. Type Description

KW1200222 KW12-222 Composite Gravity Spray Gun HVLP 1.3mm

Application :
•	 Automotive
•	Workshop
•	 Furniture
•	 Industry

Features :
•	Heavy duty
•	 Light weight
•	 Industrial

Composite Material

COMPOSITE SPRAY GUN

Contents KW12-223 :
•	 Spray gun
•	 2ℓ alum cup
•	 Spanner
•	 1500mm hose

KW12-223

Order No. Type Description

KW1200223 KW12-223 Spray Gun Kit 1.0mm + Aluminium Cup 2ℓ

KW1200224 KW12-224 Spray Gun Kit 1.3mm

Contents KW12-224 :
•	 Spray gun 1.5mm
•	 600cc aluminium cup
•	Witch brush
•	 Spanner
•	Air cap

KW12-224

Order No. Type Description

KW1200230 KW12-230 Turbin HVLP + Spray Gun 1.0mm+ 
Aluminium Tank 1ℓ

Application :
•	Home use
•	 Small home industry
•	 Contractor

Benefits :
•	Without using compressor
•	 Easy to move
•	Comfortable
•	User frendly

2 ℓ

600cc

AIR SPRAY GUN KIT
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10 ℓ

PAINT TANK WITH SPRAY GUN

SPRAY GUN WITH TANK

Order No. Type Description

KW1200106 KW12-106 Spray Gun 1.7mm with 10ℓ Tank

Specifications :
Required pressure	 :	 25~50Psi
Average air consumption	 :	 312 ℓ/min
Cup size	 :	 10ℓ
Air inlet	 :	 1/4” NPT
Hose size	 :	 3/8”
Spray gun nozzle 	 :	 1.7mm

Included :
•	 1pc - rubber paint hose 3m
•	 1pc - rubber air hose 3m
•	 Repair kit and wrench
•	 Paint Tank
•	 Spray Gun

Feature :
The 10ℓ Paint Tank can with stand air pressure to maximum of 80 Psi. This Paint 
Tank is equipped with an air regulator, gauge, safety valve, and fluid outlet. 
It is constructed of only the finest material for durability, the10ℓ capacity 
enables you to handle most any size job.

GLUE GUN

Order No. Type Description

KW1200232 KW12-232 Air Glue Gun + Tank 4ℓ Bottom Outlet

Specification :
•	 Air Pressure 0~80psi

Application :
•	 Electronic industry
•	 Furniture
•	 Packaging paper

Features :
•	Work faster
•	 Economical
•	 Perfect result

Pressure Tank for Glue

4 ℓ

KW12-22 KW12-23
KW12-24

KW12-25

Features :
1.	 Movable with casters
2.	 With paint strainer
3.	 With air regulator
4.	 1 pc tank shell, no welding seam 

ensure no air leak
5.	 Manual or air agitation type
6.	 2 outlets for tanks of and over 20ℓ

Order No. Type Description

KW1200022 KW12-22 Manual Agitation Pressure Tank 20ℓ, Top Outlet

KW1200023 KW12-23 Manual Agitation Pressure Tank 40ℓ, Top Outlet

KW1200024 KW12-24 Air Agitation Pressure Tank 20ℓ, Top Outlet

KW1200025 KW12-25 Air Agitation Pressure Tank 40ℓ, Top Outlet

TOP OUTLET

20ℓ

40ℓ

20ℓ

PRESSURE TANK

PA
IN

TI
N

G
  A

N
D

  P
O

W
D

ER

40ℓ



www.kawanlama.com 965PAINTING EQUIPMENT

Order No. Type Description

KW1200028 KW12-28 Air Agitation Pressure Tank 20ℓ, Bottom Outlet

KW1200029 KW12-29 Air Agitation Pressure Tank 40ℓ, Bottom Outlet

KW12-28

BOTTOM 
OUTLET

40ℓ

20ℓ

KW12-29

Features :
1.	 Movable with casters
2.	 With paint strainer
3.	 With air regulator
4.	 1 pc tank shell, no welding seam 

ensure no air leak
5.	 Manual or air agitation type
6.	 2 outlets for tanks of and over 20ℓ

Not for use methalyde chloride 
(caustic material)!

Features :
•	 Double diaphragm
•	 No spark, more safety
•	 Pick up hose with paint strainer
•	 With air regulator
•	 With spray dampener
•	 With recirculating hose (8m x 12mm)
•	 Twin paint outlets
•	 3/8” (2 outlets and 2 inlets) 

Specifications :
•	 Pressure ratio 1:1
•	 Transmitting capacity :
   	 •  5 ℓ/min (0.4kg/cm2)
	 •  7.5 ℓ/min (1kg/cm2)
	 •  10.5 ℓ/min (2kg/cm2)
•	 Max. air pressure : 5kg/cm2

•	 Max. pump speed : 160 times/min (5kg/cm2)
•	 Min. pump speed : 80 times/min (0.4kg/cm2)

Order No. Type Description

KW1200031 KW12-31 Stationary Type Air Agitator

Order No. Type Description

KW1200019 KW12-19 Air Diaphragm Pump with Stand

AIR DIAPHRAGM PUMP

AIR AGITATOR

Order No. Type Description

KW1200237 KW12-237 Clamping Type Agitator 900mm

Features :
•	 Stationary type with stand
•	 Max capacity of agitation : 20ℓ
•	 With agitator stand
•	 Tripple piston air motor
•	 3,300rpm
•	 Free air consumption : 11CFM
•	 Quiet and safety running
•	 Suitable for pail 20ℓ

WITH CLAMP
Features :
•	 Stationary type with clamp
•	 Max capacity of agitation : 200ℓ
•	 Tripple piston air motor
•	 3,300rpm
•	 Free air consumption : 11CFM
•	 Quiet and safety running
•	 Suitable for drum 200ℓ

PRESSURE TANK
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Order No. Type Description

KW1200050 KW12-50 Viscocity Cup with Wire Professional

VISCOCITY CUP

VISCOCITY METER

Order No. Type Description 

KW1200179 KW12-179 Pu Recoil Hose, 5x8mmx7.5m, Yellow Color, with 
Steel Standard Coupler and Plug

KW1200180 KW12-180 Pu Recoil Hose 5x8mmx10m, Red Color, 
with Steel Standard Coupler and Plug

KW12-180
KW12-179

HEAVY 
DUTY TYPE

Order No. Type Description
KW1200030 KW12-30 Air and Paint Hose 6.5x10mmx7.5m with fitting

KW12-50

KW12-30

Air Paint Hose

Order No. Type Description

KW1200234 KW12-234 Air Hose Reel Auto 6m PU Braided Open Case

KW1200235 KW12-235 Air Hose Reel Auto 9m PU Braided Open Case

KW1200236 KW12-236 Air Hose Reel Auto 15m PU Braided Open Case

Order No. KW1200234 KW1200235 KW1200236

Hose Material PU MESH PU MESH PU MESH

Hose Length (mm) 6000 9000 15000

Hose I.DxOD 8x12 8x12 8x12

Air Inlet/Outlet (inch) ¼ “ ¼ “ ¼ “

Working Pressure (psi) 200 200 200

Outer Casing Material Plastic Plastic Plastic

Packing Dimension (cm) 27.5x15x28 31x19x35.5 40x19x43

Weight (kg) 3.9/3.6 5/4.5 8/7

• Durable construction-made from high quality impact resistant 
polypropylene 

• Positive latching mechanism-automatically locks hose at desired
• Integral wall/overhead swivel bracket 
• PU Mesh

RECOIL HOSE

AIR AND PAINT HOSE

AIR/PAINT HOSE

AIR HOSE REEL

* YAMAHA Standart Air Hose Reel
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Specification

Air Hose (cm) 70

Stand Hose (cm) 65

Nozzle (pcs) 5 (Ceramic)

Working Area (cm) 58.5 x 48 x 49/32 

Weight (kg) 20

Order No. Type Description

KW1200169 KW12-169    Sand Blasting Machine 585 x 485 x 490mm

Order No. Type Description

KW1200170 KW12-170   
Sand Blasting Machine with Stand

 890 x 560 x 138mm

Feature :
Krisbow offers a wide range of efficient standard - injection - and pressure blasting 
cabins. All cabins are universal applicable for cleaning, derusting, descaling, 
hardening, burring, roughening, consolidating, polishing, and suitable for all 
abrasives. The charging is done over a front door or side doors. At our heavy 
cabins a crane or fork lift charging is also possible. 

SAND BLASTING MACHINE

SAND BLASTING MACHINE with STAND

Order No. Type Description

KW1200252 KW12-252 Sand Blaster Kit with Extra 3 Nozzle

Specification

Nozzle Size (mm) 6

Air Consumption (ℓ/min) 150

Hose Length (cm) 300

Pipe Length (cm) 31

Extra 
3 Nozzle

SAND BLASTER KIT

Specifications

Air Hose (cm) 70

Stand Hose (cm) 65

Nozzle (pcs) 5 (Ceramic)

Working Area (cm) 86 x 56 x 138/118.5

Weight (kg) 51
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KW12-269KW12-268

Order No. Description

KW1200268 Mini Compressor with Regulator 1/6HP

KW1200269 Mini Compressor with Regulator 1/6 HP Tank 3ℓ

Order No. Description

KW1200272 Airbrush Kit

KW1200273 Airbrush Kit with Flow Control

*air filter regulator

KW12-272 KW12-273

Order No. Description

KW1200270 Mini Spraybooth with Motor 25W Complete with Hose

MINI SPRAYBOOTH

MINI COMPRESSOR

AIRBRUSH
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*dual action airbrush kit *dual action airbrush kit






