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metabo IMPACT DRILL work. don't play.
weork. don™t play, > SB 561
Features :

+ Auto-stop carbon brushes
- Large trigger switch button

« Sturdy double-shell housing

« Extra handle with drill depth-stop

Benefits :

+ Small, handy machine

« Long-life motor

« Powerfull impact mechanism

» SBE561

Features :

« Auto-stop carbon brushes
Large trigger switch button
Sturdy double-shell housing
Extra handle with drill depth-stop
Variospeed (V) electronics
Clockwise and anticlockwise rotation
Quick action keyless chuck futuro Plus

» sB710

Features :
Die cast aluminium gear housing
Optimal cooling by axial/radial fan
Two-speed gear unit

Robust Metabo Marathon motor

Metabo S-automatic torque limiting clutch
Auto-stop carbon brushes

Benefits :

+ Small, handy machine

- Long life motor

« Powerfull impact mechanism

« Convenient accessories tool change

Benefits :

- |deal for professional user

« Powerfull impact mechanism

« Long life motor thanks to Metabo marathon motor

« Ergonomic housing design for convenience handling

» SBE 1100

> SBE710
Features :
« Die cast aluminium
gear housing
. Features :

Optimal cooling by
axial/radial fan
Two-speed gear unit
Robust Metabo marathon motor :
Metabo S-automatic torque limiting clutch
Vario Tacho Constamatic (VTC) full wave

Die cast aluminium
gear housing
Optimal cooling by axial/radial fan
Two-speed gear unit
Robust Metabo marathon motor
Metabo S-automatic torque limiting clutch
Vario speed electronics

Clockwise and anticlockwise rotation

Autostop carbon brushes
Benefits : @ @ @
« Ideal for professional user
« Ergonomic housing design for convenience handling
« Long life motor thanks to Metabo marathon motor

« Powerful impact mechanism
« Multi function impact drill with variospeed and reverse system

Electronics
Clockwise and anticlockwise rotation
Brush wear indicator
Overload protection
Benefits :
« Ergonomic housing design for convenience handling
« Long life motor thanks to Metabo marathon motor
« Powerfull impact mechanism

Auto-stop carbon brushes
#'i“ "‘I'E"C
R
- l|deal for professional user
« Quick action key less chuck

Specification :
Drill capacity (mm)

Specification

Wood

Concrete

Power

(W)

No Load Speed
(rpm)

Chuck Capacity
(mm)

Torque
(Nm)

SB 561 10 20 12 560 2800 0.5-10 5 1.7
SBE 561 10 20 12 560 0-2800 1.5-13 5 1.7
SB710 13/8 40/25 20 710 1000/3100 1.5-13 28/12 2.5
SBE 710 13/8 40/25 20 710 1000/3100 1.5-13 28/12 2.5
SBE 1100 Plus 16/8 40/25 20 1100 0-900/0-2800 1-16 44/16 2.8
Order No. Type Description

MB0001980 SB 561 Impact Drill 13mm

MB0003190 SBE 561 Impact Drill 13mm Reversible w/Case

MB0003422 SB710 Professional Impact Drill 710 W, 13mm

MB0003423 SBE710 Professional Impact Drill 710W, 13mm, Variable Speed , and Reversible

MB0003424 SBE 1100 Professional Impact Drill 1100W, 16mm, Variable Speed , and Reversible

www.kawanlama.com
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CORDLESS DEVICE

CORDLESS SCREWDRIVER

meiabo

work. don"t play.

» POWERMAXX12

Features :

- 2 speed gearbox

«+ 20 level adjustable
torque

«+ Clockwise and anti
clockwise rotation

« Sturdy die cast gear
housing

Benefits :

« Small, handy machine

- Fatigue-free operation
due to perfect

D POWERIMPACT12

'
T

ergonomy - - -
- Easy and quick change Specification Powerimpact12
of battery pack Voltage (V) 108
Battery Type Li-ion
Specification Powermaxx Li Battery Capacity (Ah) 1.5
Voltage (V) 10.8 Speed At No Load 1 (rpm) 0-2.300
Speed at No Load (rpm) 0-350/0-1300 Max. Impact Rate (rpm) 3000
Torque (Nm) 14/28 Torque (Nm) 105
Battery (Ah Li-lon) 1.5 Tool Attachment 1/4” (6,35mm) Hex Recess
Weight (kg) Weight (Include Battery) (kg)
Order No. Type Description Order No. Type Description
MB0003502 | Powermaxx12 Cordless Drill and Screwdriver MB0003495 | Powerimpact12 Cordless Impact Drill
D> SSD 18LT and SSW 18 LT
Features :

« Compact cordless impact screwdriver for tough applications
« High torque machine with low kick-back torque

«Variospeed (V) electronics
« 3 speed and torque levels
« Die cast aluminium gear housing

« Multi functional monitoring system to protect the machine

and battery pack

Specification SSD 18 LT SSW 18 LT
Voltage (V) 18
Battery Type Li-ion
Battery Capacity (Ah) 2.6
Speed at No Load 1 (rpm) 0-1.600
LT
- 4 Speed at No Load 2 (rpm) 0-2.150
Speed at No Load 3 (rpm) 0-2.650
SSW 18 LT Max. Impact Rate (rpm) 1.500/2.700/3.300
Torque (Nm) 80/125/160 105/145/220
Order No Type Description Tool Attachment 1/4 (6F,{3Smm) Hex 1/2"(12,70mm)
MB0003394 | SSD 18LT Cordless Impact Driver _ ecess Square
MB0003339 | SSW 18 LT Cordless Impact Wrench Weight (Include 18
Battery) (kg)
CORDLESS SCREWDRIVER
» BS 18 LT impuls and BS 18 LTX impuls
Features :

@

« Impulse mode, gear switch operable with one hand
+ Metabo torque clutch with an extended setting range

« Quick stop

« Spindle with hexagon recess for screwdriver bits

« Integrated working light
« Die cast aluminium gear housing

« Electrical overload protection to protect the machine and battery pack
« AIR COOLED technology for rapid charging and long service life

Specification

BS 18 LT impuls

BS 18 LTX impuls

Voltage (V) 18
Speed at No Load (rpm) 0-400/0 - 1.400
Steel (mm) 13/6
. Capacit Wood (mm 30/22 50/25
BS 18 LT impuls BS 18 LTX impuls pacity Concre(te ) |
Order No Type Description Torque (Nm) 26/60 | 42/96
MB0003393 | BS 18 LT Impuls Battery-Driven Impuls Drill Battery (Ah Li-lon) 26
MB0003379 | BS 18 LTX Impuls Battery-Driven Impuls Drill TX Weight (kg) 1.9 | 2
1044 POWER TOOL §
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CORDLESS SCREWDRIVER wmmkeggtgg

» BS 12 NICAD :II
Features : =
. Variospeed electronic Specification BS 12 NiCad BS 14.4 Li g
. 20 level adjustable torque, plus | Voltase (V) 12 14.4

drilling level speed WithoutWeight | o _400/0-1350 | 0-450/0-1600 %

« Clockwise and anti clockwise (rpm) ' ! <
rotation Steel (mm) 10/5 10/5 w
Capacity |Wood (mm) 20/10 20/16 (W)

Benefits : _ Concrete - - S
- Fatigue-free operation due to Torque (Nm) 18/35 20/40 (1T]
EerfeCtjrgc’_”Emhy " Battery 12v/1.7Ah NICAD | 14.4v/1.3Ah Lithium o
 Eesyandquidechange ol [weight kg) 7 4 A
. T-hand!e for optimum centre Order No. Type Description =
of gravity MB0003391 |  BS 12 NICAD Cordless Drill Screwdriver a
MB0003363 BS 14.4 Li Cordless Drill Screwdriver (o)

Y

3 SPEED DRILL

Specification B32/3

Drill Steel (mm) 32
Diameter | Soft Wood (mm) 70
Rated Input Power (W) 1,800
Output Power (W) 1,200
Speed at No Load (rpm) 170/320/470
Torque (Nm) 190/120/90
Rated Load Speed (rpm) 110/190/280
Collar Diameter (mm) 65
;r;lﬁ:\g Spindle with Inside MK3
Features: Weight (kg) 75
« Tools for heavy duty applications - bulletproof for heavy jobs Order No. Type Description
. :::ggf;il\l,\i,r;%;vith drill bits until 32mm diameter in steel and 70mm MB0003202 B32/3 Three Speed Drill 32mm

« For stirring thick liquid-like materials
« For screwing in long screws with large diameters

ROTARY DRILL
» BE10

Features : Specification :

+ Auto-stop carbon brushes Drill Capacity Speed at

- Large trigger switch button Specifi- (mm) Power NI:, Load Toraue Weight

. 4 i cation w Nm k
Sturdy double-shell housing Steel  Wood (W) (rpm) (Nm) (kg)

Benefits : BE10 10 20 450 2500 10 1.1

+ Small, handy machine
+ Long life motor Order No. Type Description

MB0003484 BE10 Electric Drill 10mm Reversible

» BDE 1100

Specification:

Drill Capacity n—_— NoLoad  Chuck

(mm) Speed  Capacity Torque Weight

(Nm)  (kg)

Specifica-

Features : tion Steel Wood (rpm) (mm)
Die cast aluminium gear housing 0-640/
Optimal cooling by axial/radial fan BDE 1100 | 16/10 | 40/25 1100 3-16 55/22 3.8

0-1200

Two speed gear unit
Metabo marathon motor
Metabo safety clutch

Order No. Description
Variospeed (V) electronics MB0002569 | BDE 1100 | Professional Electric Drill 1100W, 16mm, Reversible

Clockwise and anticlockwise rotation
Auto-stop carbon brushes

www.kawanlama.com POWERTOOL 1045
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meiabo

MAGNETIC DRILL work. don’t play.
> MAG 32 » MAG 50

Features : Benefits :

« Die cast aluminium gear housing - Ideal for professional user

Specification :

Broach
Cutter
Capacity
(mm)

Ma-
chine
(w)

Specifi-

cation

Output
Power
(w)

Two speed gear unit

Magnet base with high holding
power for safe operation

Enable precise and clean drilling, -
motor and carriage form a unit

Height adjustment of carriage with ~ «
pinion and toothed rack .

vertical and

Fatigue free

No Load
Speed
(rpm)

Torque Weight
(Nm) (kg)

Also suitable for working overhead on

the safety belt provided
Motor can only be turned on after
turning on the magnet base

Holder bit for drill chuck (optional) for
working with spiral drills

inclined surfaces using

work by hollow milling

Order No. Type Description
MAG 32 32 1000 520 700 50 1
o MB0003415 | MAG 32 Magnetic Drilling System, 32mm
MAG50 50 1200 620 250/450 50/90 13 MB0003421 | MAG50 | Magnetic Drilling System, 50mm, Reversible
CHIPPING HAMMER

» MHE 96 and MHE 56

Benefits :

MHE 96

- Ideal for professional user
- Ergonomic housing design for fatigue
proof operation

Specifi-

Specification :

Features :

Suitable for bits and accessories with SDS Max shank bit
Magnesium die cast gear housing

Vario Tacho Constamatic (VTC) electronics

Rubber coated handle

Auto-stop carbon brushes

Additional handle 360° rotatable

Pneumatic high performance hammer mechanism
Chisel can be fixed in 12 positions

Heavy duty concrete chipping use

Suitable for building construction, repair and maintenance
+ VTC, magnesium die-cast housing, SDS-max bit

Output
Power

Max.
Impact

Single Blow

103 Energy

Weight

Order No. Type Description cation  Power (W) (w) Rate (J) (k)
MB0003178 MHE 56 Chipping Hammer 56mm MHE 56 1300 650 2,840/min 14 6.3
MB0003179 MHE96 Chipping Hammer 96mm MHE96 1600 800 1,950/min 27 1

ROTARY HAMMER
P BHE2243 Specification :
Specification BHE 2243
Featyres : . X . Order No. MB3426
« Suitable for bits and accessories with C " Steel 3
SDS Plus shank bit GRaCiLy teel (mm) L
« Die cast aluminium gear housing Wood (mm) 30
« Robust Metabo marathon motor Concrete (mm) 22
m « Metabo S-automatic torque limiting Input Power (W) 800
CIUFCh . Output Power (W) 450
« Variospeed Electronics
« Clockwise and anticlockwise rotation No Load Speed (rpm) 0-1150
- Rubber coated handle Max. Impact Rate (rpm) 5400
« Auto-stop carbon brushes Torque (Nm) 15
« Long life motor thanks to Metabo Single Blow (J) 24
marathon motor N
« Pneumatic high performance Benefit Weight (kg) 25
hammer mechanism enefits : s
. Hammer stop « Ideal for professional user Order No. Type : Description
« Ergonomic housing design for MB0003426 | BHE 2243 Professional Rotary Harpmer 800W,
fatigue proof operation 22mm, Reversible
1046 POWER TOOL ///% Kawan Lama.
#1 Commercial & Industrial Supply Company



COMBINATION HAMMER

meiabo

work. don't play.

D KHE 2443 and KHE 32

Features :

(KHE 32)

KHE 32

O 1

Specification :

« Suitable for bits and accessories with
SDS Plus shank bit
« Die cast aluminium gear housing
« Robust Metabo marathon motor
+ Metabo S-automatic torque limiting clutch
« Vario Tacho Constamatic (VTC) electronics

« Clockwise and anticlockwise rotation

+ Rubber coated handle

« Autostop carbon brushes

« Pneumatic high performance hammer
mechanism

« Hammer stop, for drilling steel and wood

« Rotation stop for chiselling

Benefits :

« ldeal for professional user

« Ergonomic housing design for fatigue
proof operation

« Long life motor thanks to Metabo mara-
thon motor

Specification il el G Power (W) No Load Speed (rpm) Torque (Nm) Single Blow Weight
Steel Wood Concrete Energy (J) (kg)
KHE 2443 13 40 24 800 1150 15 24 25
KHE 32 16 40 32 900 780 25 0-3.5 35
Order No. Type Description
MB0003425 | KHE 2443 Professional Combination Hammer, 24mm, Reversible
MB0002435 KHE 32 Professional Combination Hammer, 32mm, Reversible

COMBINATION HAMMER

ANGLE GRINDER

» KHE 96 and 56

O 1

Features :

« Heavy duty concrete chipping and drilling use

« Suitable for building construction, repair and
maintenance

«VTC, Magnesium die-cast housing, SDS-Max bit

KHE 56

» WX 24-180 and WX 24 - 230

WX 24-180 and
WX 24 - 230

Features :

Vibratech handle for 5" up

Die cast aluminium gear housing
Robust Metabo Marathon motor
Spindle lock

Autostop carbon brush
Ergonomic handle design with
integrated switch

Safety switch lock against uninten-
tional start (W 14-150, WX 24-180,
WX 24-230)

Especially high torque (W 14-150,
WX 24-180, WX 24-230)

+ Adjustment of protective hood
without tools

« Rotating main handle without tools
(W 14-150, WX 24-180, WX 24-230)

Benefits :

- ldeal for professional user

+ Long life motor thanks to Metabo
marathon motor

- Versatile applications through the
extensive range of accessories

Specification :

Disc
Diameter
(mm)

No Load
Speed (rpm)

Torque Weight
(Nm) (kg)

Specification Power

(W)

HAMMER MACHINE AND GRINDER

Specification :
Single Left/ W 14-150 Ergo 150 1400 10000 5 2.8
o acrcaton ;r;.:vitr c;zu::rt Speed Torque Blow Right Weight W 20-180 180 2000 8500 10 5.7
p o owr’ (pm) (Nm) Energy Rota- (ko) W 23-230 230 2300 6600 17 49
()  tion WX 24-180 180 2400 8500 14 57
KHE56 | 1300 | 650 | 0-450 90 14) | Yes 6.7 WX 24-230 230 2400 6600 17 58
KHE96 | 1700 | 850 |[125-250| 120 | 27J | Yes 11.8 der No. Type Dezeription
. MB0002453 | W 14-150 Ergo Angle Grinder 150mm, 1400W
Order No. Type Description .
MB0003180 KHE56 Combination Hammer 56mm MB0003500 W 20-180 Angle Grinder 180mm, 2000W
ombination fammer MB0002455 | W 23-230 Angle Grinder 230mm, 2300W
HBO00SNEN KHEZD Sl e S MB0003369 | WX 24-180 Angle Grinder 180mm, 2400W
MB0003397 | WX 24-230 Angle Grinder 230mm, 2400W
www.kawanlama.com POWERTOOL 1047



ANGLE GRINDER

melabo

work. don't play.

P W72-100, W85-100 and W8-100

W72-100 and W85-100
W8-125

05

Specification :

Features :

+ Auto-stop carbon brushes

- Cutting metal profiles, stone, concrete, and ceramic materials

« Grinding metal and stone (cleaning up welding and shuttering seams,
smoothing edges)

+ De-rusting and removing paint from metals

« Polishing metal and stone

+ Tool-less wheel guard, New design

« Anti vibration handle (W8-125)

. . Wheel Diam- Input  Speed at NoLoad Torque Weight
Specification
eter (mm) Power (W) (rpm) (Nm) (L)) Order No. Type Description
W72-100 100mm (4”) 720 11,000 1.7 1.5 MB0003469 | W72-100 Angle Grinder 100mm, 720W
W85-100 100mm (4”) 850 11,000 22 17 MB0003373 | W85-100 Angle Grinder 100mm, 850W
W8-100 100mm (4") 800 10,000 2.2 1.8 MB0003182 | W8-100 Angle Grinder 100mm, 800W
Wws-125 125mm (5") 800W 10,000 22 1.8 MB0003183 | W8-125 Angle Grinder 125mm, 800W
» WA11-125and WEA14-150plus
(T
WA11-125 Specification WA11-125 WEA14-150plus
Order No. MB3292 MB3296
@ ° Diameter Grinding Disc (mm) 125 (5") 150 (6”)
Input Power (W) 1.100 1.400
Features : Max. Impact Rate 10,000/Min. | 6.000 — 9.000/Min.
- Vibratech handle for 5" up WEA14-150plus Torque (Nm) 3 3.5
« Die cast aluminium gear housing Weight (kg) 1.9 2
+ Robust Metabo marathon motor Spindle Thread M14 M14
+ Spindle lock Benefits :
+ Autostop carbon brush - Ideal for professional user Order No. Type Description
+ Ergonomic handle design with - Long life motor thanks to Metabo MB3292 WA11-125 Angle Grinder 5" 1100W Auto Balancing
integrated switch marathon motor MB3296 | WEA14-150plus | Angle Grinder 6” 1400W Auto Balancing

« Adjustment of protective hood .
without tools

« Electronic speed control g

« Auto balancing

« Temperature control unit

BENCH GRINDER

» Bench Grinder

Versatile applications through the
extensive range of accessories
Saving grinding wheel

Benefits :

« Ideal for professional user

« Emergency stop switch

for optimum safety of the

user

Rotor shaft mounted

on ball bearing for long

service life of the machine

+ Large eye shield glasses
for optimum protection
from flying sparks

Features :

« Robust Metabo marathon motor

« Sturdy machine for sophisticated
sharpening, grinding and deburring
tasks

- Quiet, maintenance free induction

motor

STRAIGHT GRINDER

» GE 700 and GE 900

@

Features :

« Robust aluminium die cast bearing flange

+ Robust Metabo marathon motor

« Vario Constamatic (VC) full wave electronic

«+ Autostop carbon brush

Benefits :

« Ideal for professional user

«+ Ergonomic shape for fatigue free grinding

« Long life motor thanks to Metabo marathon motor

+ Hardened and ground collect chuck for precise con-
centricity of tools

Specification :

. Grindstone . Speed at . . . Collet Diameter Power SpeedatNo Weight
5 Specification
Speflﬁ Diameter ZUE NoLoad Tordue Rslght ; (mm) (W) Load (rpm) (kg)
cation current (Nm) (kg)
(mm) (rpm) GE 700 6 710 7000-27000 1.8 kg
DS200 200x 25 500 | 1phase 3000 3.6 16 GE 900 6 900 2500-6000 2
DSD250 | 250x40 900 | 3 phase 1500 8 33
— Order No. Type Description
M5 o : ”"t' MB0000133 | GE 700 Straight Grinder 6mm, 710W
ench Grinder 200mm - -
ME0003396 ‘ DSD250 ‘ Bench Grinder 250mm MB0000134 GE 900 Straight Grinder 6mm, 900W
1048 POWER TOOL ///% Kawan Lama.
#1 Commercial & Industrial Supply Company



ANGLE POLISHER

BURNISHING MACHINE

melabo

work. don’t play.

» PE12-175

0G0

Features :
Die cast aluminium gear housing -
Vario Tacho Constamatic (VTC)

.

.

full wave electronic .
« Thumb wheel for speed .
preselection
« Overload protection .
« Restart guard
« Spindle lock

.

Autostop carbon brush

Specification :

Backing
Specification pads diam-
eter (mm)

Power
(W)

Benefits :

Polishing for continuous
professional operation
Extreme torque

Ergonomic front flap for
optimum machine control
Small and handy like a small
angle grinder

Speed at no
load (rpm)

Torque
(Nm)

Weight

PE 12-175 175 1200 700-2200 14
Order No. Type Description
MB0002783 PE 12-175 Angle Polisher 7%, 1200W

ELECTRONICS PIPE BELT SANDER

» SE12-115
s
T

Features :
Die cast aluminium gear housing
Robust Metabo marathon motor
Spindle lock

Vario Tacho Constamatic (VTC) full
wave electronic

Autostop carbon brush

Over load protection

Restart guard

Thumb wheel for speed preselection

Benefits :

+ For burnishing/finishing/re-
conditioning stainless steel,
steel, non-ferrous metal,
plastic, and wood

Precise machine guidance by
supporting rollers

Versatile applications
through the extensive range
of accessories

Specification SE 12-115

Diameter Abrasive Wheel (mm) 100-115
Lebar Abrasive Wheel (mm) 50 - 100
Input Power (W) 1,200
Output Power (W) 720
No Load Speed (rpm) 900 - 2,810
Load Speed (rpm) 2,810
Weight (kg) 3

Order No. Type Description

MB0002891 SE 12-115 Burnishing Machine 1200W

ELECTRONICS BAND FILE 900W

D RBE 12- 180 Set

©

Features :

« 270° wrap angle of best pipe processing
- 2-steps gear and robust Metabo marathon

motor for extremely high speed

« VTC-electronics with thumwheel for speed

pre-selection

D> BFE 9-90 Set

Features :

b

-+ Grinding head can be swivelled by 180° for processing of places that are

difficult to reach
« Tool-less grinding belt change

« Robust Metabo marathon motor for extra long service life
« VC-electronics with thumwheel for speed pre-selection
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Specification RBE 12- 180 Set Specification BFE 9-90 Set
Input Power (W) 1.200 Input Power (W) 900
Output Panel (W) 720 Output Panel (W) 510
No Load Speed (rpm) 900 - 2.800 No Load Speed (rpm) 3.600 - 8.000
Max. Dia. Pipe (mm) 180 Max. Dia. Pipe 90
Belt Speed (m/s) 2.7-85 Belt Speed (m/s) 38-9

L 760
ot o.ng (mm) o Long (mm) 457

Width (mm) 40 Width (mm) 3-19
Wire (m (PUR)) 6 Wire (m (PUR)) 6
Weight (kg) 3 Weight (kg) 2.3

Order No. Type Description Order No. Type Description
MB0003388 | RBE 12- 180 Set Electronic Pipe Belt Sander 1200W MB0003389 BFE 9-90 Set Electronic Band File 900W
www.kawanlama.com POWER TOOL 1049
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ELECTRONICS FLAP TOOL KNSE 12-150 SET

CUT OFF MACHINE

melabo

work. don’t play.

» KNSE 12-150 SET

Features :

« Aluminium extensions; stainless steel flanges. This ensures that the
workpiece is not contaminated during processing
- 2 steps gear and robust Metabo marathon motor for extremely

high speed

« VTC-electronics with thumbwheel for speed pre-selection
- Adjustment of protective cover without tools

Specification SE 12-115
Input Power (W) 1.200 Watt
No Load Speed (rpm) 1.300 - 4.000
Disc Diameter (mm) 150
Spindle Thread M 14
Wire (m (PUR)) 6
Electronics VTC
Weight (kg) 33

Order No.
MB0003390

KNSE 12-150 SET

Description
Burnishing Machine 1200W

SANDER

» SR2023

Features:

+ Designed for continuous commercial use
« Solid aluminium die cast bearing flange
« Very good weight-performance ratio

« High sanding rates

« Sturdy aluminium die cast oscillating plates

Benefits :

« Universal use for sanding wood, plastic, metal, stone, and lacquered

surfaces

«+ Robust sander with long service life even under tough conditions

Especially vibration-free by electro dynamic fine balancing

« Unique clamping system enables quick and comfortable change of

sanding disc

« Sanding possible up to outermost corner

» CS23-355

Benefit s:

Ideal for professional user
Especially suitable for the fast,
precise cutting of steel, non-
ferrous metal, iron, and cast
profiles

Ideal and easy transportation
by built-in handle

Specification :

Features :

For single phase alternating
current

Motor, gear with ball, and needle
bearing, designed for high loads
Spindle lock for easy disc change
Swivelling grinding disc protective
cover

Spanner box

Sturdy construction with
powerfull motor

Quick clamping device with
variable mitre conversion up to 45

q q A Power No Load Weight
Specification Disc Diameter w) Speed (rpm) (kg)
CS 23-355 355mm/14” 2300 4000 16.9
Order No Type Description
MB0003220 CS 23-355 Cut off Machine 1411, 2300W

PALM AND ORBITAL DISC SANDER

» Palm and Orbital Disc Sander

FSR 200 Intec

Features :

Vibration damping, nonslip rubber
coated handle
Dust proof ball bearing

fixture
Dust extraction unit with intec filter
system, multiple cleaning

Specification :

Very good weight-performance ratio

Sanding plate with velcro and clamp

Benefits :

+ Universal use for sanding
wood, plastic, metal, stone,
and lacquered surfaces

« Light and handy machine
for convenient one hand
operation

. . Specification Sanding Plate Power NolLoadSpeed Weight
Specification : P (mm) (W) (rpm) (kg)
Specification Base Plate Power No Load Weight FSR 200 Intec 114 x 102 200 26.000 1.25
Size (mm) (w) Speed (rpm) (kg)
FSX 200 Intec Dia. 125 240 11.000 13
SR20-23 92x 183 210 21700 1.8
T Order No. Type Description
Order No. Type Description
MB0002597 SR20.23 Sander 210W MB0002967 FSR 200 Intec Palm Sander 200W
- ander MB0002968 | FSX 200 Intec Orbital Disc Sander 240W
1050 POWERTOOL ///% Kawan La
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SANDER

melabo

work. don’t play.

P> Turbo Tec Orbital Sander

@

SXE425 and SXE450

Features :

- Sanding applications on a base, i. e. usable for sanding wood, plastics,
non-ferrous metals, and sheet steel

« For sanding slightly convex surfaces

+ As a polisher with corresponding accessory

Specification :

Base Plate Input Orbit

Sp:.aﬁ- Diameter Power Electronic Diameter W((:g)ht
Order No Type Description cation (mm) (W) (mm) 9
MB0003185 SXE425 Turbo Tec Orbital Sander 125mm SXE425 125 320 V-Electronic 5 2.0
MB0002314 SXE450 Turbo Tec Orbital Sander 150mm SXE450 150 350 V-Electronic | 2.8/6.2 2.2
PLANER ROUTER
P Ho 0882 »> OfE 1229 Signal Router

Benefits :

- Easy blade change using standard
planer blade cassette system

- Variable adjustable planer depth and
notch depth

«V-groove in front part of the planer
base for easy chamfering

- Chip ejection to left and right
(convertible)

Features :

« Carbide tipped planer blade

+ Aluminium die cast and milled
cut planer base

« Spring mounted strap on
the planer base for stopping
machine

Specification :

No load .
e Weight

k
(rpm) (kg)
12000 33

Specifi- Plane Plane Plane Power
cation Width Length Depth W)

(mm) (mm) (mm)
HO 0882 82 290 0-3 800

Order No. Description

Type

Benefits :

- Dial gauge for fine tuning
with 0.Tmm precision

« Three level stop to preselect
up to 3 different moulding/
routing depths

« Vario Tacho Constamatic(VTC)
full-wave electronics

« Overload protection

Features :

« Sturdy 2 - column guide

« Auto - stop carbon brushes

« External dust extraction outlet

« Thumbwheel for preselection of speed

« Spindle lock for easy router easy change

« Turn on and off witout releasing the handle
+ Robust plastic - covered aluminium die cas bearing flange
+ Aluminium die case base plate with coating for easy sliding

Specification :
Max. Stroke No Load

Input Output Collet

Sc'zicc:?\- Height Speed Power Power Diameter W(eklg)h t
(Mm) (Rpm) (W) (W) (Mm) .
5.000
OfE 1229 50 25500 1.200 780 8 34

MB0000138 HO 0882 Planer 800W L.
Order No. Type Description
JIGSAW MB0000142 Of E 1229 Of E 1229 Signal Router
> Jigsaw Features : Benefits :
« Vario Constamatic (VC) full wave . Easier and quicker saw blade change
electronic « Quick locking of guide plate for
«Thumb wheel for preselection of  bevel cuts
number of strokes «|deal handling by ergonomic design-

@

STEB 70

STEB 135

+ Robust gear and motor design

« Low lying saw blade supporting roller
« Full grip bow type handle

« Upward sliding grip guard

+ Adjustable pendulum stroke

« Chip break guard in the guide plate

Specification :

Cutting Capacit
Specification woodg l:ron ¢ (‘\;vv)er N;plézzd T?Nrg:;e V\I(eklg)ht
(mm) (mm) (rpm)

STEB 70 70 6 570 | 1000-3000 5 2.2
STEB 135 135 10 720 | 1000-3000 7 2.6
Order No. Type Description

MB0003375 STEB 70 Electronic Jig Saw 70mm 570W

MB0002124 STEB 135 Jig Saw 135mm, 720W
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metabo
HOT AIR GUN worke.don't play.

» Hot Air Gun

Features :
« High service life due to easy to clean air filter « Powerfull motor with
optimum device cooling - Three blower levels

Benefits :

« For dust free removal of all metal and wood lacquer coats

- For drying fresh lacquer coats and filler

- For thawing frozen water pipes

« For crimping cable ends

- For repairing welding tents, boats, and other similar applications
« ldeal handling by ergonomic design

« Safe stationary application due to large non slip floor space

Specification :

o
L
=
o
[a]
=
T
o
U
]
(=]
=
<
=
<
v
i
=
O
=
<
-
o
= =

Specifica- Air Capacity Temperature Power Weight
tion (Lt/min) (°C) (W) (kg)
H16-500 240/450 50/300/500 1600 0.7
HE20-600 150/300/500 50/50-600 2000 0.85
HE23-650 | 150-250/150-500 50/50-650 2300 0,94
@ @ Order No. Type Description
MB0003467 H16-500 Hot Air Gun 1600W, 500°C

H16-500 HE20-600 s o MB0003427 | HE20-600 Hot Air Gun 2000W, 600°C
MB0003468 | HE23-650 Control Hot Air Gun 2300W
CIRCULAR SAW

> KS54

Features :

+ Metabo S-automatic safety clutch

« Saw shaft lock

« Angle precise bevel cuts up to 45

« Lubrication system for long service life of the gear box

Benefits :

« Fully closed guide plate for secure support

« Clearly visible cutting indicator

« Safety lock switch to prevent unintentional start of the machine

- Angle adjustment of the sawing blade to the guide plate can be
aligned for maximum cutting precision

\‘&» .L - K;54

Specification KS 54 KS 66
Diameter Saw Blade (mm) 160 190
Input Power (W) 1,010 1,400
Output Power (W) 630 800
) Dia 90° (mm) 54 66
Cutting Depth .
Dia 45° (mm) 38 47
No Load Speed (rpm) 6,000 4,200
Load Speed (rpm) 4,200 3,200
Order No. Description Rated Load Speed (m/s) 35 28
MB0000153 KS 54 Circular Saw 160mm Torque (Nm) 4 9
MB0000155 KS 66 Circular Saw 190mm Weight (kg) 34 5.5
SCREWDRIVER
D SE 2800
Features :
» Compact, lightweight, and ergo- Specification SE 2800 SE 4000
m ggglacti(::lgn for fatigue- proof Input Power (W) 400 400
¢ « Patented quick bit change system Output Power (V) 220 220
« Clockwise and anticlockwise No Loa!d Spe?d (rpm) 0-2.850 0-4.000
rotation Max. Tightening torque (Nm) 8 6
-Variospeed (V) electronics Bit retainer 1/4”"(6,35mm) Hex | 1/4"(6,35mm) Hex
Recess Recess
Benefits : Weight (kg) 1.2 1.2
+ High torque
* Low noise: claw clutch Order No. Type Description
+ Depth gmde'can be.fully MB0003003 SE 2800 Electronic Screwdriver 400W
removed for inspection
during operation MB0003004 SE 4000 Electronic Screwdriver 400W
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work. don't play.

SABRE SAW

PSE 1200

Features :

« Powerfull, sturdy motor

+ Sheathed die cast aluminium gearbox
housing

« Adjustable pendulum stroke

« Variospeed (V) electronic

- Rotating handle without tools
(4 positions), with rubber coating

- Saw blade rotatable by 180°

Specification :

Strokes
(rpm)

Power Torque Weight

(Nm) (LC))

Benefits :

- For sawing wood, plastic, (w)
metal pipes, and profiles

« Multi purpose machine by
the comprehensive range of

PSE 1200 28 1200

0-2600 15 4
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« Metabo quick saw blade change saw blades Order No. Type Description
MB0002948 PSE 1200 Sabre Saw 1200 W
BENCH GRINDER /Professional/

» TB 816, TB 820, KB 820 and KB 832

DS8200T

DS8150
Specification DS8150T DS8200T

Order Number CU-03 CU-04
Voltage 230V 230V

1 Phase 1 Phase
Power (W) 500 800
Speed (rpm) 2800 - 3400 2800 - 3400
Pheripherical Speed (m/s) 22-26 30-36
Grinding Wheel Diameter (mm) 150x20x 15 200x25x 15
Grit 36/80 36/80
Noise Level dB (A) 45 50
Weight (kg) 10 17

Specification DPC8150T DSS8200

Voltage 230V 230V
1 Phase 1 Phase
Power (W) 500 800
Speed (rpm) 2800 - 3400 2800 - 3400
Grinding Wheel Diameter = 200x25x 15
Belt (I x w) (mm) - 1000 x 50
DPC8150T Polishing Wheel 150x20x 15 -
(d1 xbxd2) (mm)
Noise Level dB (A) 45 72
Weight (kg) 11 20
BSS8200
www.kawanlama.com POWER TOOL 1053
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»> 18 Volt Impact Wrenches

»> 7.2 Volt Impact/Screwdrivers
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CTS561

CTS561CL

7.2 Volt Screwdrivers

1

CT561

+ 1/4" quick change hex chuck provides secure bit retention
« 6-position clutch for added torque control (CTS561CL only)
- Small, lightweight design maneuvers easily in restricted

access applications

« Up to 250 in. lbs. of manual torque can be applied to break

stubborn fasteners loose.

« Gearless spindle lock has no teeth or gears to break or chip

7.2 Volt Impact Wrenches

« Small, lightweight design is easy to control and reduces user fatigue

« Oversized forward/reverse toggle trigger for versatility

« Integrated soft grip handle provides comfort and positive tool control
« Tapered, lightweight, and aluminium nose gets into restricted

applications easily

CT6855

18 Volt Impact Wrenches
CT6855/CT6850 Series.

CT6850

« 2 battery choices available - 18V Lithium or 18V Ni-Cad match the

needs of any application

- Glass-filled nylon housing is rugged and provides durability and strength
- Patented air flow system routes cool air over the motor, extending tool life
- Needle bearing supported helical cut steel gears distribute even torque

load from the motor

« Ergonomic cushion grip absorbs vibration and reduces user fatigue

« Super heavy duty motor is cushion mounted to reduce vibration

« Heavy duty heat sink protects switch and dissipates heat to prolong life
« One hand forward/reverse lever changes direction easily

V\;::z:::s Screwdriver Specification CT6855 CT6850
. . Battery Type Lithium 3.0Ahr Ni-Cad 2.5Ahr

Specifications CT561 CTS561 CTS561CL

Battery Type Ni-Cad 700 mAmp L 157

Battery Voltage 7.2V Square Drive, inches 1/2

Drive Size 3/8"Sq. Dr. 1/4" Hex Anvil Type Friction Ring Friction Ring

'(r;rgt)le Output, in. Ibs. 600 (67.8) 60 (6.78) Torque Output ft. Ibs. (N-m) 400 (475)

- Blow Per Minute, bpm 2,100

Clutch Settings = | 6

Free Speed, rpm 2,500 375 Free Speed, rpm 2,200

Blows Per Minute, bpm 3,000 — Charge Time (minutes) 30 | 40
m Charge Time (minutes) 55 Length, inches (mm) 9.95 (225)

Length, inches (mm) 6.4 (136) 4.6(117) 5.2(132) Weight w/Battery, Ibs. (kg) 6.8 (3.1) | 7.6 (3.5)

Weight w/Battery, Ibs. (kg) 1.7 (.77) 1.2(.55) 1.5 (.68) Warranty (tool and charger) 1 Year

Warranty (tool and charger) 1Year

Warranty (battery) 2 Year/1,000 cycles 1 Year
Warranty (battery) 1 Year
Battery (qty) CTB5172 (2) Battery (qty) CTB6185 (1) CTB4187 (2)
Blow Molded Storage Case PB165 PB165 PB165

Blow Molded Case/Soft CTSCT PB166 g

Case Charger CTC620

Ehatgen SIE2 Optional Protective Boot CT4850BOOT
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IMPACT DRIVER Panasonic

) EZ6582 HKH-B » EZ7270 NKN-B

Features :

+ 12V impact driver

+ N type battery pack

+ 15 minutes charge

« Screw: 3.5-9.5mm

« High tighten bolt M6-M10
+ Normal bolt M6-M12

Features :

« 9.6Vimpact driver

« Htype battery pack

« 22 minutes charge

« Screw: 3.5-9.5mm

« High tighten bolt M6-M10
« Normal bolt M6-M12

Benefits :
« Long life time
« Strong for continuous operation

Benefits :
« Long life time
- Light weight

i F LS
3

Order No Description Order No Description

EZ6582 HKH-B Impact Driver EZ7270 NKN-B Impact Driver

Specification EZ6582 HKH-B EZ7270 NKN-B
Chuck One Touch Bit Lock Type (13mm)
Torque Max. 88.2 N.m (900 kgf.cm) 135.0 N.m (1,380 kgf.cm)

One Touch Bit Lock Type (13mm)

Speed 0-2200 rpm Strong Mode: 0-2300 rpm, Middle mode: 0-1400 rpm, Weak Mode: 0-1000 rpm
Blows Per Min. 0-2700 Strong Mode: 0-2800, Middle mode: 0-2500, Weak Mode: 0-2000

Size 155(L)x209(H)x54mm(W) 165(L)x236(H)x60mm(W)

Weight 1.2kg 1.65 kg

Commercial application :
Automotive industry

ELECTRIC DRILL =0 FAcOM|

Features: Your #1 source for ...

+ 13mm self-locking metal chuck with carbide insert for increased
resistance to wear

+ One-handed chuck with “spindle lock” function. Motor brake effect al
lows the chuck to be locked using only one hand.
:> Section

Order No. Type Descripti
FM0008111 CL2.P19PB Drill 13mm with Lithium Battery
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ELECTRIC DRILL

+ 15 screwdriver settings 1 drrill
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Conversion Table

® Length
(r::zst,i::I) milimetre
1 0.03280 0.394 0.00001 | 0.000002 | 0.000001 0.01 0.000006 10 0.010936
30.48 1 12 0.00030 | 0.000063 | 0.000054 0.304 0.000189 304.8 0.33
2.54 0.083 1 0.00002 | 0.000005 | 0.000004 0.025 0.000015 25.4 0.027
100000 3281 39370 1 0.020 0.179 1000 0.621371 1000000 1094
482804 15840 190080 4.828 1 0.868 4828 3 4828040 5280
555600 18228 218740 5.55 1.15 1 5556 3.452 5556000 6076
100 3.280 39.37 0.001 | 0.000207 | 0.000179 1 0.000621 1000 1.1
160934 5280 63360 1.609 0.33 0.29 1609 1 1609340 27777
0.1 0.003 0.040 0.000001 2.07 1.8 0.001 6.21 1 0.001
91.44 3 36 0.00091 | 0.000189 | 0.000164 0.9144 0.000568 914.4 1
® Weight ® Power
grain gram kilogram Ibs ounce pound ton Horsepo‘wer kiloWatt  Watt
1 0.0647 0.000064 0.000142 0.002 0.000142 6.48 (electric)
15.432 1 0.000999 0.002 0.035 0.002 10 0.75 746
15432 999.976 1 220 3527 2.20 0.00099 1.34 ! 999.64
7000 453592 0453 1 16 1 0.00045 0001340 |0000746)| 1
4375 28.349 0.028 0.062 1 0.062 0.00003
7000 453592 0.453 1 16 1 0.00045
15432358 1000000 1000 2205 35274 2205 1
® Volume
yard3 gallon (UK) (metricl,);:::oleum) Barrel (UK)
1 0.000001 0.001 0.061 0.000035 0.000001 0.000219 0.000005 0.000006
1000000 1 1000 61024 353 1.30 220 5 6.11
1000 0.001 1 61.024 0.035 0.001 0.219 0.005 0.006
16 0.000016 0.016 1 0.000565 0.000020 0.003 0.00008 0.00009
28317 0.028 283 1728 1 0.037 6.2 0.141 0.17
764555 0.764 764.5 46656 27 1 168 4 46
4546 0.0045 45 2774 0.160 0.005 1 0.022 0.027
200000 0.2 200 12205 7 0.26 44 1 1.22
163659.24 0.16 164 9987 5.78 0.21 36 0.8 1
® Temperature ® Power
Degree Degree Degree Degree Kelvin Horsepower kw Horsepower kw
celcius LELTEO T rankine reaumur 1.341022 0.7457 8.046132 4.4742
! 338 49347 0.8 274.15 2682044 14914 9.387154 52199
“17.22 ! 460674 “13.776 256 4.023066 22371 10728176 | 5.9656
-272.60 -458.68 ! -218.08 0.55 5364088 29828 | 12069198 | 67113
1.25 34.25 494 1 274.4 6.705110 3,785
-272.15 -457.87 1.8 -217.72 1




Kawan Lama.

#1 Commercial & Industrial Supply Company

INDUSTRIAL
CATALOG

www.kawanlama.com
www.kawanlamaonline.com





